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	Reason for change:
	The MBMS SAI IE violates the definition of LV as per TS 24.007 clause 11.2.1.1.2. First it violates the length field representing the binary encoding of the number of octets of the value part and second violates the coding of 0 as being empty. Also it is not a type 4 information element because of these violations.
The figure and text state that this is the MBMS SAI list IE, but the table information states that it is only the value part of the IE.  This cannot be since type 4 length field is only one octet. Thus it cannot represent a value part that exceeds 255 octets, It must be a type 6 (TLV-E) IE. 
NOTE: A new IEI value needs to be allocated in 12.5.1.11 for MBMS SAI list to replace the “to be determined” text.
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	Other comments:
	


***** Next change *****
11.4.9.1
Message definition
This message is sent by the remote UE to ProSe UE-to-network relay UE for TMGI monitoring request. See table 11.4.9.1.
Table 11.4.9.1.1: TMGI_MONITORING_REQUEST content

	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length

	
	TMGI_MONITORING_REQUEST identity 
	Message Type
12.5.1.1
	M
	V
	1

	
	Sequence Number
	Sequence Number

12.5.1.2
	M
	V
	2

	
	TMGI
	Binary

12.5.1.10
	M
	V
	6

	
	MBMS SAI list
	Binary

12.5.1.11
	M
	LV-E
	6-516

	
	Requested ProSe Per-Packet Priority
	Binary

12.5.1.16
	M
	V
	1


***** Next change *****
12.5.1.11
MBMS SAI list

This parameter is used to transfer a list of MBMS Service Area Identities to the ProSe UE-to-network relay UE. The MBMS SAI list is a type 6 information element, with a minimum length of 6 octets and a maximum length of 516 octets. The list can contain a maximum of 256 different MBMS Service Area Identities. The length of each MBMS SAI is 2 octets. The IEI of MBMS SAI list IE is 28.
	8
	7
	6
	5
	4
	3
	2
	1
	

	MBMS SAI list IEI
	octet 1

	Length of MBMS SAI list
	octet 2

	Length of MBMS SAI list (continued)
	octet 3

	Number of MBMS SAIs
	octet 4

	MBMS SAI 1
	octet 5

	MBMS SAI 1 (continued)
	octet 6


	MBMS SAI 2
	octet 7


	MBMS SAI 2 (continued)
	octet 8


	…
	

	MBMS SAI n
	octet 2n-1


	MBMS SAI n (continued)
	octet 2n


Figure 12.5.1.11.1: MBMS SAI list information element
Table 12.5.1.11.1: MBMS SAI list information element value part
	The value part of the MBMS SAI list information element consists of the number of MBMS SAIs and one or more MBMS SAIs. The length of MBMS SAI list is set based on the 'Number of MBMS SAIs'. The ProSe UE-to-network relay UE shall store the complete list received.
Number of MBMS SAIs (octet 1)

	Bits

	
	

	8
	7
	6
	5
	4
	3
	2
	1
	

	0
	0
	0
	0
	0
	0
	0
	0
	1 element

	0
	0
	0
	0
	0
	0
	0
	1
	2 element

	0
	0
	0
	0
	0
	0
	1
	0
	3 element

	…
	

	1
	1
	1
	1
	1
	1
	0
	1
	254 element

	1
	1
	1
	1
	1
	1
	1
	0
	255 element

	1
	1
	1
	1
	1
	1
	1
	1
	256 element

	
	

	If the number of MBMS SAIs = n:

for i=1, n;

octet 2i and 2i+1 contain the MBMS SAI of the i-th MBMS SAI belonging to the MBMS SAI list
The coding of MBMS SAI is specified in 3GPP TS 23.003 [4].

	
	 


***** END of changes *****
