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Proposed changes:

*** 1st Change ***
5.10.2.2.2
API exposing function obtaining access control policy from the CAPIF core function using Obtain_Access_Control_Policy service operation
To obtain the access control policy from the CAPIF core function, the API exposing function shall send an HTTP GET message to the CAPIF core function with the API exposing function Identifier and API identification. The GET message may include API invoker ID for retrieving access control policy of the requested API invoker.
Upon receiving the above described HTTP GET message, the CAPIF core function shall 

1.
verify the identity of the API exposing function and check if the API exposing function is authorized to obtain the access control policy corresponding to the API identification;

2.
if the API exposing function is authorized to obtain the access control policy, the CAPIF core function shall respond with the access control policy information corresponding to the API identification and API invoker ID (if present) in the HTTP GET message.
*** 2nd Change ***
8.6.2.2.1
Description

The Access Control Policy List resource represents the access control information for all the service APIs per API invoker.
*** 3rd Change ***
8.6.2.2.3.1
GET
This method shall support the URI query parameters specified in table 8.6.2.2.3.1-1.

Table 8.6.2.2.3.1-1: URI query parameters supported by the GET method on this resource 
	Name
	Data type
	P
	Cardinality
	Description

	apiInvokerId
	string
	O
	1
	String identifying the API invoker


*** 4th Change ***
8.6.4.2.3
Type: APIInvokerPolicy
Table 8.6.4.2.3-1: Definition of type APIInvokerPolicy
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	apiInvokerId
	string
	M
	1
	API invoker ID assigned by the CAPIF core function
	

	allowedTotalInvocations
	integer
	O
	0..1
	Total number of invocations allowed on the service API by the API invoker.
	

	allowedInvocationsPerSecond
	integer
	O
	0..1
	Invocations per second allowed on the service API by the API invoker.
	

	allowedInvocationTimeRangeList
	array(TimeRangeList)
	O
	0..N
	The time ranges during which the invocations are allowed on the service API by the API invoker.
	


*** End of Changes ***

