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*** 1st Change ***

5.2
CAPIF_Discover_Service_API

*** 2nd Change ***

5.2.1.1
Overview

The CAPIF discover service APIs, as defined in 3GPP TS 23.222 [2], allow API invokers via CAPIF-1 and CAPIF-1e reference point to discover service API available at the CAPIF core function.

*** 3rd Change ***

5.2.2.1
Introduction

The service operation defined for CAPIF_Discover_Service_API is shown in table 5.2.2.1-1.

Table 5.2.2.1-1: Operations of the CAPIF_Discover_Service_API

	Service operation name
	Description
	Initiated by

	Discover_Service_API
	This service operation is used by an API invoker to discover service API available at the CAPIF core function.
	API invoker


*** 4th Change ***

8.1
CAPIF_Discover_Service_API 

*** 5th Change ***

8.1.2.1
Overview
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Figure 8.1.2.1-1: Resource URI structure of the CAPIF_Discover_Service_API

Table 8.1.2.1-1 provides an overview of the resources and applicable HTTP methods.

Table 8.1.2.1-1: Resources and methods overview

	Resource name
	Resource URI
	HTTP method or custom operation
	Description

	All published service APIs 


	{apiRoot}
/service-apis/v1
/allServiceApis/discover
	discover (POST)
	Discover published service APIs


*** 6th Change ***

8.1.4.1
General

This subclause specifies the application data model supported by the API.

Table 8.1.4.1-1 specifies the data types defined for the CAPIF service based interface protocol.

Table 8.1.4.1-1: Specific Data Types

	Data type
	Section defined
	Description
	Applicability

	APIQuery
	8.1.4.2.2
	Query parameters for discovery of the service APIs
	

	DiscoveredAPI
	8.1.4.2.3
	Definition of the service API
	


Table 8.1.4.1-2 specifies data types re-used by the CAPIF_Discover_Service_API service: 

Table 8.1.4.1-2: Re-used Data Types

	Data type
	Reference
	Comments
	Applicability

	ServiceAPIDescription
	Subclause 8.2.4.2.2
	Description of the service API
	

	InterfaceDescription
	Subclause 8.2.4.2.3
	Name of the protocol
	

	Protocol
	Subclause 8.2.4.3.3
	Protocol
	

	DataFormat
	Subclause 8.2.4.3.4
	Data format
	


*** End of Changes ***
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