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*** 1st Change ***

4.2
Service Architecture
3GPP TS 23.222, clause 6 [2] specifies the functional entities and domains of the functional model, which is depicted in Figure 4.2-1, in detail. 
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Figure 4.2-1: CAPIF Functional Model

CAPIF-1 and CAPIF-1e reference points connect an API invoker inside the PLMN Trust Domain and an API invoker outside the PLMN Trust Domain respectively, with the CAPIF core function. 
NOTE:
The API exposing function, API publishing function and API management function are part the API provider domain which can be implemented by the Service Capability Exposure Function (SCEF) and/or the Network Exposure Function (NEF).
*** 2nd Change ***

4.3.2
CAPIF core function

The CAPIF core function (CCF) supports the following capabilities over CAPIF-1/CAPIF-1e reference point as defined in 3GPP TS 23.222 [2]:

-
authenticating the API invoker;

-
providing the authorization information; and

-
service API discovery.

The CAPIF core function supports the following capabilities over CAPIF-3 reference point as defined in 3GPP TS 23.222 [2]:
-
providing the service API access policy;

-
providing the authentication and authorization information of API invoker for validation;

-
logging of service API invocations and

-
charging of service API invocations.

The CAPIF core function supports the following capabilities over CAPIF-4 reference point as defined in 3GPP TS 23.222 [2]:

-
publishing and storing the service APIs information.

The CAPIF core function supports the following capabilities over CAPIF-5 reference point as defined in 3GPP TS 23.222 [2]:

-
providing the service API invocation log for auditing;

-
providing monitoring information the status of service APIs and

-
storing configurations of the API provider policies.

*** End of Changes ***
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