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*** 1st Change ***

4.1
Overview

The NEF Northbound interface is between the NEF and the AF. It specifies RESTful APIs that allow the AF to access the services and capabilities provided by 3GPP network entities and securely exposed by the NEF.

This document also specifies the procedures triggered at the NEF by API requests from the AF and by event notifications received from 3GPP network entities.
The stage 2 level requirements and signalling flows for the NEF Northbound interface are defined in 3GPP TS 23.502 [2].

The NEF Northbound interface supports the following procedures:

-
Procedures for Monitoring

-
Procedures for Device Triggering

-
Procedures for resource management of Background Data Transfer
-
Procedures for CP Parameters Provisioning

-
Procedures for PFD Management

-
Procedures for Traffic Influence
-
Procedures for setting up an AF session with required QoS 
Which correspond to the following services respectively, supported by the NEF as defined in 3GPP TS 23.502 [2]:

-
Nnef_EventExposure service
-
Nnef_Trigger service
-
Nnef_BDTPNegotiation service 

-
Nnef_ParameterProvision service
-
Nnef_PFDmanagement service
-
Nnef_TrafficInfluence service
-
Nnef_AFsessionWithQoS service
*** 2nd Change ***

4.4.x
Procedures for setting up an AF session with required QoS
The procedures for setting up an AF session with required QoS in 5GS are described in subclause 4.4.13 of 3GPP TS 29.122 [4] with the following differences:

-
description of the SCS/AS applies to the AF;

-
description of the SCEF applies to the NEF;

-
description of the PCRF applies to the PCF; and

-
the NEF shall interact with the PCF by using Npcf_PolicyAuthorization service.
*** 3rd Change ***

5.3
Reused APIs

This subclause describes the northbound APIs which are applicable for both EPS and 5GS. 

Table 5.3.1-1: Reused APIs applicable for both EPS and 5GS

	API Name
	Differences

	ResourceManagementOfBdt
	

	PfdManagement
	

	MonitoringEvent
	

	DeviceTriggering
	

	CpProvisioning
	The "ExpectedUMT_5G" feature as described in subclause 5.11.4 of 3GPP TS 29.122 [4] shall be supported in 5G.

	AsSessionWithQoS
	


*** End of Changes ***

