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* * * First Change * * * *

6.1.6.3.8
Enumeration: Cause

The enumeration Cause indicates a cause information. It shall comply with the provisions defined in table 6.1.6.3.8-1.
Table 6.1.6.3.8-1: Enumeration Cause

	Enumeration value
	Description

	"REL_DUE_TO_HO"
	Release due to Handover

	"EPS_FALLBACK"
	Mobility due to EPS fallback for IMS voice is on-going.

	"REL_DUE_TO_UP_SEC"
	Release due to user plane Security requirements that cannot be fulfilled.

	"DNN_CONGESTION"
	Release due to the DNN based congestion control.

	"S-NSSAI_CONGESTION"
	Release due to the S-NSSAI based congestion control.

	"REL_DUE_TO_REACTIVATION"
	Release due to PDU session reactivation.

	"5G_AN_NOT_RESPONDING"
	The 5G AN did not respond to the request initiated by the network.


* * * Next Change * * * *

6.1.6.4.3
N2 SM Information

N2 SM Information shall encode NG Application Protocol (NGAP) IEs, as specified in subclause 9.4 of 3GPP TS 38.413 [9] (ASN.1 encoded), using the vnd.3gpp.ngap content-type.
N2 SM Information may encode any NGAP SMF related IE specified in 3GPP TS 38.413 [9], as summarized in Table 6.1.6.4.3-1. 

Table 6.1.6.4.3-1: N2 SM Information content

	N2 SM IE
	Reference

(3GPP TS 38.413 [9])
	Related NGAP message

	PDU Session Resource Setup Request Transfer 
	9.3.4.1
	PDU Session Resource Setup Request, Initial Context Setup Request

	PDU Session Resource Setup Response Transfer
	9.3.4.2
	PDU Session Resource Setup Response, Initial Context Setup Response

	Additional PDU Session Resource Setup Response Transfer
	9.3.4.2
	PDU Session Resource Setup Response

	PDU Session Resource Release Command Transfer
	9.3.4.3
	PDU Session Resource Release Command

	PDU Session Resource Release Response Transfer
	9.3.4.4
	PDU Session Resource Release Response

	PDU Session Resource Modify Request Transfer
	9.3.4.5
	PDU Session Resource Modify Request

	PDU Session Resource Modify Response Transfer
	9.3.4.6
	PDU Session Resource Modify Response

	PDU Session Resource Notify Transfer
	9.3.4.7
	PDU Session Resource Notify

	PDU Session Resource Modify Indication Transfer
	9.3.4.8
	PDU Session Resource Modify Indication

	PDU Session Resource Modify Confirm Transfer
	9.3.4.9
	PDU Session Resource Modify Confirm

	Path Switch Request Transfer
	9.3.4.10
	Path Switch Request

	Path Switch Request Acknowledge Transfer
	9.3.4.11
	Path Switch Request Acknowledge

	Handover Required Transfer
	9.3.4.1
	Handover Required

	Handover Command Transfer
	9.3.4.12
	Handover Command

	Handover Request Transfer
	9.3.4.1
	Handover Request

	Handover Request Acknowledge Transfer
	9.3.4.1
	Handover Request Acknowledge


* * * Next Change * * * *

A.2
Nsmf_PDUSession API

[…]
    Cause:

      anyOf:

      - type: string

        enum:

          - "REL_DUE_TO_HO"

          - "EPS_FALLBACK"

          - "REL_DUE_TO_UP_SEC"
          - "DNN_CONGESTION"

          - "S-NSSAI_CONGESTION"
          - "REL_DUE_TO_REACTIVATION"
          - "5G_AN_NOT_RESPONDING"

      - type: string

        description: >

          This string provides forward-compatibility with future

          extensions to the enumeration but is not used to encode

          content defined in the present version of this API.

      description: >

        Possible values are

        - "REL_DUE_TO_HO"

        - "EPS_FALLBACK"

        - "REL_DUE_TO_UP_SEC"
        - "DNN_CONGESTION"

        - "S-NSSAI_CONGESTION"
        - "REL_DUE_TO_REACTIVATION"
        - "5G_AN_NOT_RESPONDING"
[…]
* * * End of Changes * * * *


