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* * * Next Change * * * *

6.1.2.1
General

HTTP/2, as defined in IETF RFC 7540 [9], shall be used as specified in clause 5 of 3GPP TS 29.500 [4].

HTTP/2 shall be transported as specified in subclause 5.3 of 3GPP TS 29.500 [4].

HTTP messages and bodies for the Nnrf_NFManagement service shall comply with the OpenAPI [10] specification contained in Annex A. 

* * * Next Change * * * *

6.1.2.2.2
Content type 


The following content types shall be supported:

-
JSON, as defined in IETF RFC 8259 [xx], shall be used as content type of the HTTP bodies specified in the present specification as indicated in subclause 5.4 of 3GPP TS 29.500 [4].

-
The Problem Details JSON Object (IETF RFC 7807 [11]). The use of the Problem Details JSON object in a HTTP response body shall be signalled by the content type "application/problem+json".

-
JSON Patch (IETF RFC 6902 [13]). The use of the JSON Patch format in a HTTP request body shall be signalled by the content type "application/json-patch+json".
-
The 3GPP hypermedia format as defined in 3GPP TS 29.501 [5]. The use of the 3GPP hypermedia format in a HTTP response body shall be signalled by the content type "application/3gppHal+json".
* * * Next Change * * * *

6.1.3.2.4
Resource Custom Operations
There are no resource custom operations for the Nnrf_NFManagement service in this release of the specification.




	
	
	

	
	
	

	
	
	










	
	
	
	

	
	
	
	



	
	
	
	

	

	
	
	
	
	






* * * Next Change * * * *

6.1.4
Custom Operations without associated resources 
There are no custom operations defined without any associated resources for the Nnrf_NFManagement service in this release of the specification.



	
	
	

	
	
	

	
	
	











	
	
	
	

	
	
	
	



	
	
	
	

	

	
	
	
	
	






* * * Next Change * * * *

6.2.3.2.4
Resource Custom Operations
There are no resource custom operations for the Nnrf_NFDiscovery service in this release of the specification.
* * * Next Change * * * *

6.2.5
Notifications
There are no notifications defined for the Nnrf_NFDiscovery service in this release of the specification.




* * * Next Change * * * *

6.2.6.1
General

This subclause specifies the application data model supported by the API.


Table 6.2.6.1-1 specifies the data types defined for the Nnrf service based interface protocol.

Table 6.2.6.1-1: Nnrf_NFDiscovery specific Data Types
	Data type
	Section defined
	Description

	SearchResult
	6.2.6.2.2
	

	NFProfile
	6.2.6.2.3
	

	NFService
	6.2.6.2.4
	


Table 6.2.6.1-2 specifies data types re-used by the Nnrf service based interface protocol from other specifications, including a reference to their respective specifications and when needed, a short description of their use within the Nnrf service based interface. 
Table 6.2.6.1-2: Nnrf_NFDiscovery re-used Data Types
	Data type
	Reference
	Comments

	Snssai
	3GPP TS 29.571 [7]
	

	PlmnId
	3GPP TS 29.571 [7]
	

	Dnn
	3GPP TS 29.571 [7]
	

	Tai
	3GPP TS 29.571 [7]
	

	Ecgi
	3GPP TS 29.571 [7]
	

	Ncgi
	3GPP TS 29.571 [7]
	

	SupportedFeatures
	3GPP TS 29.571 [7]
	

	NfInstanceId
	3GPP TS 29.571 [7]
	

	Uri
	3GPP TS 29.571 [7]
	

	Gpsi
	3GPP TS 29.571 [7]
	

	GroupId
	3GPP TS 29.571 [7]
	

	Guami
	3GPP TS 29.571 [7]
	

	IPv4Addr
	3GPP TS 29.571 [7]
	

	IPv6Prefix
	3GPP TS 29.571 [7]
	

	DefaultNotificationSubscription
	3GPP TS 29.510
	See clause 6.1.6.2.4

	IPEndPoint
	3GPP TS 29.510
	See clause 6.1.6.2.5

	NFType
	3GPP TS 29.510
	See clause 6.1.6.3.3

	UdrInfo
	3GPP TS 29.510
	See clause 6.1.6.2.6

	UdmInfo
	3GPP TS 29.510
	See clause 6.1.6.2.7

	AusfInfo
	3GPP TS 29.510
	See clause 6.1.6.2.8

	SupiRange
	3GPP TS 29.510
	See clause 6.1.6.2.9

	AmfInfo
	3GPP TS 29.510
	See clause 6.1.6.2.11

	SmfInfo
	3GPP TS 29.510
	See clause 6.1.6.2.12

	UpfInfo
	3GPP TS 29.510
	See clause 6.1.6.2.13

	PcfInfo
	3GPP TS 29.510
	See clause 6.1.6.2.20

	BsfInfo
	3GPP TS 29.510
	See clause 6.1.6.2.21

	NFServiceVersion
	3GPP TS 29.510
	See clause 6.1.6.2.18

	DataSetId
	3GPP TS 29.510
	See clause 6.1.6.3.8


* * * Next Change * * * *

6.2.6.3
Simple data types and enumerations

6.2.6.3.1
Introduction


This subclause defines simple data types and enumerations that can be referenced from data structures defined in the previous subclauses.

6.2.6.3.2
Simple data types 


The simple data types defined in table 6.2.6.3.2-1 shall be supported.

Table 6.2.6.3.2-1: Simple data types

	Type Name
	Type Definition
	Description

	
	
	





	
	

	
	




* * * End of Changes * * * *

