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1.PreR15.1.0

	
	

	Consequences if not approved:
	 Incorrect version number of OpenAPI specifications in the TS

	
	

	Clauses affected:
	A.2, A.3, A.4, A.5

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


*** First Change ***

A.2
Namf_Communication API

openapi: 3.0.0

info:

  version: 1.PreR15.1.0

  title: AMF Communication Service

  description: AMF Communication Service

security:

  - oAuth2Clientcredentials: []

externalDocs:

  description: Documentation

  url: 'http://www.3gpp.org/ftp/Specs/archive/29_series/29.518/29518-120.zip'

servers:

  - url: https://{apiRoot}/namf-comm/v1

    variables:

      apiRoot:

        default: locahhost:8080

paths:

[…]

*** Next Change ***

A.3
Namf_EventExposure API
openapi: 3.0.0

info:

  version: 1.PreR15.1.0

  title: Namf_EventExposure Service

  description: AMF Event Exposure Service

security:

  - oAuth2Clientcredentials: []

externalDocs:

  description: Documentation

  url: 'http://www.3gpp.org/ftp/Specs/archive/29_series/29.518/29518-120.zip'

servers:

  - url: https://{apiRoot}/namf-evts/v1

    variables:

      apiRoot:

        default: locahhost:8080

paths:
[…]

*** Next Change ***

A.4 
Namf_MT

openapi: 3.0.0

info:

  version: 1.PreR15.1.0

  title: AMF MT Service

  description: AMF Mobile Termination Service

security:

  - oAuth2Clientcredentials: []

externalDocs:

  description: Documentation

  url: 'http://www.3gpp.org/ftp/Specs/archive/29_series/29.518/29518-120.zip'

servers:

  - url: https://{apiRoot}/namf-mt/v1

    variables:

      apiRoot:

        default: locahhost:8080

paths:

[…]

*** Next Change ***

A.5 
Namf_Location

openapi: 3.0.0

info:

  version: 1.PreR15.1.0

  title: AMF Location Service

  description: AMF Location Service

security:

  - oAuth2Clientcredentials: []

externalDocs:

  description: Documentation

  url: 'http://www.3gpp.org/ftp/Specs/archive/29_series/29.518/29518-120.zip'

servers:

  - url: https://{apiRoot}/namf-loc/v1

    variables:

      apiRoot:

        default: locahhost:8080

paths:

[…]

*** End of Changes ***

