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	Reason for change:
	3GPP TS 23.501 has the following requirement during the AMF Auto-Recovery:

In the case that an AMF fails and the 5G-AN/peer CP NFs detect that the AMF has failed, or the 5G-AN/peer CP NFs receives notification from another AMF in the same AMF set that this AMF has failed…

For deployments without UDSF, backup AMF (the newly selected AMF), based on the failure detection of the old AMF, instructs peer CP NFs and 5G-AN that the UE contexts corresponding to the GUAMI of the failed AMF is now served by this newly selected AMF.
In the AMF Auto-Recovery scenario, the new selected AMF will send the AMFStatusChangeNotify to peer CP NFs to notify the new supported GUAMI, and the backup AMF for failure, or the backup AMF for planned removal can also be notified.
Revision 1:

AmfName is used as the identify of the target AMF in the AMF planned removal without UDSF scenario, in ordet to notify the GUAMI related target AMF.
If the AmfName as FQDN is used, the consumer shall query the NRF based on the FQDN of the AMF, which is not supported yet.

Propose to use the NfInstanceId as the target AMF identify to avoid the imapct on NRF.

Revision 2:
Revert the change of type to NfInstanceId and instead use AMF name. However change the name of the attribute to targetAmfRemoval and targetAmfFailure instead of targetAmfNameRemoval and targetAmfNameFailure. Also description of these attributes are clarified.

	
	

	Summary of change:
	Add the support of the backup AMF for failure, the backup AMF for failure and the backup AMF for planned removal can be different.

Change the AMF Name to NfInstanceId.
Revision 2:
Revert the change of type to NfInstanceId and instead use AMF name. However change the name of the attribute to targetAmfRemoval and targetAmfFailure instead of targetAmfNameRemoval and targetAmfNameFailure. Also description of these attributes are clarified.

	
	

	Consequences if not approved:
	AMFStatusChangeNotify for the backup AMF for failure can not be supported.
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* * * First Change * * * *

6.1.6.2.4
Type: AmfStatusInfo

Table 6.1.6.2.4-1: Definition of type AmfStatusInfo
	Attribute name
	Data type
	P
	Cardinality
	Description

	guamis
	Guami
	M
	1..N
	This IE shall contain the GUAMIs

	statusChange
	StatusChange
	M
	1
	This IE shall contain the Status change of the related GUAMIs

	targetAmfRemoval
	AmfName
	C
	0..1
	This IE shall contain the AMF Name of the target AMF in the AMF planned removal without UDSF scenario

	targetAmfFailure
	AmfName
	C
	0..1
	This IE shall contain the AMF Name of the target AMF in the AMF Auto-recovery without UDSF scenario.


* * * Next Change * * * *

A.2
Namf_Communication API

[...]
    AmfStatusInfo:

      type: object

      properties:

        guamis:

          $ref: 'TS29571_CommonData.yaml#/components/schemas/Guami'

        statusChange:

          $ref: '#/components/schemas/StatusChange'


        targetAmfRemoval:

          $ref: 'TS29571_CommonData.yaml#/components/schemas/AmfName'
        targetAmfFailure:

          $ref: 'TS29571_CommonData.yaml#/components/schemas/AmfName'
      required:

        - guamis

        - statusChange

[...]
* * * End of Changes * * * *

