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	Reason for change:
	Further stage 2 updates in 33.501 for contents of the NAS parameter container at S1 to N1 mode HO have been done. The corresponding definition in 24.501 needs to be aligned and corrected. 

1) The NCC is included 
2) 8 LSB of NAS COUNT are included, i.e the sequence number, from which the UE can construct the full NAS COUNT

The stage 2 requirements used as basline for the proposed changes: 33.501 v15.1.0, subclause 8.4.

References are proposed to be corrected.

Changes in v1:
As the stage 2 requirements in 33.501, subclause 8.4.2, mandates that the NAS COUNT used in this case is always 0, there is no need to explicitly signal a SN value. Size of the container can be further reduced by removal of the SN parameter.
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***** First change *****
9.10.2.7
S1 mode to N1 mode NAS transparent container
The purpose of the S1 mode to N1 mode NAS transparent container information element is to provide the UE with parameters that enable the UE to create a mapped 5G NAS security context and take this context into use after inter-system change to N1 mode in 5GMM-CONNECTED mode.

The S1 mode to N1 mode NAS transparent container information element is coded as shown in figure 9.10.2.7.1 and table 9.10.2.7.1.

The S1 mode to N1 mode NAS transparent container is a type 4 information element with a minimum length of 10 octets and a maximum length of 12 octets.

Octets 11 and 12 are optional. If octet 11 is included, then also octet 12 shall be included.
The value part of the S1 mode to N1 mode NAS transparent container information element is included in specific information elements within some RRC messages sent to the UE.
NOTE:
For these cases the coding of the information element identifier and length information of RRC is defined in 3GPP TS 38.331 [30].
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	S1 mode to N1 mode NAS transparent container IEI
	octet 1

	Length of S1 mode to N1 mode NAS transparent container contents
	octet 2

	Message authentication code
	octet 3

octet 6

	Type of ciphering algorithm
	Type of integrity protection algorithm
	octet 7

	0

Spare
	NCC
	TSC
	Key set identifier in 5G
	octet 8

	
	

	5G UE security capability
	octet 9

octet 10

	EPS UE security capability
	octet 11*

octet 12*


Figure 9.10.2.7.1: S1 mode to N1 mode NAS transparent container information element
Table 9.10.2.7.1: S1 mode to N1 mode NAS transparent container information element
	Message authentication code (octet 3 to 6)

	

	This field is coded as the Message authentication code information element (see subclause 9.8).

	

	Type of integrity protection algorithm (octet 7, bit 1 to 4) and
type of ciphering algorithm (octet 7, bit 5 to 8)

	

	These fields are coded as the type of integrity protection algorithm and type of ciphering algorithm in the NAS security algorithms information element (see subclause 9.10.3.32).

	

	NCC (octet 8, bits 5 to 7)

	

	This field contains the 3 bit Next hop chaining counter (see 3GPP TS 33.501 [24])

	

	Key set identifier in 5G (octet 7, bit 1 to 3) and
type of security context flag (TSC) (octet 7, bit 4)

	

	These fields are coded as the NAS key set identifier and type of security context flag in the NAS key set identifier information element (see subclause 9.10.3.29).

	

	5G UE security capability (octets 9 to 10)

	

	This field is coded as octets 3 and 4 of the UE security capability information element (see subclause 9.10.3.50).

	

	EPS UE security capability (octets 11 to 12)

	

	This field is coded as octets 5 and 6 of the UE security capability information element (see subclause 9.10.3.50).


***** End of changes *****
