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	24.501
	28
	2
	Rel-15
	Corrections for operator-defined access categories
	F
	15.0.0
	C1-184938
	Ericsson, Qualcomm Incorporated, T-Mobile USA, NTT Docomo
	5GS_Ph1-CT
	2, 4.5.2, 4.5.3, 5.4.4.1, 5.4.4.2, 5.4.4.3, 8.2.19.1, 8.2.19.x (new), 9.10.3.x (new)
	 

	24.501
	70
	1
	Rel-15
	Correction to 5GMM Substate
	D
	15.0.0
	C1-184879
	Huawei, HiSilicon
	5GS_Ph1-CT
	5.5.1.3.6
	 

	24.501
	92
	2
	Rel-15
	Corrections for authentication
	F
	15.0.0
	C1-184914
	Huawei, HiSilicon
	5GS_Ph1-CT
	5.4.1.3.6, 10.2
	 

	24.501
	105
	-
	Rel-15
	Corrections for interworking with EPS
	F
	15.0.0
	C1-184300
	Huawei, HiSilicon
	5GS_Ph1-CT
	4.8.2.3, 6.1.4.2
	 

	24.501
	113
	1
	Rel-15
	Correction on UE behavior for 5GSM congestion control
	F
	15.0.0
	C1-184745
	Huawei, HiSilicon, MediaTek Inc., LG Electronics
	5GS_Ph1-CT
	6.4.1.4.1, 6.4.2.4
	 

	24.501
	114
	-
	Rel-15
	Correction on UE security capability IE
	F
	15.0.0
	C1-184328
	Huawei, HiSilicon
	5GS_Ph1-CT
	9.10.3.50
	 

	24.501
	130
	-
	Rel-15
	Correction to general message format
	F
	15.0.0
	C1-184373
	Huawei, HiSilicon
	5GS_Ph1-CT
	9.1
	 

	24.501
	134
	1
	Rel-15
	Correction to the 5GMM capability IE
	F
	15.0.0
	C1-184889
	Huawei, HiSilicon
	5GS_Ph1-CT
	9.10.3.1
	 

	24.501
	135
	-
	Rel-15
	Correction to the 5GS identity type IE
	F
	15.0.0
	C1-184378
	Huawei, HiSilicon
	5GS_Ph1-CT
	9.10.3.3
	 

	24.501
	136
	1
	Rel-15
	Correction to the 5GS network feature support IE
	F
	15.0.0
	C1-184548
	Huawei, HiSilicon
	5GS_Ph1-CT
	9.10.3.5
	 

	24.501
	163
	1
	Rel-15
	Correction on retry of PDU session establishment procedure
	F
	15.0.0
	C1-184613
	MediaTek Inc., Huawei, HiSilicon
	5GS_Ph1-CT
	6.4.1.6
	 

	24.501
	164
	-
	Rel-15
	Correction to 5GSM/ESM coordination
	F
	15.0.0
	C1-184422
	MediaTek Inc., Ericsson
	5GS_Ph1-CT
	6.1.4.1
	 

	24.501
	168
	1
	Rel-15
	Correction on PTI mismatch
	F
	15.0.0
	C1-185335
	MediaTek Inc.
	5GS_Ph1-CT
	6.5.3, 7.3.1, B.1
	 

	24.501
	207
	2
	Rel-15
	Correction to SSC mode selection
	F
	15.0.0
	C1-184733
	SHARP
	5GS_Ph1-CT
	6.4.1.3
	 

	24.501
	233
	2
	Rel-15
	Corrections in EAP based primary authentication procedure (alternative 2)
	F
	15.0.0
	C1-185822
	Ericsson, Intel Corporation
	5GS_Ph1-CT
	5.4.1.2.1, 5.4.1.2.2.1, 5.4.1.2.2.2, 5.4.1.2.2.3, 5.4.1.2.2.5, 5.4.1.2.2.7, 5.4.1.2.3.1, 5.4.1.2.4.1, 5.4.1.2.4.2, 5.4.1.2.5.1, 5.4.1.2.5.2, 5.4.2.2, 8.2.1.4, 8.2.25.5
	TS 33.501 CR#0324

	24.501
	276
	-
	Rel-15
	Correction to the PDU Session ID value in Allowed PDU session status IE
	F
	15.0.0
	C1-185210
	Qualcomm Incorporated
	5GS_Ph1-CT
	9.10.3.11
	 

	24.501
	283
	-
	Rel-15
	Correction on PTI definition
	F
	15.0.0
	C1-185223
	Huawei, HiSilicon
	5GS_Ph1-CT
	3.1, 6.2.1, 9.6
	 

	24.501
	287
	1
	Rel-15
	Correction on PDU session modification procedure
	F
	15.0.0
	C1-185736
	Huawei, HiSilicon
	5GS_Ph1-CT
	6.3.2.4, 6.4.2.4
	 

	24.501
	291
	1
	Rel-15
	Correction to the UE security capability IE encoding
	F
	15.0.0
	C1-185685
	Huawei, HiSilicon
	5GS_Ph1-CT
	8.2.6.1, 8.2.25.1, 9.10.3.50
	 

	24.501
	363
	2
	Rel-15
	Correction to reset registration attempt counter
	F
	15.0.0
	C1-185778
	MediaTek Inc.
	5GS_Ph1-CT
	5.5.1.1
	 


