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***** Next change *****
8.2.6
Registration request
8.2.6.1
Message definition
The REGISTRATION REQUEST message is sent by the UE to the AMF. See table 8.2.6.1.1.

Message type:
REGISTRATION REQUEST
Significance:

dual

Direction:


UE to network

Table 8.2.6.1.1: REGISTRATION REQUEST message content

	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length

	
	Extended protocol discriminator
	Extended Protocol discriminator

9.2
	M
	V
	1

	
	Security header type
	Security header type

9.3
	M
	V
	1/2

	
	Spare half octet
	Spare half octet

9.5
	M
	V
	1/2

	
	Registration request message identity
	Message type

9.7
	M
	V
	1

	
	5GS registration type
	5GS registration type

9.10.3.7
	M
	LV
	2

	
	ngKSI
	NAS key set identifier

9.10.3.29
	M
	V
	1/2

	
	Spare half octet
	Spare half octet

9.5
	M
	V
	1/2

	
	5GS mobile identity
	5GS mobile identity

9.10.3.4
	M
	LV
	5-TBD

	C-
	Non-current native NAS key set identifier
	NAS key set identifier

9.10.3.29
	O
	TV
	1

	10
	5GMM capability
	5GMM capability

9.10.3.1
	O
	TLV
	3-15

	2E
	UE security capability
	UE security capability

9.10.3.49
	O
	TLV
	4-6

	2F
	Requested NSSAI
	NSSAI

9.10.3.34
	O
	TLV
	4-74

	52
	Last visited registered TAI
	5GS tracking area identity

9.10.3.8
	O
	TV
	7

	65
	S1 UE network capability
	S1 UE network capability

9.10.3.44
	O
	TLV
	4-15

	40
	Uplink data status
	Uplink data status
9.10.2.53
	O
	TLV
	4-34

	50
	PDU session status
	PDU session status

9.10.3.40
	O
	TLV
	4-34

	B-
	MICO indication
	MICO indication
9.10.3.28
	O
	TV
	1

	2B
	UE status
	UE status

9.10.3.52
	O
	TLV
	3

	2C
	Additional GUTI
	5GS mobile identity

9.10.3.4
	O
	TLV
	TBD

	25
	Allowed PDU session status
	Allowed PDU session status

9.10.3.11
	O
	TLV
	4-34

	60
	UE's usage setting
	UE's usage setting

9.10.3.51
	O
	TLV
	3

	TBD
	Requested DRX parameters
	DRX parameters 

9.10.3.20
	O
	TBD
	TBD

	7C
	EPS NAS message container
	EPS NAS message container
9.10.3.22
	O
	TLV-E
	TBD

	77
	Payload container
	Payload container

9.10.3.35
	O
	TLV-E
	4-65538


Editor's note:
 The content of the REGISTRATION REQUEST message when a limited set of IEs including those needed to establish security in the initial message when it has no NAS security context is FFS.
8.2.6.2
Non-current native NAS key set identifier

The UE shall include this IE if the UE has a valid non-current native 5G NAS security context when the UE performs a inter-system change from S1 mode to N1 mode in 5GMM-CONNECTED mode and the UE uses a mapped 5G NAS security context to protect the REGISTRATION REQUEST message.
8.2.6.3
5GMM capability
The UE shall include this IE, unless the UE performs a periodic registration updating procedure.
8.2.6.4
UE security capability
The UE shall include this IE, unless the UE performs a periodic registration updating procedure.
8.2.6.5
Requested NSSAI
This IE shall be included by the UE when performing the registration procedure if:

a)
the UE has a configured NSSAI for the current PLMN;

b)
the UE has an allowed NSSAI for the current PLMN; or

c)
the UE has neither allowed NSSAI for the current PLMN nor configured NSSAI for the current PLMN and has a configured NSSAI not associated with a PLMN.

8.2.6.6
Last visited registered TAI
This IE shall be included if the UE holds a valid last visited registered TAI.
8.2.6.7
S1 UE network capability
A UE supporting S1 mode shall include this IE, unless the UE performs a periodic registration updating procedure.
8.2.6.8
Uplink data status
This IE shall be included if the UE has uplink user data pending to be sent.
8.2.6.9
PDU session status
This IE shall be included if the UE wants to indicate the PDU sessions associated with the access type the message is sent over that are active within the UE.
8.2.6.10
MICO indication
The UE may include this IE to request the use of MICO mode.
8.2.6.11
UE status
This IE shall be included if the UE in single-registration mode performs the registration procedure due to inter-system change from S1 mode to N1 mode or if the UE in dual-registration mode and EMM state EMM-REGISTERED performs initial registration.

8.2.6.12
Additional GUTI
This IE shall be included if the UE performs the registration procedure due to inter-system change from S1 mode to N1 mode, the UE operates in single-registration mode and the UE has a 5G-GUTI.
8.2.6.13
Allowed PDU session status

This IE shall be included if the REGISTRATION REQUEST message is sent as a response to paging with the access type indicating non-3GPP access and the UE wants to indicate the user-plane resources of PDU session(s) associated with non-3GPP access allowed to be re-established over 3GPP access.
8.2.6.14
UE's usage setting

This IE shall be included if the UE is configured to support IMS voice.

8.2.6.15
Requested DRX parameters
If the UE wants to use or change the UE specific DRX parameters, the UE shall include the Requested DRX parameters IE in the REGISTRATION REQUEST message.
8.2.6.16
EPS NAS message container
The UE operating in the single-registration mode shall include this information element if the UE performs mobility from S1 mode to N1 mode. The content of this message container is the complete integrity protected TRACKING AREA UPATE REQUEST message, using EPS NAS security context.


8.2.6.17
Payload container

This IE shall be included if the UE has one or more stored UE policy sections for the registration procedure for mobility and periodic registration update due to inter-system change from S1 mode to N1 mode of a UE operating in the single-registration mode or for the registration procedure for initial registration.

