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	Reason for change:
	According to SA2#127bis agreement (S2-186118), it should be the GUAMI rather than the 5G-GUTI to be included in the AN parameters in the registration procedure:

5.
The UE shall send an IKE_AUTH request which includes an EAP-Response/5G-NAS packet that contains the Access Network parameters (AN parameters) and a Registration Request message. The AN parameters contain information that is used by the N3IWF for selecting an AMF in the 5G core network. This information includes e.g. the GUAMI, the Selected PLMN ID, the Requested NSSAI and the Establishment cause. The Establishment cause provides the reason for requesting a signalling connection with 5GC.

Subclause 7.3.3 needs to be updated.

Also misc corrections to AN-parameters field coding.
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7.3.3
EAP-5G procedure over non-3GPP access

A vendor-specific EAP method (EAP-5G) is used to encapsulate NAS messages between the UE and the N3IWF. The EAP-5G packets utilize the "Expanded" EAP type and the existing 3GPP Vendor-Id registered with IANA under the SMI Private Enterprise Code registry (i.e. 10415). The EAP-5G method is utilized only for encapsulating NAS messages (not for authentication).
The UE and the N3IWF exchange EAP-5G messages within IKE_AUTH request and IKE_AUTH response messages. The N3IWF on reception of an IKE_AUTH request with no AUTH payload shall start an EAP-5G session by sending an EAP-Request/5G-Start message.

The UE acknowledges start of the EAP-5G session by sending an EAP-Response/5G-NAS message which shall include:
a)
a NAS-PDU field that contains a NAS message, for example, a REGISTRATION REQUEST message; and

b)
an AN-parameters field that contains access network parameters, such as GUAMI, selected PLMN ID, S-NSSAI, establishment cause, etc. (see 3GPP TS 23.502 [3]).
The N3IWF, on reception of NAS messages from the AMF, shall include the NAS message within an EAP-Request/5G-NAS message. The EAP-Request/5G-NAS message shall include:

a)
a NAS-PDU field that contains a NAS message.

Further NAS messages between the UE and the AMF, via the N3IWF, shall be inserted in NAS-PDU field of an EAP-Response/5G-NAS (UE to N3IWF direction) and EAP-Request/5G-NAS (N3IWF to UE direction) message.
On reception of the N3IWF key from the AMF, the N3IWF completes the EAP-5G procedure by sending an EAP-Success message.

On reception of the EAP-Success message from the N3IWF, the UE proceeds to establish an IKE SA and signalling IPsec SA as described in subclause 7.3.2. 

An example of an EAP-5G session procedure is shown in figure 7.3.3-1.
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Figure 7.3.3-1: EAP-5G session for UE registration over non-3GPP access
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9.3.2.2.2.1
General
EAP-Response/5G-NAS message is coded as specified in figure 9.3.2.2.2.1-1 and table 9.3.2.2.2.1-1.

	Bits
	

	7
	6
	5
	4
	3
	2
	1
	0
	Octets

	Code
	1

	Identifier
	2

	Length
	3 - 4

	Type
	5

	Vendor-Id
	6 - 8

	Vendor-Type
	9 - 12

	Message-Id
	13

	Spare
	14

	AN-parameters length
	15-16

	AN-parameters
	17 - 17+x

	NAS-PDU length
	17+x - 18+x

	NAS-PDU
	19+x - n+x

	Extensions
	n+x+1 - z+x


Figure 9.3.2.2.2.1-1: EAP-Response/5G-NAS message
Table 9.3.2.2.2.1-1: EAP-Response/5G-NAS message

	Code field is set to 2 (decimal) as specified in IETF RFC 3748 [9] subclause 4.1 and indicates response.


	Identifier field is set as specified in IETF RFC 3748 [9] subclause 4.1.


	Length field is set as specified in IETF RFC 3748 [9] subclause 4.1 and indicates the length of the EAP-Response/5G-NAS message in octets.



	Type field is set to 254 (decimal) as specified in IETF RFC 3748 [9] subclause 5.7 and indicates the expanded type.


	Vendor-Id field is set to the 3GPP Vendor-Id of 10415 (decimal) registered with IANA under the SMI Private Enterprise Code registry.



	Vendor-Type field is set to EAP-5G method identifier of 3 (decimal) as specified in 3GPP TS 33.402 [10] annex C.



	Message-Id field is set to 5G-NAS-Id of 2 (decimal).



	Spare field consists of spare bits.



	AN-parameters length indicates the length of the AN-parameters field in octets.


	AN-parameters field is coded according to figure 9.3.2.2.2.1-2 and table 9.3.2.2.2.1-2.


	NAS-PDU length field indicates the length of NAS-PDU field in octets.



	NAS-PDU field contains a NAS message from the UE as specified in 3GPP TS 24.501 [4].


	Extensions field is an optional field and consists of spare bits.


	7
	6
	5
	4
	3
	2
	1
	0
	

	AN-parameter 1
	octet 17

octet a

	AN-parameter 2
	octet a+1

octet b

	...
	octet b+1

octet k

	AN-parameter n
	octet k+1

octet 17+x


Figure 9.3.2.2.2.1-2: AN-parameters field
Table 9.3.2.2.2.1-2: AN-parameters field

	Each AN-parameter field is coded according to figure 9.3.2.2.2.1-3 and table 9.3.2.2.2.1-3.

	


	7
	6
	5
	4
	3
	2
	1
	0
	

	AN-parameter type
	octet a+1

	AN-parameter length
	octet a+2

	AN-parameter value
	octet a+3

octet b


Figure 9.3.2.2.2.1-3: AN-parameter field
Table 9.3.2.2.2.1-3: AN-parameter field

	The AN-parameter length field indicates the length of the AN-parameter value field.

	

	The AN-parameter type field indicates the type of the AN-parameter value field. Sending entity shall not set the AN-parameter type field to a spare value. Receiving entity shall ignore any AN-parameter field with the AN-parameter type field set to a spare value.

The following AN-parameter type field values are specified:

-
01H (5GS mobile identity);

-
02H (selected PLMN ID);

-
03H (requested NSSAI); and

-
04H (establishment cause).

All other values of the AN-parameter type field are spare.

When the AN-parameter type field indicates the 5GS mobile identity, the AN-parameter value field is set to FFS.

When the AN-parameter type field indicates the selected PLMN ID, the AN-parameter field is coded according to subclause 9.3.2.2.2.2.

When the AN-parameter type field indicates the requested NSSAI, the AN-parameter value field is set to FFS.

When the AN-parameter type field indicates the establishment cause, the AN-parameter field is set to FFS.

	


Editor's Note: FFS whether to indicate 5GS mobile identity by reusing the 5GS mobile identity IE specified in 3GPP TS 24.501, or whether to reuse any RAN2 specified coding.

Editor's Note: FFS whether to indicate requested NSSAI by reusing the NSSAI IE specified in 3GPP TS 24.501, or whether to reuse any RAN2 specified coding.

Editor's Note: FFS whether to indicate establishment cause by reusing any RAN2 specified coding or whether to define own coding.
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