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***** First change *****
13.3.2.1.4
Sending video push notification

When the Private call initiator receives the PRIVATE CALL ACCEPT message, the initiator may send a NOTIFY VIDEO PUSH message as per below:

1) 
shall store NOTIFY VIDEO PUSH as the current message type;
2)
shall generate and store the call identifier as a random number uniformly distributed between (0, 65536);

3)
shall store own MCVideo user ID as notifier ID;

4)
shall store MCVideo user ID of notification recipient user as notification recipient ID;

5)
shall store the MCVideo user ID of Video Push recipient user as callee ID, if the video push is intended for an MCVideo user;

6)
shall store the MCVideo group ID of Video Push recipient user as group call recipient ID, if the video push is intended for a MCVideo group;

7)
shall store the result as "SUCCESS" or "FAILURE", based on whether the remote push call setup between caller and callee was successful;

8)
shall store the failure reason as specified in subclause 17.2.8, if the result is set as "FAILURE";

9)
shall generate a NOTIFY VIDEO PUSH message as specified in subclause 17.1.23. In the NOTIFY VIDEO PUSH message, the MCVideo client:

a)
shall set the Remote video push notification message identity IE with stored current message type;
b)
shall set the call identifier IE with the stored call identifier;

c)
shall set the MCVideo remote push request notifier IE with stored notifier ID;

d)
shall set the MCVideo remote push request notification recipient IE with stored video push requester ID;

e)
shall set the MCVideo remote push call recipient user IE with stored callee ID, if the video push is intended for an MCVideo user;
f)
shall set the MCVideo remote push call recipient group IE with stored group call recipient ID, if the video push is intended for a MCVideo group;
g)
shall set the Result IE with stored result; and
h)
if a failure reason was stored in step 8) above, shall set the Reason IE with the stored failure reason; and
10)
shall send the NOTIFY VIDEO PUSH message towards other MCVideo client according to rules and procedures as specified in subclause 13.3.1.1.1.
***** Next change *****
13.3.2.2.6
Sending video push notification
When the MCVideo client which initiated the private video push receives the PRIVATE CALL ACCEPT message from the recipient of the private call, the MCVideo client:

1)
shall store NOTIFY VIDEO PUSH as the current message type;

2)
shall generate and store the call identifier as a random number uniformly distributed between (0, 65536);

3)
shall store own MCVideo user ID as notifier ID;

4)
shall store MCVideo user ID of notification recipient user as notification recipient ID;

5)
shall store the MCVideo user ID of Video Push recipient user as callee ID, if the video push is intended for an MCVideo user;

6)
shall store the MCVideo group ID of Video Push recipient user as group call recipient ID, if the video push is intended for a MCVideo group;

7)
shall store the result as SUCCESS or FAILURE, based on whether the remote push call setup between caller and callee was successful or not;

8)
shall store the failure reason as specified in subclause 17.2.8, if the result is set as FAILURE;

9)
shall generate a NOTIFY VIDEO PUSH message as specified in subclause 17.1.23. In the NOTIFY VIDEO PUSH message, the MCVideo client:

a)
shall set the Remote video push notification message identity IE with stored current message type;
b)
shall set the call identifier IE with the stored call identifier;

c)
shall set the MCVideo remote push request notifier IE with stored notifier ID;

d)
shall set the MCVideo remote push request notification recipient IE with stored video push requester ID;

e)
shall set the MCVideo remote push call recipient user IE with stored callee ID, if the video push is intended for an MCVideo user;
f)
shall set the MCVideo remote push call recipient group IE with stored group call recipient ID, if the video push is intended for a MCVideo group;
g)
shall set the Result IE with stored result; and
h)
if a failure reason was stored in step 8) above, shall set the Reason IE with the stored failure reason; and
10)
shall send the NOTIFY VIDEO PUSH message towards MCVideo client who initiated the PRIVATE REMOTE VIDEO PUSH REQUEST, according to rules and procedures as specified in subclause 13.3.1.1.1.
***** End changes *****
