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* * * First Change * * * *

5.2.2.4
Release SM Context service operation

5.2.2.4.1
General

The Release SM Context service operation shall be used to release the SM Context of a given PDU session, in the SMF, or in the V-SMF for HR roaming scenarios, in the following procedures: 

-
UE initiated Deregistration (see subclause 4.2.2.3.2 of 3GPP TS 23.502 [3]); 

-
Network initiated Deregistration (see subclause 4.2.2.3.2 of 3GPP TS 23.502 [3]), e.g. AMF initiated deregistration;

-
Network requested PDU session release (see subclause 4.3.4.2 of 3GPP TS 23.502 [3]), e.g. AMF initiated release when there is a mismatch of the PDU session status between the UE and the AMF or when a required user plane security enforcement cannot be fulfilled by the NG-RAN;

-
5GS to EPS Idle mode mobility or handover for a Home Routed PDU session, to release the SM context in the V-SMF only.

The NF Service Consumer (e.g. AMF) shall release the SM Context of a given PDU session by using the HTTP "release" custom operation as shown in Figure 5.2.2.4.1-1.  
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Figure 5.2.2.4.1-1: SM context release

1.
The NF Service Consumer shall send a POST request to the resource representing the individual SM context to be deleted. The payload body of the POST request shall contain any data that needs to be passed to the SMF and/or N2 SM information (if Secondary RAT usage data needs to be reported).

For a 5GS to EPS Idle mode mobility or handover, for a Home Routed PDU session, the POST request shall contain a vsmfReleaseOnly indication.
2a.
On success, the SMF shall return a "204 No Content" response with an empty payload body in the POST response. 

If the POST request contains a vsmfReleaseOnly indication (i.e. for a 5GS to EPS Idle mode mobility or handover, for a Home Routed PDU session), the V-SMF shall release its SM context and corresponding PDU session resource locally, i.e. without signalling towards the H-SMF.

2b.
On failure, one of the HTTP status code listed in Table 6.1.3.3.4.3.2-2 shall be returned. For a 4xx/5xx response, the message body shall include a ProblemDetails structure with the "cause" attribute set to one of the application error listed in Table 6.1.3.3.4.3.2-2. 

* * * Next Change * * * *

6.1.2.4
HTTP multipart messages
HTTP multipart messages shall be supported, to transfer opaque N1 and/or N2 SMpayloads, in the following service operations (and HTTP messages):

-
Create SM Context Request and Response (POST);

-
Update SM Context Request and Response (POST);
-
Release SM Context Request (POST);
-
Create Request and Response (POST);

-
Update Request and Response (POST(modify)).

HTTP multipart messages shall include one JSON body part and one or two binary body parts comprising:

-
an N1 SM payload, an N2 SM payload or both, over N11 (see subclause 6.1.6.4);

-
one or two N1 SM payloads, over N16 (see subclause 6.1.6.4).

The JSON body part shall be the "root" body part of the multipart message. It shall be encoded as the first body part of the multipart message. The "Start" parameter does not need to be included.

The multipart message shall include a "type" parameter (see IETF RFC 2387 [10]) specifying the media type of the root body part, i.e. "application/json".

NOTE:
The "root" body part (or "root" object) is the first body part the application processes when receiving a multipart/related message, see IETF RFC 2387 [10]. The default root is the first body within the multipart/related message. The "Start" parameter indicates the root body part, e.g. when this is not the first body part in the message. 

For each binary body part in a HTTP multipart message, the binary body part shall include a Content-ID header (see IETF RFC 2045 [12]), and the JSON body part shall include an attribute, defined with the RefToBinaryData type, that contains the value of the Content-ID header field of the referenced binary body part.

Examples of multipart/related messages can be found in Annex B. 

* * * Next Change * * * *

6.1.6.1
General

This subclause specifies the application data model supported by the API.

Table 6.1.6.1-1 specifies the data types defined for the Nsmf service based interface protocol.

Table 6.1.6.1-1: Nsmf specific Data Types
	Data type
	Section defined
	Description

	SmContextCreateData
	6.1.6.2.2
	Information within Create SM Context Request

	SmContextCreatedData
	6.1.6.2.3
	Information within Create SM Context Response

	SmContextUpdateData
	6.1.6.2.4
	Information within Update SM Context Request

	SmContextUpdatedData
	6.1.6.2.5
	Information within Update SM Context Response

	SmContextReleaseData
	6.1.6.2.6
	Information within Release SM Context Request

	
	
	

	SMContextRetrieveData
	6.1.6.2.7
	Information within Retrieve SM Context Request

	SmContextStatusNotification
	6.1.6.2.8
	Information within Notify SM Context Status Request

	PduSessionCreateData
	6.1.6.2.9
	Information within Create Request

	PduSessionCreatedData
	6.1.6.2.10
	Information within Create Response

	HsmfUpdateData
	6.1.6.2.11
	Information within Update Request towards H-SMF

	HsmfUpdatedData
	6.1.6.2.12
	Information within Update Response from H-SMF

	ReleaseData
	6.1.6.2.13
	Information within Release Request

	HsmfUpdateError
	6.1.6.2.14
	Error within Update Response from H-SMF 

	VsmfUpdateData
	6.1.6.2.15
	Information within Update Request towards V-SMF

	VsmfUpdatedData
	6.1.6.2.16
	Information within Update Response from V-SMF

	StatusNotification
	6.1.6.2.17
	Information within Notify Status Request 

	QosFlowItem
	6.1.6.2.18
	Individual QoS flow 

	QosFlowSetupItem
	6.1.6.2.19
	Individual QoS flow to setup

	QosFlowAddModifyRequestItem
	6.1.6.2.20
	Individual QoS flow requested to be created or modified

	QosFlowReleaseRequestItem
	6.1.6.2.21
	Individual QoS flow requested to be released

	QosFlowProfile
	6.1.6.2.22
	QoS flow profile

	GbrQosFlowInformation
	6.1.6.2.23
	GBR QoS flow information

	QosFlowNotifyItem
	6.1.6.2.24
	Notification related to a QoS flow

	SMContextRetrievedData
	6.1.6.2.27
	Information within Retrieve SM Context Response

	TunnelInfo
	6.1.6.2.28
	Tunnel Information

	StatusInfo
	6.1.6.2.29
	Status of SM context or of PDU session

	VsmfUpdateError
	6.1.6.2.30
	Error within Update Response from V-SMF 

	EpsPdnCnxInfo
	6.1.6.2.31
	EPS PDN Connection Information from H-SMF to V-SMF

	EpsBearerInfo
	6.1.6.2.32
	EPS Bearer Information from H-SMF to V-SMF

	PduSessionNotifyItem
	6.1.6.2.33
	Notification related to a PDU session

	EbiArpMapping
	6.1.6.2.34
	EBI to ARP mapping

	SmContextCreateError
	6.1.6.2.35
	Error within Create SM Context Response

	SmContextUpdateError
	6.1.6.2.36
	Error within Update SM Context Response

	PduSessionCreateError
	6.1.6.2.37
	Error within Create Response

	MmeCapabilities
	6.1.6.2.38
	MME capabilities

	GtpTeid
	6.1.6.3.2
	GTP Tunnel Endpoint Identifier

	ProcedureTransactionId
	6.1.6.3.2
	Procedure Transaction Identifier

	EpsPdnCnxContainer
	6.1.6.3.2
	UE EPS PDN Connection container from SMF to AMF

	EpsBearerId
	6.1.6.3.2
	EPS Bearer Id

	EpsBearerContainer
	6.1.6.3.2
	EPS Bearer container from SMF to AMF

	UpCnxState
	6.1.6.3.3
	User Plane Connection State

	HoState
	6.1.6.3.4
	Handover State

	RequestType
	6.1.6.3.5
	Request Type in Create (SM context) service operation.

	RequestIndication
	6.1.6.3.6
	Request Indication in Update (SM context) service operation.

	NotificationCause
	6.1.6.3.7
	Cause for generating a notification

	Cause
	6.1.6.3.8
	Cause information

	ResourceStatus
	6.1.6.3.9
	Status of SM context or PDU session resource

	DnnSelectionMode
	6.1.6.3.10
	DNN Selection Mode

	EpsInterworkingIndication
	6.1.6.3.11
	EPS Interworking Indication

	N2SmInfoType
	6.1.6.3.12
	N2 SM Information Type


Table 6.1.6.1-2 specifies data types re-used by the Nsmf service based interface protocol from other specifications, including a reference to their respective specifications and when needed, a short description of their use within the Nsmf service based interface. 
Table 6.1.6.1-2: Nsmf re-used Data Types
	Data type
	Reference
	Comments

	Uint32
	3GPP TS 29.571 [13]
	Unsigned 32-bit integers

	Ipv4Addr
	3GPP TS 29.571 [13]
	IPv4 Address

	Ipv6Prefix
	3GPP TS 29.571 [13]
	IPv6 Prefix

	Uri
	3GPP TS 29.571 [13]
	Uniform Resource Identifier

	Supi
	3GPP TS 29.571 [13]
	Subscription Permanent Identifier

	Pei
	3GPP TS 29.571 [13]
	Permanent Equipment Identifier

	Gpsi
	3GPP TS 29.571 [13]
	General Public Subscription Identifier

	AccessType
	3GPP TS 29.571 [13]
	Access Type (3GPP or non-3GPP access)

	SupportedFeatures
	3GPP TS 29.571 [13]
	Supported features

	Qfi
	3GPP TS 29.571 [13]
	QoS Flow Identifier

	pduSessionId
	3GPP TS 29.571 [13]
	PDU Session Identifier

	pduSessionType
	3GPP TS 29.571 [13]
	PDU Session Type

	Ambr
	3GPP TS 29.571 [13]
	PDU Session Aggregate Maximum Bit Rate

	5Qi
	3GPP TS 29.571 [13]
	5G QoS Identifier

	Arp
	3GPP TS 29.571 [13]
	Allocation and Retention Priority

	ReflectiveQoSAttribute
	3GPP TS 29.571 [13]
	Reflective QoS Attribute

	Dynamic5Qi
	3GPP TS 29.571 [13]
	QoS characteristics for a 5QI that is neither standardized nor pre-configured. 

	NonDynamic5Qi
	3GPP TS 29.571 [13]
	QoS characteristics that replace the default QoS characteristics for a standardized or pre-configured 5QI. 

	PacketLossRate
	3GPP TS 29.571 [13]
	Packet Loss Rate

	NotificationControl
	3GPP TS 29.571 [13]
	Notification Control

	Dnn
	3GPP TS 29.571 [13]
	Data Network Name

	Snssai
	3GPP TS 29.571 [13]
	Single Network Slice Selection Assistance Information

	NfInstanceId
	3GPP TS 29.571 [13]
	NF Instance Identifier

	UserLocation
	3GPP TS 29.571 [13]
	User Location

	TimeZone
	3GPP TS 29.571 [13]
	Time Zone

	ProblemDetails
	3GPP TS 29.571 [13]
	Error description

	UpSecurity
	3GPP TS 29.571 [13]
	User Plane Security Policy Enforcement information

	RefToBinaryData
	3GPP TS 29.571 [13]
	Cross-Reference to binary data encoded within a binary body part in an HTTP multipart message.

	Guami
	3GPP TS 29.571 [13]
	Globally Unique AMF ID

	BackupAmfInfo
	3GPP TS 29.571 [13]
	Backup AMF Information

	PresenceState
	3GPP TS 29.571 [13]
	Indicates the UE presence in or out of a LADN service area

	TraceData
	3GPP TS 29.571 [13]
	Trace control and configuration parameters

	PlmnId
	3GPP TS 29.571 [13]
	PLMN Identity

	RatType
	3GPP TS 29.571 [13]
	RAT Type

	NgApCause
	3GPP TS 29.571 [13]
	NGAP Cause

	5GMmCause
	3GPP TS 29.571 [13]
	5G MM Cause

	SecondaryRatUsageReport
	3GPP TS 29.571 [13]
	Secondary RAT Usage Report


* * * Next Change * * * *

6.1.6.2.11
Type: HsmfUpdateData

Table 6.1.6.2.11-1: Definition of type HsmfUpdateData

	Attribute name
	Data type
	P
	Cardinality
	Description

	requestIndication
	RequestIndication
	M
	1
	This IE shall indicate the request type.

	pei
	Pei
	C
	0..1
	This IE shall be present if it is available and has not been provided earlier to the H-SMF.

When present, this IE shall contain the permanent equipment identifier.

	vcnTunnelInfo
	TunnelInfo
	C
	1
	This IE shall be present if the N9 tunnel information on the visited CN side provided earlier to the H-SMF has changed. 

When present, this IE shall contain the new N9 tunnel information on the visited CN side.

	servingNetwork
	PlmnId
	C
	0..1
	This IE shall contain the serving core network operator PLMN ID, if it has changed.

	anType
	AccessType
	C
	0..1
	This IE shall be present during if the Access Network Type provided earlier to the H-SMF has changed. 

When present, this IE shall indicate the new Access Network Type to which the PDU session is to be associated.

	ratType
	RatType
	C
	0..1
	This IE shall be present and indicate the RAT Type used by the UE, if available, upon a change of RAT Type.

	ueLocation
	UserLocation
	C
	0..1
	This IE shall be present if it is available, the UE Location has changed and needs to be reported to the H-SMF.

When present, this IE shall contain: 

-
the new UE location information; and 

-
the timestamp, if available, indicating the UTC time when the UeLocation information was acquired.
See NOTE.

	ueTimeZone
	TimeZone
	C
	0..1
	This IE shall be present if it is available, the UE Time Zone has changed and needs to be reported to the H-SMF.

When present, this IE shall contain the new UE Time Zone.

	addUeLocation
	UserLocation
	O
	0..1
	Additional UE location. 

This IE may be present, if anType indicates a non-3GPP access and a valid 3GPP access user location information is available. 

When present, it shall contain: 

-
the last known 3GPP access user location; and 

-
the timestamp, if available, indicating the UTC time when the addUeLocation information was acquired.
See NOTE.

	pauseCharging
	boolean
	C
	0..1
	This IE shall be present if the H-SMF enabled the use of Pause Pause of Charging for the PDU session during the PDU session establishment and 

Pause of Charging needs to be started or stopped (see subclause 4.4.4 of 3GPP TS 23.502 [3]). 

When present, it shall be set as follows:

- true: to Start Pause of Charging; 

- false: to Stop Pause of Charging. 

	pti
	ProcedureTransactionId
	C
	0..1
	This IE shall be present if the requestIndication indicates a UE requested PDU session modification or release. When present, it shall contain the PTI value received from the UE.

	n1SmInfoFromUe
	RefToBinaryData
	C
	0..1
	This IE shall be present if the V-SMF has received known N1 SM information from the UE that does not need to be interpreted by the V-SMF. When present, this IE shall reference the n1SmInfoFromUe binary data (see subclause 6.1.6.4.4). 

	unknownN1SmInfo
	RefToBinaryData
	C
	0..1
	This IE shall be present if the V-SMF has received unknown N1 SM information from the UE. When present, this IE shall reference the unknownN1SmInfo binary data (see subclause 6.1.6.4.4). 

	qosFlowsRelNotifyList
	array(QosFlowItem)
	C
	0..N
	This IE shall be present if QoS flows have been released.

	qosFlowsNotifyList
	array(QosFlowNotifyItem)
	C
	0..N
	This IE shall be present if the QoS targets for GBR QoS flow(s) are not fulfilled anymore or when they are fulfilled again.

	NotifyList
	array(PduSessionNotifyItem)
	C
	0..N
	Description of notifications related to the PDU session. This IE shall be present if the NG-RAN has established user plane resources for the PDU session that do not fulfil the User Plane Security Enforcement with a value Preferred, or when the user plane security enforcement is fulfilled again. 

	epsBearerId
	array(EpsBearerId)
	C
	0..N
	This IE shall be present during an EPS to 5GS handover execution using the N26 interface. 

When present, it shall contain the list of EPS bearer Id(s)successfully handed over to 5GS.

	hoPreparationIndication
	boolean
	C
	0..1
	This IE shall be present during an EPS to 5GS handover preparation and handover execution using the N26 interface. 

When present, it shall be set as follows:

- true: an EPS to 5GS handover preparation is in progress; the PGW-C/SMF shall not switch the DL user plane of the PDU session yet. 

- false: there is no on-going EPS to 5GS handover preparation in progress. If a handover preparation was in progress, the handover has been completed. The PGW-C/SMF shall switch the DL user plane of the PDU session using the N9 tunnel information that has been received in the vcnTunnelInfo.

It shall be set to "true" during an EPS to 5GS handover preparation using the N26 interface. 

It shall be set to "false" during an EPS to 5GS handover execution using the N26 interface. 



	revokeEbiList
	array(EpsBearerId)
	C
	0..N
	This IE shall be present to request the H-SMF to revoke some EBIs (see subclause 4.11.1.4.1 of 3GPP TS 23.502 [3]). When present, it shall contain the EBIs to revoke.

	cause
	Cause
	C
	0..1
	This IE shall be present and set as specified in subclause 5.2.2.8.2.6 during P-CSCF restoration procedure for home-routed PDU session.

When present, this IE shall indicate the NF Service Consumer cause of the requested modification.

	ngApCause
	NgApCause
	C
	0..1
	This IE shall be present, if the information is available and if this information is permitted to be sent to the H-SMF operator according to the V-SMF operator's policy. When present, this IE shall indicate the NGAP cause for the requested modification.

	5GMmCauseValue
	5GMmCause
	C
	0..1
	The V-SMF shall include this IE if it received it from the AMF and if this information is permitted to be sent to the H-SMF operator according to the V-SMF operator's policy.

	epsInterworkingInd
	EpsInterworkingIndication
	O
	0..1
	This IE may be present if the indication has been received from AMF and is allowed to be forwarded to H-SMF by operator configuration.

When present, this IE shall indicate whether the PDU session may possibly be moved to EPS and whether N26 interface to be used during EPS interworking procedures.

	secondaryRatUsageReport
	array(SecondaryRatUsageReport)
	O
	1..N
	This IE may be present to report usage data for a secondary RAT.

	NOTE:
In shared networks, the PLMN ID that is communicated in this IE shall be that of the selected Core Network Operator. 


* * * Next Change * * * *

6.1.6.2.13
Type: ReleaseData

Table 6.1.6.2.13-1: Definition of type ReleaseData

	Attribute name
	Data type
	P
	Cardinality
	Description

	cause
	Cause
	C
	0..1
	This IE shall be present, if the information is available. When present, this IE shall indicate the NF Service Consumer cause for the requested PDU session release. 

	ngApCause
	NgApCause
	C
	0..1
	This IE shall be present, if the information is available and if this information is permitted to be sent to the H-SMF operator according to the V-SMF operator's policy. When present, this IE shall indicate the NGAP cause for the requested PDU session release. 

	5GMmCauseValue
	5GMmCause
	C
	0..1
	The V-SMF shall include this IE if it received it from the AMF and if this information is permitted to be sent to the H-SMF operator according to the V-SMF operator's policy.

	ueLocation
	UserLocation
	C
	0..1
	This IE shall be present, if available. 

When present, it shall contain the UE location information.

	ueTimeZone
	TimeZone
	C
	0..1
	This IE shall be present, if available. 

When present, it shall contain the UE location information.

	addUeLocation
	UserLocation
	O
	0..1
	Additional UE location. 

This IE may be present, if anType previously reported is a non-3GPP access and a valid 3GPP access user location information is available. 

When present, it shall contain: 

-
the last known 3GPP access user location; and 

-
the timestamp, if available, indicating the UTC time when the addUeLocation information was acquired.

	secondaryRatUsageReport
	array(SecondaryRatUsageReport)
	O
	1..N
	This IE may be present to report usage data for a secondary RAT.


* * * Next Change * * * *

6.1.6.2.16
Type: VsmfUpdatedData

Table 6.1.6.2.16-1: Definition of type VsmfUpdatedData

	Attribute name
	Data type
	P
	Cardinality
	Description

	qosFlowsAddModList
	array(QosFlowItem)
	C
	0..N
	This IE shall be present if QoS flows have been successfully established or modified.

	qosFlowsRelList
	array(QosFlowItem)
	C
	0..N
	This IE shall be present if QoS flows have been successfully released.

	qosFlowsFailedtoAddModList
	array(QosFlowItem)
	C
	0..N
	This IE shall be present if QoS flows failed to be established or modified.

	qosFlowsFailedtoRelList
	array(QosFlowItem)
	C
	0..N
	This IE shall be present if QoS flows failed to be released.

	n1SmInfoFromUe
	RefToBinaryData
	C
	0..1
	This IE shall be present if the V-SMF has received known N1 SM information from the UE that does not need to be interpreted by the V-SMF. When present, this IE shall reference the n1SmInfoFromUe binary data (see subclause 6.1.6.4.4). 

	unknownN1SmInfo
	RefToBinaryData
	C
	0..1
	This IE shall be present if the V-SMF has received unknown N1 SM information from the UE. When present, this IE shall reference the unknownN1SmInfo binary data (see subclause 6.1.6.4.4). 

	ueLocation
	UserLocation
	C
	0..1
	This IE shall be present if it is available and QoS flows have been successfully established, modified or released.

When present, this IE shall contain the UE location information.

	ueTimeZone
	TimeZone
	C
	0..1
	This IE shall be present if it is available and QoS flows have been successfully established, modified or released.

When present, this IE shall contain the new UE Time Zone.

	addUeLocation
	UserLocation
	O
	0..1
	Additional UE location. 

This IE may be present, if anType previously reported is a non-3GPP access and a valid 3GPP access user location information is available. 

When present, it shall contain: 

-
the last known 3GPP access user location; and

-
the timestamp, if available, indicating the UTC time when the addUeLocation information was acquired.

	assignedEbiList
	array(EbiArpMapping)
	C
	0..N
	This IE shall be present if the AMF assigned the requested EBI(s). When present, it shall contain the EBIs that were successfully assigned.

	failedToAssignEbiList
	array(Arp)
	C
	0..N
	This IE shall be present if the AMF failed to assign EBIs for a set of ARPs. 

	releasedEbiList
	array(EpsBearerId)
	C
	0..N
	This IE shall be present if the NF Service Consumer requested the revoke EBI(s) or if the AMF revoked already assigned EBI(s) for this PDU session towards the V-SMF. This IE shall contain the list of EBI(s) released for this PDU session at the AMF.

	secondaryRatUsageReport
	array(SecondaryRatUsageReport)
	O
	1..N
	This IE may be present to report usage data for a secondary RAT.


* * * Next Change * * * *

6.1.6.4.3
N2 SM Information

N2 SM Information shall encode NG Application Protocol (NGAP) IEs, as specified in subclause 9.4 of 3GPP TS 38.413 [9] (ASN.1 encoded), using the vnd.3gpp.ngap content-type.
N2 SM Information may encode any NGAP SMF related IE specified in 3GPP TS 38.413 [9], as summarized in Table 6.1.6.4.3-1. 

Table 6.1.6.4.3-1: N2 SM Information content

	N2 SM IE
	Reference

(3GPP TS 38.413 [9])
	Related NGAP message

	PDU Session Resource Setup Request Transfer 
	9.3.4.1
	PDU Session Resource Setup Request, Initial Context Setup Request

	PDU Session Resource Setup Response Transfer
	9.3.4.2
	PDU Session Resource Setup Response, Initial Context Setup Response

	Additional PDU Session Resource Setup Response Transfer
	9.3.4.2
	PDU Session Resource Setup Response

	PDU Session Resource Release Command Transfer
	9.3.4.3
	PDU Session Resource Release Command

	PDU Session Resource Release Response Transfer
	9.3.4.4
	PDU Session Resource Release Response

	PDU Session Resource Modify Request Transfer
	9.3.4.5
	PDU Session Resource Modify Request

	PDU Session Resource Modify Response Transfer
	9.3.4.6
	PDU Session Resource Modify Response

	PDU Session Resource Notify Transfer
	9.3.4.7
	PDU Session Resource Notify

	PDU Session Resource Modify Indication Transfer
	9.3.4.8
	PDU Session Resource Modify Indication

	PDU Session Resource Modify Confirm Transfer
	9.3.4.9
	PDU Session Resource Modify Confirm

	Path Switch Request Transfer
	9.3.4.10
	Path Switch Request

	Path Switch Request Acknowledge Transfer
	9.3.4.11
	Path Switch Request Acknowledge

	Handover Required Transfer
	9.3.4.1
	Handover Required

	Handover Command Transfer
	9.3.4.12
	Handover Command

	Handover Request Transfer
	9.3.4.1
	Handover Request

	Handover Request Acknowledge Transfer
	9.3.4.1
	Handover Request Acknowledge

	Secondary RAT Usage Report Transfer
	9.3.4.x
	Secondary RAT Usage Report Transfer


Editor's Note: the name of the NGAP SMF IE to transfer the secondary RAT usage report is to be aligned with the final name agreed in TS 38.413.
* * * Next Change * * * *

A.2
Nsmf_PDUSession API

openapi: 3.0.0

info:

  version: '1.PreR15.1.0'

[…]

  /sm-contexts/{smContextRef}/release:

    post:

      summary:  Release SM Context 

      tags:

        - Individual SM context

      operationId: ReleaseSmContext

      parameters:

        - name: smContextRef

          in: path

          description:  SM context reference 

          required: true 

          schema:

            type: string 

      requestBody:

        description: representation of the data to be sent to the SMF when releasing the SM context

        required: false

        content:

          application/json: # message without binary body part
            schema:

              $ref: '#/components/schemas/SmContextReleaseData'
          multipart/related:  # message with binary body part(s)

              schema:

                type: object

                properties: # Request parts

                  jsonData:

                    $ref: '#/components/schemas/SmContextReleaseData'
                  binaryDataN2SmInformation:

                    type: string

                    format: binary

              encoding:

                jsonData:

                  contentType:  application/json

                binaryDataN2SmInformation:

                  contentType:  application/vnd.3gpp.ngap

                  headers:

                    Content-Id:

                      schema:

                        type: string      

      responses:      

        '204':

          description: successful release of an SM context without content in the response

        '400':
          $ref: 'TS29571_CommonData.yaml#/components/responses/400'
        '403':
          $ref: 'TS29571_CommonData.yaml#/components/responses/403'
        '404':
          $ref: 'TS29571_CommonData.yaml#/components/responses/404'
        '411': 

          $ref: 'TS29571_CommonData.yaml#/components/responses/411'
        '413': 

          $ref: 'TS29571_CommonData.yaml#/components/responses/413'
        '415': 

          $ref: 'TS29571_CommonData.yaml#/components/responses/415'
        '500':
          $ref: 'TS29571_CommonData.yaml#/components/responses/500'
        '501': 

          $ref: 'TS29571_CommonData.yaml#/components/responses/501'
        '503':
          $ref: 'TS29571_CommonData.yaml#/components/responses/503'
        default:
          $ref: 'TS29571_CommonData.yaml#/components/responses/default'
[…]

    HsmfUpdateData:

      type: object

      properties:

        requestIndication:

          $ref: '#/components/schemas/RequestIndication'

        pei:

          $ref: 'TS29571_CommonData.yaml#/components/schemas/Pei'

        vcnTunnelInfo:

          $ref: '#/components/schemas/TunnelInfo'
        servingNetwork:

          $ref: 'TS29571_CommonData.yaml#/components/schemas/PlmnId'

        anType:

          $ref: 'TS29571_CommonData.yaml#/components/schemas/AccessType'
        ratType:

          $ref: 'TS29571_CommonData.yaml#/components/schemas/RatType'

        ueLocation:

          $ref: 'TS29571_CommonData.yaml#/components/schemas/UserLocation'

        ueTimeZone:

          $ref: 'TS29571_CommonData.yaml#/components/schemas/TimeZone'

        addUeLocation:

          $ref: 'TS29571_CommonData.yaml#/components/schemas/UserLocation'

        pauseCharging:

          type: boolean

        pti:

          $ref: '#/components/schemas/ProcedureTransactionId'

        n1SmInfoFromUe:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/RefToBinaryData'

        unknownN1SmInfo:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/RefToBinaryData'

        qosFlowsRelNotifyList:

          type: array

          items:

            $ref: '#/components/schemas/QosFlowItem'

          minItems: 0

        qosFlowsNotifyList:

          type: array

          items:

            $ref: '#/components/schemas/QosFlowNotifyItem'

          minItems: 0

        NotifyList:

          type: array

          items:

            $ref: '#/components/schemas/PduSessionNotifyItem'

          minItems: 0

        epsBearerId:

          type: array

          items:

            $ref: '#/components/schemas/EpsBearerId'

          minItems: 0

        hoPreparationIndication:

          type: boolean
        revokeEbiList:

          type: array

          items:

            $ref: '#/components/schemas/EpsBearerId'

          minItems: 0        
        cause:

          $ref: '#/components/schemas/Cause'
        ngApCause:

          $ref: 'TS29571_CommonData.yaml#/components/schemas/NgApCause'

        5GMmCauseValue:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/5GMmCause'
        epsInterworkingInd:

          $ref: '#/components/schemas/EpsInterworkingIndication'
        secondaryRatUsageReport:

          type: array

          items:

            $ref: 'TS29571_CommonData.yaml#/components/schemas/SecondaryRatUsageReport'

          minItems: 1        
      required:

        - requestIndication

[…]

    ReleaseData:

      type: object

      properties:

        cause:

          $ref: '#/components/schemas/Cause'
        ngApCause:

          $ref: 'TS29571_CommonData.yaml#/components/schemas/NgApCause'

        5GMmCauseValue:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/5GMmCause'
        ueLocation:

          $ref: 'TS29571_CommonData.yaml#/components/schemas/UserLocation'

        ueTimeZone:

          $ref: 'TS29571_CommonData.yaml#/components/schemas/TimeZone'

        addUeLocation:

          $ref: 'TS29571_CommonData.yaml#/components/schemas/UserLocation'
        secondaryRatUsageReport:

          type: array

          items:

            $ref: 'TS29571_CommonData.yaml#/components/schemas/SecondaryRatUsageReport'
          minItems: 1        
[…]

    VsmfUpdatedData:

      type: object

      properties:

        qosFlowsAddModList:

          type: array

          items:

            $ref: '#/components/schemas/QosFlowItem'

          minItems: 0

        qosFlowsRelList:

          type: array

          items:

            $ref: '#/components/schemas/QosFlowItem'

          minItems: 0

        qosFlowsFailedtoAddModList:

          type: array

          items:

            $ref: '#/components/schemas/QosFlowItem'

          minItems: 0

        qosFlowsFailedtoRelList:

          type: array

          items:

            $ref: '#/components/schemas/QosFlowItem'

          minItems: 0

        n1SmInfoFromUe:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/RefToBinaryData'

        unknownN1SmInfo:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/RefToBinaryData'

        ueLocation:

          $ref: 'TS29571_CommonData.yaml#/components/schemas/UserLocation'

        ueTimeZone:

          $ref: 'TS29571_CommonData.yaml#/components/schemas/TimeZone'

        addUeLocation:

          $ref: 'TS29571_CommonData.yaml#/components/schemas/UserLocation'

        assignedEbiList:

          type: array

          items:

            $ref: '#/components/schemas/EbiArpMapping'

          minItems: 0

        failedToAssignEbiList:

          type: array

          items:

            $ref: '#/components/schemas/EpsBearerId'

          minItems: 0

        releasedEbiList:

          type: array

          items:

            $ref: '#/components/schemas/EpsBearerId'

          minItems: 0
        secondaryRatUsageReport:

          type: array

          items:

            $ref: 'TS29571_CommonData.yaml#/components/schemas/SecondaryRatUsageReport'
          minItems: 1        
[…]

* * * End Of Changes * * * *
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