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* * * First Change * * * *

6.1.6.2.2	Type: Nssai 
Table 6.1.6.2.2-1: Definition of type Nssai
	Attribute name
	Data type
	P
	Cardinality
	Description

	supportedFeatures
	SupportedFeatures
	O
	0..1
	See subclause 6.1.8

	defaultSingleNssais
	array(Snssai)
	MO
	1..N0..8
	A list of Single Nssai used as default

	singleNssais
	array(Snssai)
	O
	10..N
	A list of Single Nssai



[bookmark: _Toc525372857]* * * Next Change * * * *
[bookmark: _Toc525372865]6.1.6.2.11	Type: PduSessionTypes 
Table 6.1.6.2.11-1: PduSessionTypes
	Attribute name
	Data type
	P
	Cardinality
	Description

	defaultSessionType
	PduSessionType
	M
	1
	Default session type

	allowedSessionTypes
	array(PduSessionType)
	O
	10..N
	Additional session types allowed for the data network



[bookmark: _Toc525372866]* * * Next Change * * * *
6.1.6.2.12	Type: SscModes 
Table 6.1.6.2.12-1: SscModes
	Attribute name
	Data type
	P
	Cardinality
	Description

	defaultSscMode
	SscMode
	M
	1
	Default SSC mode

	allowedSscModes
	array(SscMode)
	O
	10..2
	Additional SSC modes allowed for the data network



[bookmark: _Toc525372867]* * * Next Change * * * *
[bookmark: _Toc525372869]6.1.6.2.15	Type: SubscriptionDataSets 
Table 6.1.6.2.15-1: SusbcriptionDataSets
	Attribute name
	Data type
	P
	Cardinality
	Description

	amData
	AccessAndMobilitySubscriptionData
	O
	0..1
	Access and Mobility Subscription Data

	smfSelData
	SmfSelectionSubscriptionData
	O
	0..1
	SMF Selection Subscription Data

	uecSmfData
	UeContextInSmfData
	O
	0..1
	UE Context In SMF Data

	uecSmsfData
	UeContextInSmsfData
	O
	0..1
	UE Context In SMSF Data

	smsSubsData
	SmsSubscriptionData
	O
	0..1
	SMS Subscription Data

	smData
	array(SessionmanagementsubscriptionData)
	O
	10..N
	Session Management Subscription Data

	traceData
	TraceData
	O
	0..1
	Trace Data. The Null value indicates that trace is not active.

	smsMngData
	SmsManagementSubscriptionData
	O
	0..1
	SMS Management Subscription Data



[bookmark: _Toc525372870]* * * Next Change * * * *
6.1.6.2.16	Type: UeContextInSmfData
Table 6.1.6.2.16-1: Definition of type UeContextInSmfData
	Attribute name
	Data type
	P
	Cardinality
	Description

	pduSessions
	map(PduSession)
	O
	0..N
	A map (list of key-value pairs where pduSessionId converted from integer to string serves as key) of PduSessions.

	pgwInfo
	array(PgwInfo)
	O
	10..N
	Information about the DNNs/APNs and PGW-C+SMF FQDNs used in interworking with EPS



[bookmark: _Toc525372871]* * * Next Change * * * *
[bookmark: _Toc525372953]6.2.6.2.2	Type: Amf3GppAccessRegistration
Table 6.2.6.2.2-1: Definition of type Amf3GppAccessRegistration
	Attribute name
	Data type
	P
	Cardinality
	Description

	amfInstanceId
	NfInstanceId
	M
	1
	The identity the AMF uses to register in the NRF.

	supportedFeatures
	SupportedFeatures
	O
	0..1
	See subclause 6.2.8

	purgeFlag
	PurgeFlag
	O
	0..1
	This flag indicates whether or not the AMF has deregistered. It shall not be included in the Registration service operation.

	pei
	Pei
	O
	0..1
	Permanent Equipment Identifier.

	imsVoPS
	ImsVoPS
	O
	0..1
	Indicates per UE if "IMS Voice over PS Sessions" is homogeneously supported in all TAs in the serving AMF, or homogeneously not supported, or if support is non-homogeneous/unknown. Absence of this attribute shall be interpreted as "non homogenous or unknown" support.

	deregCallbackUri
	Uri
	M
	1
	A URI provided by the AMF to receive (implicitly subscribed) notifications on deregistration.

	pcscfRestorationCallbackUri
	Uri
	O
	0..1
	A URI provided by the AMF to receive (implicitly subscribed) notifications on the need for P-CSCF Restoration.

	guami
	Guami
	C
	0..1
	This IE shall contain the serving AMF's GUAMI.
It shall be included if the NF service consumer is an AMF.

	backupAmfInfo
	array(BackupAmfInfo)
	C
	10..N
	This IE shall be included if the NF service consumer is an AMF and the AMF supports the AMF management without UDSF for the first interaction with UDM.
The UDM uses this attribute to do an NRF query in order to invoke later services in a backup AMF, e.g. Namf_EventExposure.

	Optional attributes of this type that are also attributes of the derived type Amf3GppAccessRegistrationModification (see clause 6.2.6.2.7) shall not be marked with "nullable : true" in the OpenAPI file.



[bookmark: _Toc525372954]* * * Next Change * * * *
6.2.6.2.3	Type: AmfNon3GppAccessRegistration 
Table 6.2.6.2.3-1: Definition of type AmfNon3GppAccessRegistration
	Attribute name
	Data type
	P
	Cardinality
	Description

	amfInstanceId
	NfInstanceId
	M
	1
	The identity the AMF uses to register in the NRF.

	supportedFeatures
	SupportedFeatures
	O
	0..1
	See subclause 6.2.8

	purgeFlag
	PurgeFlag
	O
	0..1
	This flag indicates whether or not the AMF has deregistered. It shall not be included in the Registration service operation.

	pei
	Pei
	O
	0..1
	Permanent Equipment Identifier

	deregCallbackUri
	Uri
	M
	1
	a URI provided by the AMF to receive (implicitly subscribed) notifications on deregistration

	pcscfRestorationCallbackUri
	Uri
	O
	0..1
	A URI provided by the AMF to receive (implicitly subscribed) notifications on the need for P-CSCF Restoration.

	guami
	Guami
	C
	0..1
	This IE shall contain the serving AMF's GUAMI.
It shall be included if the NF service consumer is an AMF.

	backupAmfInfo
	array(BackupAmfInfo)
	C
	10..N
	This IE shall be included if the NF service consumer is an AMF and the AMF supports the AMF management without UDSF for the first interaction with UDM.
The UDM uses this attribute to do an NRF query in order to invoke later services in a backup AMF, e.g. Namf_EventExposure.

	Optional attributes of this type that are also attributes of the derived type AmfNon3GppAccessRegistrationModification (see clause 6.2.6.2.8) shall not be marked with "nullable : true" in the OpenAPI file.



[bookmark: _Toc525372955]* * * Next Change * * * *
[bookmark: _Toc525373057]6.4.6.2.9	Type: CreatedEeSubscription
Table 6.4.6.2.9-1: Definition of type CreatedEeSubscription
	Attribute name
	Data type
	P
	Cardinality
	Description

	eeSubscription
	EeSubscription
	M
	1
	This IE shall contain the representation of the created event subscription.

	numberOfUes
	Uinteger
	C
	0..1
	This IE shall be included if the event subscription is for a group of UEs. When present, this IE shall represent the number of UEs in the group.

	eventtReports
	array(MonitoringReport)
	O
	10..N
	This IE when present, shall contain the status of events that are requested for immediate reporting as well, if those events are available at the time of subscription.



[bookmark: _Toc525373058]* * * Next Change * * * *
[bookmark: _Toc525373106]A.2	Nudm_SDM API

********text not shown for clarity****************


    SubscriptionDataSets:
      type: object
      properties:
        amData:
          $ref: '#/components/schemas/AccessAndMobilitySubscriptionData'
        smfSelData:
          $ref: '#/components/schemas/SmfSelectionSubscriptionData'
        uecSmfData:
          $ref: '#/components/schemas/UeContextInSmfData'
        uecSmsfData:
          $ref: '#/components/schemas/UeContextInSmsfData'
        smsSubsData:
          $ref: '#/components/schemas/SmsSubscriptionData'
        smData:
          type: array
          items:
            $ref: '#/components/schemas/SessionManagementSubscriptionData'
          minItems: 1
        traceData:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/TraceData'
        smsMngData:
          $ref: '#/components/schemas/SmsManagementSubscriptionData'

********text not shown for clarity****************


    Nssai:
      type: object
      required: 
        - defaultSingleNssais
      properties:
        supportedFeatures:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'
        defaultSingleNssais:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/Snssai'
          minaxItems: 18
        singleNssais:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/Snssai'
          minItems: 1

    UeContextInSmfData:
      type: object
      properties:
        pduSessions:
          type: object
          additionalProperties:
            $ref: '#/components/schemas/PduSession'
        pgwInfo:
          type: array
          items:
            $ref: '#/components/schemas/PgwInfo'
          minItems: 1
        

********text not shown for clarity****************


    PduSessionTypes:
      type: object
      required:
        - defaultSessionType
      properties:
        defaultSessionType:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/PduSessionType'
        allowedSessionTypes:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/PduSessionType'
          minItems: 1

    SscModes:
      type: object
      required:
        - defaultSscMode
      properties:
        defaultSscMode:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/SscMode'
        allowedSscModes:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/SscMode'
          minItems: 10
          maxItems: 2

********text not shown for clarity****************

* * * Next Change * * * *

[bookmark: _Toc525373107][bookmark: historyclause]A.3	Nudm_UECM API

********text not shown for clarity****************


    Amf3GppAccessRegistration:
      type: object
      required:
        - amfInstanceId
        - deregCallbackUri
        - plmnId
      properties:
        amfInstanceId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/NfInstanceId'
        supportedFeatures:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'
        purgeFlag:
          $ref: '#/components/schemas/PurgeFlag'
        pei:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Pei'
        imsVoPS:
          $ref: '#/components/schemas/ImsVoPS'
        deregCallbackUri:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Uri'
        pcscfRestorationCallbackUri:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Uri'
        guami:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Guami'
        plmnId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/PlmnId'
        backupAmfInfo:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/BackupAmfInfo'
          minItems: 1

********text not shown for clarity****************


    AmfNon3GppAccessRegistration:
      type: object
      required:
        - amfInstanceId
        - deregCallbackUri
        - plmnId
      properties:
        amfInstanceId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/NfInstanceId'
        supportedFeatures:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'
        purgeFlag:
          $ref: '#/components/schemas/PurgeFlag'
        pei:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Pei'
        deregCallbackUri:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Uri'
        pcscfRestorationCallbackUri:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Uri'
        guami:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Guami'
        plmnId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/PlmnId'
        backupAmfInfo:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/BackupAmfInfo'
          minItems: 1

********text not shown for clarity****************


* * * Next Change * * * *

[bookmark: _Toc525373109]A.5	Nudm_EE API
[bookmark: _Hlk512418119]
********text not shown for clarity****************


    CreatedEeSubscription:
      type: object
      required:
        - eeSubscription
      properties:
        eeSubscription:
            $ref: '#/components/schemas/EeSubscription'
        numberOfUes:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Uinteger'
        eventReports:
            type: array
            items:
              $ref: '#/components/schemas/MonitoringReport'
            minItems: 10

********text not shown for clarity****************

* * * End Of Change * * * *
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