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* * * First Change * * * *
6.2.6.1	General
This subclause specifies the application data model supported by the API.
Table 6.2.6.1-1 specifies the structured data types defined for the Nudm_UECM service API. For simple data types defined for the Nudm_UECM service API see table 6.2.6.3.2-1.
Table 6.2.6.1-1: Nudm_UECM specific Data Types
	Data type
	Section defined
	Description

	Amf3GppAccessRegistration
	6.2.6.2.2
	The complete set of information relevant to the AMF where the UE has registered via 3GPP access.

	PurgeFlag
	6.2.6.3.2
	This flag indicates whether or not the NF has deregistered.

	AmfNon3GppAccessRegistration
	6.2.6.2.3
	The complete set of information relevant to the AMF where the UE has registered via non 3GPP access.

	DeregistrationData
	6.2.6.2.5
	Data sent with the Deregistration Notification

	SmfRegistration
	6.2.6.2.4
	The complete set of information relevant to an SMF serving the UE

	SmsfRegistration
	6.2.6.2.6
	The complete set of information relevant to the SMSF serving the UE.

	Amf3GppAccessRegistrationModification
	6.2.6.2.7
	Contains attributes of Amf3GppAccessRegistration that can be modified using PATCH

	AmfNon3GppAccessRegistrationModification
	6.2.6.2.8
	Contains attributes of AmfNon3GppAccessRegistration that can be modified using PATCH

	PcscfRestorationNotification
	6.2.6.2.9
	Information sent to the AMF or SMF when P-CSCF restoration is triggered.

	DualRegistrationFlag
	6.2.6.3.2
	Dual Registration Flag



Table 6.2.6.1-2 specifies data types re-used by the Nudm_uecm service API from other specifications, including a reference to their respective specifications and when needed, a short description of their use within the Nudm_uecm service API. 
Table 6.2.6.1-2: Nudm_UECM re-used Data Types
	Data type
	Reference
	Comments

	Dnn
	3GPP TS 29.571 [7]
	Data Network Name

	NfInstanceId
	3GPP TS 29.571 [7]
	Network Function Instance Identifier

	PduSessionId
	3GPP TS 29.571 [7]
	PDU Session ID

	Pei
	3GPP TS 29.571 [7]
	Permanent Equipment Identifier

	ProblemDetails
	3GPP TS 29.571 [7]
	Common data type used in response bodies

	Uri
	3GPP TS 29.571 [7]
	Uniform Resource Identifier

	SupportedFeatures
	3GPP TS 29.571 [7]
	see 3GPP TS 29.500 [4] subclause 6.6

	Supi
	3GPP TS 29.571 [7]
	see 3GPP TS 23.501 [2] subclause 5.9.2

	Guami
	3GPP TS 29.571 [7]
	Globally Unique AMF Identifier

	PlmnId
	3GPP TS 29.571 [7]
	PLMN Identity

	DiameterIdentity
	3GPP TS 29.571 [7]
	

	AccessType
	3GPP TS 29.571 [7]
	Access Type

	BackupAmfInfo
	3GPP TS 29.571 [7]
	Backup AMFs



[bookmark: _Toc525372951]* * * Next Change * * * *
[bookmark: _Toc525372953]6.2.6.2.2	Type: Amf3GppAccessRegistration
Table 6.2.6.2.2-1: Definition of type Amf3GppAccessRegistration
	Attribute name
	Data type
	P
	Cardinality
	Description

	amfInstanceId
	NfInstanceId
	M
	1
	The identity the AMF uses to register in the NRF.

	supportedFeatures
	SupportedFeatures
	O
	0..1
	See subclause 6.2.8

	purgeFlag
	PurgeFlag
	O
	0..1
	This flag indicates whether or not the AMF has deregistered. It shall not be included in the Registration service operation.

	pei
	Pei
	O
	0..1
	Permanent Equipment Identifier.

	imsVoPS
	ImsVoPS
	O
	0..1
	Indicates per UE if "IMS Voice over PS Sessions" is homogeneously supported in all TAs in the serving AMF, or homogeneously not supported, or if support is non-homogeneous/unknown. Absence of this attribute shall be interpreted as "non homogenous or unknown" support.

	deregCallbackUri
	Uri
	M
	1
	A URI provided by the AMF to receive (implicitly subscribed) notifications on deregistration.

	pcscfRestorationCallbackUri
	Uri
	O
	0..1
	A URI provided by the AMF to receive (implicitly subscribed) notifications on the need for P-CSCF Restoration.

	guami
	Guami
	C
	0..1
	This IE shall contain the serving AMF's GUAMI.
It shall be included if the NF service consumer is an AMF.

	backupAmfInfo
	array(BackupAmfInfo)
	C
	0..N
	This IE shall be included if the NF service consumer is an AMF and the AMF supports the AMF management without UDSF for the first interaction with UDM.
The UDM uses this attribute to do an NRF query in order to invoke later services in a backup AMF, e.g. Namf_EventExposure.

	drFlag
	DulaRegistrationFlag
	O
	0..1
	Dual Registration flag. When present and true, this flag indicates that the UDM+HSS is requested not to send S6a-CLR to the registered MME (if any). Otherwise, the registered MME (if any) shall be cancelled.

	Optional attributes of this type that are also attributes of the derived type Amf3GppAccessRegistrationModification (see clause 6.2.6.2.7) shall not be marked with "nullable : true" in the OpenAPI file.



[bookmark: _Toc525372954]* * * Next Change * * * *
[bookmark: _Toc525372964]6.2.6.3.2	Simple data types 
The simple data types defined in table 6.2.6.3.2-1 shall be supported.
Table 6.2.6.3.2-1: Simple data types
	Type Name
	Type Definition
	Description

	PurgeFlag
	boolean
	This flag indicates whether or not the NF has deregistered.

	E164Number
	string
	see ITU-T Recommendation E.164 [23]
pattern: [0-9]{1,15}

	DualRegistrationFlag
	boolean
	Dual Registration Flag



[bookmark: _Toc525372965]* * * Next Change * * * *
[bookmark: _Toc525373107][bookmark: historyclause]A.3	Nudm_UECM API

****************text not shown for clarity****************


    Amf3GppAccessRegistration:
      type: object
      required:
        - amfInstanceId
        - deregCallbackUri
        - plmnId
      properties:
        amfInstanceId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/NfInstanceId'
        supportedFeatures:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'
        purgeFlag:
          $ref: '#/components/schemas/PurgeFlag'
        pei:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Pei'
        imsVoPS:
          $ref: '#/components/schemas/ImsVoPS'
        deregCallbackUri:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Uri'
        pcscfRestorationCallbackUri:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Uri'
        guami:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Guami'
        plmnId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/PlmnId'
        backupAmfInfo:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/BackupAmfInfo'
        drFlag:
          $ref: '#/components/schemas/DualRegistrationFlag'


****************text not shown for clarity****************


# SIMPLE TYPES:

    PurgeFlag:
      type: boolean

    E164Number:
      type: string
      pattern: '^[0-9]{1,15}$'

[bookmark: _GoBack]    DualRegistrationFlag:
      type: boolean


****************text not shown for clarity****************

* * * End Of Change * * * *
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