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* * * First Change * * * *

A.2
Nnrf_NFManagement API

(… text skipped for clarity …)

components:

  securitySchemes:

    oAuth2ClientCredentials:

      type: oauth2

      flows: 

        clientCredentials: 

          tokenUrl: '/oauth2/token'

          scopes: {}

  schemas:

    NFProfile:

      type: object

      required:

        - nfInstanceId

        - nfType

        - nfStatus 
      anyOf:

        - required: [ fqdn ]

        - required: [ ipv4Addresses ]

        - required: [ ipv6Addresses ]
      properties:

        nfInstanceId:

          $ref: 'TS29571_CommonData.yaml#/components/schemas/NfInstanceId'

        nfType:

          $ref: '#/components/schemas/NFType'

        nfStatus:

          $ref: '#/components/schemas/NFStatus'

        plmn:

          $ref: 'TS29571_CommonData.yaml#/components/schemas/PlmnId'

        sNssais:

          type: array

          items:

            $ref: 'TS29571_CommonData.yaml#/components/schemas/Snssai'

        nsiList:

          type: array

          items:

            type: string

        fqdn:

          $ref: '#/components/schemas/Fqdn'

        interPlmnFqdn:

          $ref: '#/components/schemas/Fqdn'

        ipv4Addresses:

          type: array

          items:

            $ref: 'TS29571_CommonData.yaml#/components/schemas/Ipv4Addr'

        ipv6Addresses:

          type: array

          items:

            $ref: 'TS29571_CommonData.yaml#/components/schemas/Ipv6Addr'

        priority:

          type: integer

          minimum: 0

          maximum: 65535
(… text skipped for clarity …)
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