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Proposed changes:

*** 1st Change ***

5.6.2.5
Type AppSessionContextUpdateData

Table 5.6.2.5-1: Definition of type AppSessionContextUpdateData

	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	afAppId
	AfAppId
	O
	0..1
	AF application identifier.
	

	afRoutReq
	AfRoutingRequirement
	O
	0..1
	Indicates the AF traffic routing requirements.
	Influence on Traffic Routing

	aspId
	AspId
	O
	0..1
	Application service provider identity.
	Sponsored Connectivity

	bdtRefId
	BdtReferenceId
	O
	0..1
	Reference to a transfer policy negotiated for background data traffic.
	

	evSubsc
	EventsSubscReqData
	O
	0..1
	Identifies the events the application subscribes to at modification of an Individual Application Session Context resource.
	

	medComponents
	map(MediaComponent)
	O
	1..N
	Media Component information.
	

	mpsId
	string
	O
	0..1
	Indicates that the created Individual Application Session Context resource relates to an MPS service. It contains the national variant for MPS service name.
	

	sponId
	SponId
	O
	0..1
	Sponsor identity.
	Sponsored Connectivity

	sponStatus
	SponsoringStatus
	O
	0..1
	Indication of whether sponsored connectivity is enabled or disabled/not enabled.

	Sponsored Connectivity


*** End of Changes ***

