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	Other comments:
	


*** 1st Change ***

5.6.2.2
Type PolicyAssociation

Table 5.6.2.2-1: Definition of type PolicyAssociation

	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	request
	PolicyAssociationRequest
	O
	0..1
	The information provided by the NF service consumer when requesting the creation of a policy association
	

	uePolicy
	FFF
	O
	0..1
	The UE policy as determined by the PCF.
	

	triggers
	array(RequestTrigger)
	O
	1..N
	Request Triggers that the PCF subscribes. Only values "LOC_CH" and "PRA_CH" are permitted.
	

	servAreaRes
	FFS
	O
	0..1
	Service Area Restriction as part of the AMF Access and Mobility Policy as determined by the PCF
	

	rfsp
	RfspIndex
	O
	0..1
	RFSP Index as part of the AMF Access and Mobility Policy as determined by the PCF.
	

	pras
	map(PresenceInfo)
	C
	1..N
	If the Trigger "PRA_CH" is provided, the presence reporting area(s) for which reporting is requested shall be provided. The "praId" attribute within the PresenceInfo data type shall also be the key of the map. The "presenceState"attribute within the PresenceInfo data type shall not be supplied.
	

	suppFeat
	SupportedFeatures
	M
	1
	Indicates the negotiated supported features.
	


*** 2nd Change ***

5.6.2.4
Type PolicyAssociationUpdateRequest

Table 5.6.2.4-1: Definition of type PolicyAssociationUpdateRequest

	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	notificationUri
	Uri
	O
	0..1
	Identifies the recipient of Notifications sent by the PCF.
	

	triggers
	array(RequestTrigger)
	C
	1..N
	Request Triggers that the NF service consumer observes.
	

	servAreaRes
	ServiceAreaRestriction
	C
	0..1
	Service Area Restriction as part of the AMF Access and Mobility Policy. Shall be provided for trigger "SERV_AREA_CH".
	

	rfsp
	RfspIndex
	C
	0..1
	RFSP Index as part of the AMF Access and Mobility Policy. Shall be provided for trigger "RFSP_CH".
	

	praStatuses
	map(PresenceInfo)
	C
	1..N
	If the Trigger "PRA_CH" is reported, the UE presence status for tracking area for which changes of the UE presence occurred shall be provided. The "praId" attribute within the PresenceInfo data type shall also be the key of the map. The "presenceState" attribute within the PresenceInfo data type shall be supplied.
	

	userLoc
	UserLocation
	C
	0..1
	The location of the served UE shall be provided for trigger "LOC_CH".
	

	uePolDelResult
	UePolicyDeliveryResult
	C
	0..1
	UE Policy Delivery Result. Shall be provided together with trigger "UE_POLICY" when a "MANAGE UE POLICY COMPLETE" message or a "MANAGE UE POLICY COMMAND REJECT" message, as defined in Annex D.5 of 3GPP TS 24.501 [15], has been received by the AMF and is being forwarded .
	

	traceReq
	TraceData
	C
	0..1
	Trace control and configuration parameters information defined in 3GPP TS 32.422 [18] shall be included if trace is required to be activated, modified or deactivated. For trace modification, it shall contain a complete replacement of trace data. For trace deactivation, it shall contain the Null value.
	


*** 3rd Change ***

5.6.2.5
Type PolicyUpdate

Table 5.6.2.5-1: Definition of type PolicyUpdate

	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	resourceUri
	Uri
	C
	0..1
	The resource URI of the individual AM policy related to the notification. Shall be included when policy is supplied as part of the Npcf_AMPolicyControl_UpdateNotify Service Operation.
	

	uePolicy
	UePolicy
	O
	0..1
	The UE policy as determined by the PCF.
	

	triggers
	array(RequestTrigger)
	O
	1..N
	Request Triggers that the PCF subscribes. Only values "LOC_CH" and "PRA_CH" are permitted.
	

	servAreaRes
	ServiceAreaRestriction
	O
	0..1
	Service Area Restriction as part of the AMF Access and Mobility Policy as determined by the PCF.
	

	rfsp
	RfspIndex
	O
	0..1
	RFSP Index as part of the AMF Access and Mobility Policy as determined by the PCF.
	

	pras
	map(PresenceInfo)
	C
	1..N
	If the Trigger "PRA_CH" is provided or if that trigger was already set but the requested presence reporting areas need to be changed, the presence reporting area(s) for which reporting is requested shall be provided. The "praId" attribute within the PresenceInfo data type shall also be the key of the map. The "presenceState" attribute within the PresenceInfo data type shall not be supplied.
	


*** End of Changes ***

