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*** First Change ***

5.9.2.1.2
Type: NetworkStatusReportingSubscription

This type represents the subscription of reporting the network status. The same structure is used in the subscription request and subscription response.

Table 5.9.2.1.2-1: Definition of type NetworkStatusReportingSubscription

	Attribute name
	Data type
	Cardinality
	Description
	Applicability (NOTE 1)

	self
	Link
	0..1
	Link to the resource "Individual Network Status 

Reporting subscription". 
This parameter shall be supplied by the SCEF in HTTP responses..
	

	supportedFeatures
	SupportedFeatures
	0..1
	Used to negotiate the supported optional features of the API as described in subclause 5.2.7.
This attribute shall be provided in the POST request and in the response of successful resource creation.
	

	notificationDestination
	Link
	1
	A URI indicating the notification destination where T8 notification requests shall be delivered
	

	requestTestNotification
	boolean
	0..1
	Set to true by the SCS/AS to request the SCEF to send a test notification as defined in subclause 5.2.5.3. Set to false or omitted otherwise.
	Notification_test_event

	websockNotifConfig
	WebsockNotifConfig
	0..1
	Configuration parameters to set up notification delivery over Websocket protocol as defined in subclause 5.2.5.4.
	Notification_websocket

	locationArea
	LocationArea
	1
	Identifies a location area. It can be either a list of cell IDs, or a list of Tracking Areas, or civic addresses, or a geographic area, or a combination of any of the above.
	

	timeDuration
	DateTme
	0..1
	Identifies the time for which a continuous reporting is requested. Shall not be provided for one time reporting case.
	

	thresholdValues
	array(CongestionValue)
	0..N
	Identifies a list of congestion level(s) with exact value that the SCS/AS requests to be informed of when reached.
(NOTE 2)
	

	thresholdTypes
	array(CongestionType)
	0..N
	Identifies a list of congestion level(s) with abstracted value that the SCS/AS requests to be informed of when reached.
(NOTE 2)
	

	NOTE 1:
Properties marked with a feature as defined in subclause 5.9.4 are applicable as described in subclause 5.2.7. If no feature are indicated, the related property applies for all the features.

NOTE 2:
thresholdValue and thresholdType shall be mutually exclusive.
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