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*** 1st Change ***

4.4.12.1
General
The procedures are used by an SCS/AS to request that the network consider setting the suggested network parameter values which can influence certain aspects of UE/network behaviour. The procedures are applicable for an individual UE or a group of Ues. 

In order to create a new network parameter configuration to configure suggested network parameters, the SCS/AS shall send an HTTP POST request message to the SCEF to the resource "NP Configurations". The body of the HTTP request message shall include External Identifier or MSISDN or External Group Identifier, SCS/AS Identifier, and may include Maximum Latency, Maximum Response Time and Suggested Number of Downlink Packets and Group Reporting Guard Time, wherein, the External Identifier or MSISDN indicates the configuration for an individual UE and the External Group Identifier indicates for a group of Ues. If the External Group Identifier is included, the SCS/AS shall provide the Notification Destination Address in the request.
NOTE:
The Notification Delivery as described in subclause 5.2.5 is not supported for individual UE configuration case.
In order to update an existing Network Parameter Configuration, the SCS/AS may send an HTTP PUT message to the resource "Individual NP Configuration" requesting the SCEF to replace all properties in the existing resource.

The SCS/AS may also use an HTTP PATCH message to request to change some properties in the existing resource.

Upon receipt of the HTTP POST, PUT or PATCH message, if the SCS/AS is authorized to perform the request, the SCEF shall check whether the Maximum Latency, Maximum Response Time and/or Suggested Number of Downlink Packets in the HTTP request body are within the range defined by operator policies, if one or more of these parameters are not within the range, the SCEF shall:

-
either reject the request message by sending an HTTP response to the SCS/AS with a status code set to "403 Forbidden" and may indicate the "PARAMETER_OUT_OF_RANGE" error in the "cause" attribute of the "ProblemDetails" structure and and indicate which parameters are out of the range in the "invalidParams" attribute of the "ProblemDetails" structure; or

-
modify the parameters which are not within the range by selecting different values which are in the range.

After validation, the SCEF shall perform the Network Parameter Configuration as described in subclause 4.4.12.2 for an individual UE or in subclause 4.4.12.3 for a group of Ues.

In order to delete an existing Network Parameter Configuration at the SCEF, the SCS/AS shall send an HTTP DELETE message to the corresponding resource "Individual NP Configuration" at the SCEF. The SCEF shall determine the SCEF Reference ID for deletion and interact with the HSS via S6t as defined in 3GPP TS 29.336 [11]. Upon receipt of the response from the HSS, the SCEF shall delete active resource "Individual NP Configuration" addressed by the URI and send an HTTP response to the SCS/AS with a "204 No Content" status code.
*** Next Change ***

5.13.3.2.3.1
GET
The GET method allows to read all active configurations indicated by the resource URI as defined in subclause 5.13.3.2.2. The SCS/AS shall initiate the HTTP GET request message and the SCEF shall respond to the message. 

This method shall support the URI query parameters, request and response data structures, and response codes, as specified in the table 5.13.3.2.3.1-1 and table 5.13.3.2.3.1-2.

Table 5.13.3.2.3.1-1: URI query parameters supported by the GET method on this resource 
	Name
	Data type
	Cardinality
	Remarks

	none specified
	
	
	


Table 5.13.3.2.3.1-2: Data structures supported by the GET request/response by the resource

	Request body
	Data type
	Cardinality
	Remarks

	
	none
	
	

	Response body
	Data type
	Cardinality
	Response

codes
	Remarks

	
	array(NpConfiguration)
	0..N
	200 OK
	The NP configuration information related to the request URI is returned.

	NOTE:
The mandatory HTTP error status codes for the GET method listed in table 5.2.6-1 also apply.


*** Next Change ***

5.13.3.2.3.4
POST

The POST method creates a new configuration resource for a given SCS/AS. The SCS/AS shall initiate the HTTP POST request message and the SCEF shall respond to the message. The SCEF shall construct the URI of the created resource.

This method shall support the URI query parameters, request and response data structures, and response codes, as specified in the table 5.13.3.2.3.4-1 and table 5.13.3.2.3.4-2.

Table 5.13.3.2.3.4-1: URI query parameters supported by the POST method on this resource 
	Name
	Data type
	Cardinality
	Remarks

	none specified
	
	
	


Table 5.13.3.2.3.4-2: Data structures supported by the POST request/response by the resource

	Request body
	Data type
	Cardinality
	Remarks

	
	NpConfiguration
	1
	Parameters to create a new configuration to configure network parameters with the SCEF.

	Response body
	Data type
	Cardinality
	Response

codes
	Remarks

	
	NpConfiguration
	1
	201 Created
	The configuration was created successfully. 

The URI of the created resource shall be returned in the "Location" HTTP header.

	
	ProblemDetails
	1
	403 Forbidden
	The subscription resource is not allowed to be created since one or more of the received parameters are out of the range defined by operator policies.

(NOTE 2)

	NOTE 1:
The mandatory HTTP error status codes for the POST method listed in table 5.2.6-1 also apply.
NOTE 2:
The "cause" attribute within the "ProblemDetails" data structure may be set to "PARAMETER_OUT_OF_RANGE" as defined in subclause 5.13.x.3. In such case, the "invalidParams" attribute may be included within the "ProblemDetails" data structure to indicate which parameters are out of range.


*** Next Change ***

5.13.3.3.3.1
GET





The GET method allows to read an active configuration indicated by the resource URI as defined in subclause 5.13.3.3.2. The SCS/AS shall initiate the HTTP GET request message and the SCEF shall respond to the message. 

This method shall support the URI query parameters, request and response data structures, and response codes, as specified in the table 5.13.3.3.3.1-1 and table 5.13.3.3.3.1-2.

Table 5.13.3.3.3.1-1: URI query parameters supported by the GET method on this resource 
	Name
	Data type
	Cardinality
	Remarks

	
	
	
	


Table 5.13.3.3.3.1-2: Data structures supported by the GET request/response by the resource

	Request body
	Data type
	Cardinality
	Remarks

	
	none
	
	

	Response body
	Data type
	Cardinality
	Response

codes
	Remarks

	
	NpConfiguration
	1
	200 OK
	The configuration information related to the request URI is returned. 

	NOTE:
The mandatory HTTP error status codes for the GET method listed in table 5.2.6-1 also apply.


*** Next Change ***

5.13.3.3.3.2
PUT

The PUT method modifies an existing configuration indicated by the resource URI as defined in subclause 5.13.3.3.2. The SCS/AS shall initiate the HTTP PUT request message and the SCEF shall respond to the message. 

This method shall support the URI query parameters, request and response data structures, and response codes, as specified in the table 5.13.3.3.3.2-1 and table 5.13.3.3.3.2-2.

Table 5.13.3.3.3.2-1: URI query parameters supported by the PUT method on this resource 
	Name
	Data type
	Cardinality
	Remarks

	none specified
	
	
	


Table 5.13.3.3.3.2-2: Data structures supported by the PUT request/response by the resource

	Request body
	Data type
	Cardinality
	Remarks

	
	NpConfiguration
	1
	Update of network parameter(s) for an existing Configuration.

	Response body
	Data type
	Cardinality
	Response

codes
	Remarks

	
	NpConfiguration
	1
	200 OK
	The resource was updated successfully. 

The SCEF shall return an updated Configuration information in the response.

	
	ProblemDetails
	1
	403 Forbidden
	The subscription resource is not allowed to be created since one or more of the received parameters are out of the range defined by operator policies.

(NOTE 2)

	NOTE 1:
The mandatory HTTP error status codes for the PUT method listed in table 5.2.6-1 also apply.
NOTE 2:
The "cause" attribute within the "ProblemDetails" data structure may be set to "PARAMETER_OUT_OF_RANGE" as defined in subclause 5.13.x.3. In such case, the "invalidParams" attribute may be included within the "ProblemDetails" data structure to indicate which parameters are out of range.


*** Next Change ***

5.13.3.3.3.3
PATCH

The PATCH method shall be used to update some properties in an existing configuration indicated by the Resource URI as defined in subclause 5.13.3.3.2. The SCS/AS shall initiate the HTTP PATCH request message and the SCEF shall respond to the message.
This method shall support the URI query parameters, request and response data structures, and response codes, as specified in the table 5.13.3.3.3.3-1 and table 5.13.3.3.3.3-2.

Table 5.13.3.3.3.3-1: URI query parameters supported by the PUT method on this resource 
	Name
	Data type
	Cardinality
	Remarks

	none specified
	
	
	


Table 5.13.3.3.3.3-2: Data structures supported by the PUT request/response by the resource

	Request body
	Data type
	Cardinality
	Remarks

	
	NpConfigurationPatch
	1
	Partial update an existing network parameter configuration.

	Response body
	Data type
	Cardinality
	Response

codes
	Remarks

	
	NpConfiguration
	1
	200 OK
	The configuration was updated successfully. 

The SCEF shall return an updated configuration information in the response.

	
	ProblemDetails
	1
	403 Forbidden
	The subscription resource is not allowed to be created since one or more of the received parameters are out of the range defined by operator policies.

(NOTE 2)

	NOTE 1:
The mandatory HTTP error status codes for the PATCH method listed in table 5.2.6-1 also apply.
NOTE 2:
The "cause" attribute within the "ProblemDetails" data structure may be set to "PARAMETER_OUT_OF_RANGE" as defined in subclause 5.13.x.3. In such case, the "invalidParams" attribute may be included within the "ProblemDetails" data structure to indicate which parameters are out of range.


*** Next Change ***

5.13.3.3.3.5
DELETE

The DELETE method deletes an existing configuration resource "Individual NP Configuration". The SCS/AS shall initiate the HTTP DELETE request message and the SCEF shall respond to the message. 

This method shall support the URI query parameters, request and response data structures, and response codes, as specified in the table 5.13.3.3.3.5-1 and table 5.13.3.3.3.5-2.

Table 5.13.3.3.3.5-1: URI query parameters supported by the DELETE method on this resource 
	Name
	Data type
	Cardinality
	Remarks

	N/A
	
	
	


Table 5.13.3.3.3.5-2: Data structures supported by the DELETE request/response on the resource

	Request body
	Data type
	Cardinality
	Remarks

	
	none
	
	

	Response body
	Data type
	Cardinality
	Response

codes
	Remarks

	
	none
	
	204 No Content
	The configuration was terminated successfully.

The response body shall be empty.

	
	Array(ConfigResult)
	1..N
	200 OK
	The configuration was terminated successfully, the configuration failure information for group members shall be included if received.

	NOTE:
The mandatory HTTP error status codes for the DELETE method listed in table 5.2.6-1 also apply.


*** Next Change ***

5.13.3.4.3.1
Notification via POST

The HTTP POST method reports the grouping configuration results for a NP configuration subscription. The SCEF shall initiate the HTTP POST request message and the SCS/AS shall respond to the message.

This method shall support the URI query parameters, request and response data structures, and response codes, as specified in the table 5.13.3.4.3.1-1 and table 5.13.3.4.3.1-2.

Table 5.13.3.4.3.1-1: URI query parameters supported by the POST method on this resource 
	Name
	Data type
	Cardinality
	Remarks

	none specified
	
	
	


Table 5.13.3.4.3.1-2: Data structures supported by the POST request/response by the resource

	Request body
	Data type
	Cardinality
	Remarks

	
	ConfiguationNotification
	1
	The grouping configuration result notification provided by the SCEF.

	Response body
	Data type
	Cardinality
	Response

codes
	Remarks

	
	none
	
	204 No Content
	The notification is received successfully.

	NOTE:
The mandatory HTTP error status codes for the POST method listed in table 5.2.6-1 also apply.


*** Next Change ***

5.13.x
Error handling

5.13.x.1
General

HTTP error handling shall be supported as specified in subclause 5.2.6.

In addition, the requirements in the following subclauses shall apply.

5.13.x.2
Protocol Errors

In this release of the specification, there are no additional protocol errors applicable for the NpConfiguration API.

5.13.x.3
Application Errors

The application errors defined for the NpConfiguration API are listed in table 5.13.x.3-1. The SCEF shall include in the HTTP status code a "ProblemDetails" data structure with the "cause" attribute indicating the application error as listed in table 5.13.x.3-1.

Table 5.13.x.3-1: Application errors

	Application Error
	HTTP status code
	Description

	PARAMETER_OUT_OF_RANGE
	403 Forbidden
	Indicates that the resource is not allowed to be created since one or more of the received parameter are out of range defined by operator policies.


*** Next Change ***

A.13
NpConfiguration API

openapi: 3.0.0

info:

  title: 3gpp-network-parameter-configuration

  version: "1.PreR15.1.0"

servers:

  - url: '{apiRoot}/3gpp-network-parameter-configuration/v1'
    variables:

      apiRoot:

        default: https://demohost.com

        description: apiRoot as defined in subclause of 3GPP TS 29.122.

paths:

  /{scsAsId}/configurations:

    get:

      summary: read all of the active configurations for the SCS/AS

      tags:

        - NpConfiguration API SCS/AS level GET Operation

      parameters:

        - name: scsAsId

          in: path

          description: Identifier of the SCS/AS

          required: true

          schema:

            type: string

      responses:

        '200':

          description: OK (Successful get all of the active NpConfigurations for the SCS/AS)

          content:

            application/json:

              schema:

                type: array

                items:

                  $ref: '#/components/schemas/NpConfiguration'

                minItems: 0

                description: Network Parameter configurations

        '400':

          $ref: 'TS29122_CommonData.yaml#/components/responses/400'
        '401':

          $ref: 'TS29122_CommonData.yaml#/components/responses/401'

        '403':

          $ref: 'TS29122_CommonData.yaml#/components/responses/403'

        '404':

          $ref: 'TS29122_CommonData.yaml#/components/responses/404'

        '406':

          $ref: 'TS29122_CommonData.yaml#/components/responses/406'



        '429':

          $ref: 'TS29122_CommonData.yaml#/components/responses/429'

        '500':

          $ref: 'TS29122_CommonData.yaml#/components/responses/500'
        '503':

          $ref: 'TS29122_CommonData.yaml#/components/responses/503'

        default:

          $ref: 'TS29122_CommonData.yaml#/components/responses/default'

    post:

      summary: Creates a new configuration resource for network parameter configuration

      tags:

        - NpConfiguration API Configuration level POST Operation

      parameters:

        - name: scsAsId

          in: path

          description: Identifier of the SCS/AS

          required: true

          schema:

            type: string

      requestBody:

        description: new configuration creation

        required: true

        content:

          application/json:

            schema:

              $ref: '#/components/schemas/NpConfiguration'

      callbacks:

        notificationDestination:

          '{request.body#/notificationDestination}':

            post:

              requestBody:  # contents of the callback message

                required: true

                content:

                  application/json:

                    schema:

                      $ref: '#/components/schemas/ConfigurationNotification'

              responses:

                '204':

                  description: No Content (successful notification)
                '400':

                  $ref: 'TS29122_CommonData.yaml#/components/responses/400'
                '401':

                  $ref: 'TS29122_CommonData.yaml#/components/responses/401'

                '403':

                  $ref: 'TS29122_CommonData.yaml#/components/responses/403'

                '404':

                  $ref: 'TS29122_CommonData.yaml#/components/responses/404'



                '411':

                  $ref: 'TS29122_CommonData.yaml#/components/responses/411'


                '413':

                  $ref: 'TS29122_CommonData.yaml#/components/responses/413'
                '415':

                  $ref: 'TS29122_CommonData.yaml#/components/responses/415'

                '429':

                  $ref: 'TS29122_CommonData.yaml#/components/responses/429'

                '500':

                  $ref: 'TS29122_CommonData.yaml#/components/responses/500'
                '503':

                  $ref: 'TS29122_CommonData.yaml#/components/responses/503'

                default:

                  $ref: 'TS29122_CommonData.yaml#/components/responses/default'
      responses:

        '201':

          description: Created (Successful creation of configuration)

          content:

            application/json:

              schema:

                $ref: '#/components/schemas/NpConfiguration'

        '400':

          $ref: 'TS29122_CommonData.yaml#/components/responses/400'
        '401':

          $ref: 'TS29122_CommonData.yaml#/components/responses/401'

        '403':

          $ref: 'TS29122_CommonData.yaml#/components/responses/403'

        '404':

          $ref: 'TS29122_CommonData.yaml#/components/responses/404'



        '411':

          $ref: 'TS29122_CommonData.yaml#/components/responses/411'


        '413':

          $ref: 'TS29122_CommonData.yaml#/components/responses/413'
        '415':

          $ref: 'TS29122_CommonData.yaml#/components/responses/415'
        '429':

          $ref: 'TS29122_CommonData.yaml#/components/responses/429'

        '500':

          $ref: 'TS29122_CommonData.yaml#/components/responses/500'
        '503':

          $ref: 'TS29122_CommonData.yaml#/components/responses/503'

        default:

          $ref: 'TS29122_CommonData.yaml#/components/responses/default'
  /{scsAsId}/configurations/{configurationId}:

    get:

      summary: read an active configuration for the SCS/AS and the configuration Id

      tags:

        - NpConfiguration API Configuration level GET Operation

      parameters:

        - name: scsAsId

          in: path

          description: Identifier of the SCS/AS

          required: true

          schema:

            type: string

        - name: configurationId

          in: path

          description: Identifier of the configuration resource

          required: true

          schema:

            type: string

      responses:

        '200':

          description: OK (Successful get the active configuration)

          content:

            application/json:

              schema:

                $ref: '#/components/schemas/NpConfiguration'

        '400':

          $ref: 'TS29122_CommonData.yaml#/components/responses/400'
        '401':

          $ref: 'TS29122_CommonData.yaml#/components/responses/401'

        '403':

          $ref: 'TS29122_CommonData.yaml#/components/responses/403'

        '404':

          $ref: 'TS29122_CommonData.yaml#/components/responses/404'

        '406':

          $ref: 'TS29122_CommonData.yaml#/components/responses/406'



        '429':

          $ref: 'TS29122_CommonData.yaml#/components/responses/429'

        '500':

          $ref: 'TS29122_CommonData.yaml#/components/responses/500'
        '503':

          $ref: 'TS29122_CommonData.yaml#/components/responses/503'

        default:

          $ref: 'TS29122_CommonData.yaml#/components/responses/default'

    put:

      summary: Updates/replaces an existing configuration resource

      tags:

        - NpConfiguration API Configuration level PUT Operation

      parameters:

        - name: scsAsId

          in: path

          description: Identifier of the SCS/AS

          required: true

          schema:

            type: string

        - name: configurationId

          in: path

          description: Identifier of the configuration resource

          required: true

          schema:

            type: string

      requestBody:

        description: Parameters to update/replace the existing configuration

        required: true

        content:

          application/json:

            schema:

              $ref: '#/components/schemas/NpConfiguration'

      responses:

        '200':

          description: OK (Successful deletion of the existing configuration)

          content:

            application/json:

              schema:

                $ref: '#/components/schemas/NpConfiguration'

        '400':

          $ref: 'TS29122_CommonData.yaml#/components/responses/400'
        '401':

          $ref: 'TS29122_CommonData.yaml#/components/responses/401'

        '403':

          $ref: 'TS29122_CommonData.yaml#/components/responses/403'
        '404':

          $ref: 'TS29122_CommonData.yaml#/components/responses/404'


        '411':

          $ref: 'TS29122_CommonData.yaml#/components/responses/411'


        '413':

          $ref: 'TS29122_CommonData.yaml#/components/responses/413'
        '415':

          $ref: 'TS29122_CommonData.yaml#/components/responses/415'
        '429':

          $ref: 'TS29122_CommonData.yaml#/components/responses/429'

        '500':

          $ref: 'TS29122_CommonData.yaml#/components/responses/500'
        '503':

          $ref: 'TS29122_CommonData.yaml#/components/responses/503'

        default:

          $ref: 'TS29122_CommonData.yaml#/components/responses/default'

    patch:

      summary: Updates/replaces an existing configuration resource

      tags:

        - NpConfiguration API Configuration level PATCH Operation

      parameters:

        - name: scsAsId

          in: path

          description: Identifier of the SCS/AS

          required: true

          schema:

            type: string

        - name: configurationId

          in: path

          description: Identifier of the configuration resource

          required: true

          schema:

            type: string

      requestBody:

        required: true

        content:

          application/merge-patch+json:

            schema:

              $ref: '#/components/schemas/NpConfigurationPatch'

      responses:

        '200':

          description: OK. The configuration was modified successfully.

          content:

            application/json:

              schema:

                $ref: '#/components/schemas/NpConfiguration'

        '400':

          $ref: 'TS29122_CommonData.yaml#/components/responses/400'
        '401':

          $ref: 'TS29122_CommonData.yaml#/components/responses/401'

        '403':

          $ref: 'TS29122_CommonData.yaml#/components/responses/403'
        '404':

          $ref: 'TS29122_CommonData.yaml#/components/responses/404'


        '411':

          $ref: 'TS29122_CommonData.yaml#/components/responses/411'


        '413':

          $ref: 'TS29122_CommonData.yaml#/components/responses/413'
        '415':

          $ref: 'TS29122_CommonData.yaml#/components/responses/415'
        '429':

          $ref: 'TS29122_CommonData.yaml#/components/responses/429'

        '500':

          $ref: 'TS29122_CommonData.yaml#/components/responses/500'
        '503':

          $ref: 'TS29122_CommonData.yaml#/components/responses/503'

        default:

          $ref: 'TS29122_CommonData.yaml#/components/responses/default'

    delete:

      summary: Deletes an already existing configuration

      tags:

        - NpConfiguration API Configuration level DELETE Operation

      parameters:

        - name: scsAsId

          in: path

          description: Identifier of the SCS/AS

          required: true

          schema:

            type: string

        - name: configurationId

          in: path

          description: Identifier of the configuration resource

          required: true

          schema:

            type: string

      responses:

        '204':

          description: No Content (Successful deletion of the existing configuration)

        '200':

          description: OK. (Successful deletion of the existing configuration)

          content:

            application/json:

              schema:

                type: array

                items:

                  $ref: 'TS29122_CommonData.yaml#/components/schemas/ConfigResult'

                minItems: 1

                description: The configuration was terminated successfully, the configuration failure information for group members shall be included if received.
        '400':

          $ref: 'TS29122_CommonData.yaml#/components/responses/400'
        '401':

          $ref: 'TS29122_CommonData.yaml#/components/responses/401'

        '403':

          $ref: 'TS29122_CommonData.yaml#/components/responses/403'

        '404':

          $ref: 'TS29122_CommonData.yaml#/components/responses/404'


        '429':

          $ref: 'TS29122_CommonData.yaml#/components/responses/429'

        '500':

          $ref: 'TS29122_CommonData.yaml#/components/responses/500'
        '503':

          $ref: 'TS29122_CommonData.yaml#/components/responses/503'

        default:

          $ref: 'TS29122_CommonData.yaml#/components/responses/default'

components:

  schemas: 
    NpConfiguration:

      type: object

      properties:

        self:

          $ref: 'TS29122_CommonData.yaml#/components/schemas/Link'

        supportedFeatures:

          $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'

        externalId:

          $ref: 'TS29122_CommonData.yaml#/components/schemas/ExternalId'

        msisdn:

          $ref: 'TS29122_CommonData.yaml#/components/schemas/Msisdn'

        externalGroupId:

          $ref: 'TS29122_CommonData.yaml#/components/schemas/ExternalGroupId'

        maximumLatency:

          $ref: 'TS29122_CommonData.yaml#/components/schemas/DurationSec'

        maximumResponseTime:

          $ref: 'TS29122_CommonData.yaml#/components/schemas/DurationSec'

        suggestedNumberOfDlPackets:

          type: integer

          description: This parameter may be included to identify the number of packets that the serving gateway shall buffer in case that the UE is not reachable.

        groupReportingGuardTime:

          $ref: 'TS29122_CommonData.yaml#/components/schemas/DurationSec'

    NpConfigurationPatch:

      type: object

      properties:

        maximumLatency:

          $ref: 'TS29122_CommonData.yaml#/components/schemas/DurationSecRm'

        maximumResponseTime:

          $ref: 'TS29122_CommonData.yaml#/components/schemas/DurationSecRm'

        suggestedNumberOfDlPackets:

          type: integer

          description: This parameter may be included to identify the number of packets that the serving gateway shall buffer in case that the UE is not reachable.
          nullable: true
        groupReportGuardTime:

          $ref: 'TS29122_CommonData.yaml#/components/schemas/DurationSecRm'

        notificationDestination:

          $ref: 'TS29122_CommonData.yaml#/components/schemas/Link'

        requestTestNotification:

          type: boolean

          description: Set to true by the SCS/AS to request the SCEF to send a test notification as defined in subclause 5.2.5.3. Set to false or omitted otherwise.

        websockNotifConfig:

          $ref: 'TS29122_CommonData.yaml#/components/schemas/WebsockNotifConfig'

    ConfigurationNotification:

      type: object

      properties:

        configuration:

          $ref: 'TS29122_CommonData.yaml#/components/schemas/Link'

        configResults:

          type: array

          items:

            $ref: 'TS29122_CommonData.yaml#/components/schemas/ConfigResult'

          minItems: 1

          description: The grouping configuration result notification provided by the SCEF.

      required:

        - configuration

*** End of Changes ***

