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*** First Change ***

5.5.2.1.2
Type: ChargeableParty

This type represents the configuration of a chargeable party. The same structure is used in the configuration request and configuration response.

Table 5.5.2.1.2-1: Definition of type ChargeableParty

	Attribute name
	Data type
	Cardinality
	Description
	Applicability (NOTE 1)

	self
	Link
	0..1
	Link to the resource "Individual Chargeable Party Transaction". 
This parameter shall be supplied by the SCEF in HTTP responses.
	

	supportedFeatures
	SupportedFeatures
	0..1
	Used to negotiate the supported optional features of the API as described in subclause 5.2.7.
This attribute shall be provided in the POST request and in the response of successful resource creation.
	

	notificationDestination
	Link
	1
	Contains the URL to receive the notification of bearer level event(s) from the SCEF.
	

	requestTestNotification
	boolean
	0..1
	Set to true by the SCS/AS to request the SCEF to send a test notification as defined in subclause 5.2.5.3. Set to false or omitted otherwise.
	Notification_test_event

	websockNotifConfig
	WebsockNotifConfig
	0..1
	Configuration parameters to set up notification delivery over Websocket protocol as defined in subclause 5.2.5.4.
	Notification_websocket

	ipv4Addr
	Ipv4Addr
	0..1
	Identifies the Ipv4 address.

(NOTE 2)
	

	ipv6Addr 
	Ipv6Addr
	0..1
	Identifies the Ipv6 address.

(NOTE 2)
	

	flowInfo
	array(FlowInfo)
	1..N
	Describes the application flows.
	

	sponsorInformation
	SponsorInformation
	1
	Describes the sponsor information such as who is sponsoring the traffic.
	

	sponsoringEnabled
	boolean
	1
	Indicates sponsoring status.
	

	referenceId
	BdtReferenceId
	0..1
	The reference ID for a previously selected policy of background data transfer.
	

	usageThreshold
	UsageThreshold
	0..1
	Time period and/or traffic volume.
	

	NOTE 1:
Properties marked with a feature as defined in subclause 5.5.4 are applicable as described in subclause 5.2.7. If no feature are indicated, the related property applies for all the features.

NOTE 2:
Either ipv4 or ipv6 address shall be provided.
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