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	Reason for change:
	Specification contains the following editor's note that need to be resolved:

-
in subclause A.3.2 indicating that additional procedures are required to prevent that the PCRF is provisioned with service information about the wrong dialogue if SIP final response messages or their acknowledgments are lost between P-CSCF and UE, unless the procedures in CT1 specifications are modified in such a way that this error may no longer occur.
This editor's note was introduced in release 8 but resolved in release 11 only, i.e. it still exists in the earlier releases. Removal of this editor's note from release 11 did not require any specific actions like adding of new procedures or notes clarifying issues i.e. it was simply deleted (see C3-122018).

Therefore, it should be also deleted from the earlier releases to avoid unnecessary impression that requirements and procedures are not complete.
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	Editor's note deleted.

	
	

	Consequences if not approved:
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Proposed changes:

*** 1st Change ***

A.3.2
Updating the provisioned PCC rules at the final answer

The P-CSCF shall store the SDP information for each early dialogue separately till the first final SIP answer is received. Then the related early dialogue is progressed to an established dialogue to establish the final SIP session. All the other early dialogues are terminated. The service information for the SIP session is updated to match the requirements of the remaining early dialogue only.

When receiving the first final SIP response, the P-CSCF shall send an AA request without the SIP-Forking-Indication AVP and include the service information derived from the SDP corresponding to the dialogue of the final response. The P-CSCF shall provision the full service information including the applicable Flow-Description AVP(s) and Flow-Status AVP(s).


When receiving an AA request with no SIP-Forking-Indication AVP or with a SIP-Forking-Indication AVP with value SINGLE_DIALOGUE, the PCRF shall update installed PCC Rules information and Authorized-QoS information to match only the requirements of the service information within this AA request. The PCRF should immediately remove PCC Rule(s) or individual service data flow filters not matching IP flow(s) in the updated Service Information, to reduce the risk for initial clipping of the media stream, and to minimize possible misuse of resources. The PCRF shall also open or close the gates for service flows according to the flow status in the received service information.

*** End of Changes ***

