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	TS
	CR
	Rev
	Rel
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	Vsn
	@ Mtg
	TD#
	Source to WG
	Work Item
	Clauses affected
	Other Aff Specs

	31.102
	0818
	1
	Rel-15
	Enhance USIM OPL configuration to support 3 bytes TAC when in NG-RAN.
	C
	15.2.0
	CT#82
	C6-180692
	Qualcomm Incorporated, Intel
	5GS_Ph1-CT
	4.2.8, 4.2.58, 4.4.11.1, 4.4.11.9 (New), 4.7, 5.3.xxx (New), Annex A, Annex E, Annex H.9
	


	31.102
	0820
	-
	Rel-15
	Support storage of EPS NAS security algos received in 5G for mobility over N26
	C
	15.2.0
	CT#82
	C6-180623
	Qualcomm Incorporated
	5GS_Ph1-CT
	4.4.11.4, 4.4.11.5, Annex D
	


	31.102
	0821
	-
	Rel-15
	Correct implementation errors in post CT81 implementation of 31.102
	F
	15.2.0
	CT#82
	C6-180626
	Qualcomm Incorporated
	5GS_Ph1-CT
	4.2.8, 4.4.11.1, 4.4.11.9, 4.7, 5.3.49, Annex A, Annex E, Annex H.10 (removed)
	


	31.102
	0826
	2
	Rel-15
	SUCI EF_CalcInfo access clarification
	F
	15.2.0
	CT#82
	C6-180688
	Gemalto
	5GS_Ph1-CT
	4.4.11.8
	


	31.102
	0829
	1
	Rel-15
	Resolution of Editor's Note for SUCI Calculation
	F
	15.2.0
	CT#82
	C6-180697
	Giesecke+Devrient MS GmbH
	5GS_Ph1-CT
	4.4.11.8, 7.5
	TS 24.501 CR 0615



	31.103
	0128
	-
	Rel-15
	Default QoS flow usage restriction policy
	F
	15.3.0
	CT#82
	C6-180614
	China Mobile
	5GS_Ph1-CT
	4.2.18
	


	31.111
	0706
	3
	Rel-15
	Enable procedure for update of Routing ID data in the UICC, as triggered by the UDM
	C
	15.4.0
	Ct#82
	C6-180702
	Qualcomm Incorporated
	5GS_Ph1-CT
	6.4.7.6(New), 7.1.1.a
	

	31.111
	0707
	1
	Rel-15
	5G Call Control by USIM shall take into account SM PDU DN container length.
	F
	15.4.0
	CT#82
	C6-180672
	Qualcomm Incorporated
	5GS_Ph1-CT
	8.143
	


	31.111
	0708
	-
	Rel-15
	Change NR ARFCN length in NMR from 3 to 4 to be future proof.
	F
	15.4.0
	CT#82
	C6-180625
	Qualcomm Incorporated
	5GS_Ph1-CT
	8.22
	


	31.111
	0710
	1
	Rel-15
	Correction to CALL CONTROL command for PDU session establishment
	F
	15.4.0
	CT#82
	C6-180675
	MediaTek Inc.
	5GS_Ph1-CT
	7.3.1.6, 8.52.6, 9.3, T.1, T.2, T.3, T.4
	


	31.111
	0711
	1
	Rel-15
	Correction due to incorrect TS 24.501 subclause referred
	F
	15.4.0
	CT#82
	C6-180676
	MediaTek Inc.
	5GS_Ph1-CT
	6.4.7.5
	


	31.111
	0713
	1
	Rel-15
	Correction to address data field in SMS-PP DOWNLOAD command
	F
	15.4.0
	CT#82
	C6-180677
	MediaTek Inc.
	5GS_Ph1-CT
	7.1.1.2
	





