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*** 1st Change ***

5.3.1
Resource Structure
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Figure 5.3.1-1: Resource URI structure of the Npcf_BDTPolicyControl API

Table 5.3.1-1 provides an overview of the resources and applicable HTTP methods.

Table 5.3.1-1: Resources and methods overview

	Resource name
	Resource URI
	HTTP method or custom operation
	Description

	BDT policies
	{apiRoot}/npcf-bdtpolicycontrol/v1/
bdtpolicies
	POST
	Npcf_BDTPolicyControl_Create. Creates a new Individual BDT policy resource.

	Individual BDT policy
	{apiRoot}/npcf-bdtpolicycontrol/v1/
bdtpolicies/{bdtPolicyId}
	GET
	Reads an Individual BDT policy resource.

	
	
	PATCH
	Npcf_BDTPolicyControl_Update.

Modifies an existing Individual BDT policy resource by selecting or reselecting a transfer policy.


*** 2nd Change ***

5.3.2.2
Resource definition

Resource URI: {apiRoot}/npcf-bdtpolicycontrol/v1/bdtpolicies
This resource shall support the resource URI variables defined in table 5.3.2.2-1.

Table 5.3.2.2-1: Resource URI variables for this resource
	Name
	Definition

	apiRoot
	See subclause 5.1.


*** 3rd Change ***

5.3.3.2
Resource definition

Resource URI: {apiRoot}/npcf-bdtpolicycontrol/v1/bdtpolicies/{bdtPolicyId}
This resource shall support the resource URI variables defined in table 5.3.3.2-1.

Table 5.3.3.2-1: Resource URI variables for this resource
	Name
	Definition

	apiRoot
	See subclause 5.1.

	bdtPolicyId
	String identifying the individual BDT policy resource in the PCF.

To enable the value to be used as part of a URI, the string shall only contain allowed characters according to the "lower-with-hyphen" naming convention defined in subclause 5.1.3 of 3GPP TS 29.501 [7] and rules for a path segment defined in IETF RFC 3986 [16].


*** End of Changes ***
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