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	Reason for change:
	In 3GPP TS 29.518, for application error POSITIONING_FAILED for ProvidePosInfo operation on Namf_Location Service, it is using 403 as response code. As the API client has provided correct input data, but the positioning procedure fails for reasons related to server side, thus 403 (or any other 4xx) response code is appropriate, instead it should be a server error (5xx). 

This CR propose to correct it using 500 Status code for this application error, also to align with the application error definition on LMF service, as this application error is most likely returned by LMF.


	
	

	Summary of change:
	· Move application error "POSITIONING_FAILED" to 500 response for ProvidePosInfo operation in table 6.4.3.2.4.2.2-2.

· Change application error "POSITIONING_FAILED" definition to 500 response in table 6.4.7.3-1

	
	

	Consequences if not approved:
	Incorrect HTTP status class in specification, may lead to incorrect handling in service consumer as HTTP client.
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[bookmark: _Hlk536022488]* * * First Change * * * *
[bookmark: _Toc532995984]6.4.3.2.4.2.2	Operation Definition
This operation shall support the request data structures specified in table 6.4.3.2.4.2.2-1 and the response data structure and response codes specified in table 6.4.3.2.4.2.2-2.
Table 6.4.3.2.4.2.2-1: Data structures supported by the provide-pos-info operation Request Body
	Data type
	P
	Cardinality
	Description

	RequestPosInfo
	M
	1
	The information to request the positioning information of the UE.



Table 6.4.3.2.4.2.2-2: Data structures supported by the provide-pos-info operation Response Body
	Data type
	P
	Cardinality
	Response
codes
	Description

	ProvidePosInfo
	M
	1
	200 OK
	This case represents a successful query of the UE positioning information, the AMF returns the related information in the response.

	ProblemDetails
	M
	1
	403 Forbidden
	The "cause" attribute shall be set to one of the following application errors:
-	UNAUTHORIZED_REQUESTING_NETWORK
-	USER_UNKNOWN
-	DETACHED_USER
-	POSITIONING_DENIED
-	POSITIONING_FAILED
-	UNSPECIFIED

See table 6.4.7.3-1 for the description of these errors.

	ProblemDetails
	M
	1
	500 Internal Server Error
	The "cause" attribute shall be set to the following application error:
-	POSITIONING_FAILED

See table 6.1.7.3-1 for the description of these errors.

	ProblemDetails
	M
	1
	504 Gateway Timeout
	The "cause" attribute shall be set to one of the following application errors:
-	UNREACHABLE_USER
-	PEER_NOT_RESPONDING

See table 6.4.7.3-1 for the description of this error.




[bookmark: _Toc532996019]* * * Next Change * * * *
[bookmark: _Toc532996013]6.4.7.3	Application Errors
The common application errors defined in the Table 5.2.7.2-1 in 3GPP TS 29.501 [5] may also be used for the Namf_Location service, and the following application errors listed in Table 6.4.7.3-1 are specific for the Namf_Location service.

Table 6.4.7.3-1: Application errors
	Application Error
	HTTP status code
	Description

	UNAUTHORIZED_REQUESTING_NETWORK
	403 Forbidden
	The requesting GMLC's network is not authorized to request UE location information.

	USER_UNKNOWN
	403 Forbidden
	The user is unknown.

	DETACHED_USER
	403 Forbidden
	The user is detached in the AMF.

	POSITIONING_DENIED
	403 Forbidden
	The positioning procedure was denied.

	POSITIONING_FAILED
	403 Forbidden
	The positioning procedure failed.

	UNSPECIFIED
	403 Forbidden
	The request is rejected due to unspecified reasons.

	CONTEXT_NOT_FOUND
	404 Not Found
	The requested UE Context does not exist in the AMF.

	POSITIONING_FAILED
	500 Internal Server Error
	The positioning procedure failed.

	UNREACHABLE_USER
	504 Gateway Timeout
	The user could not be reached in order to perform positioning procedure.

	PEER_NOT_RESPONDING
	504 Gateway Timeout
	No response is received from a remote peer, e.g. from the LMF.




* * * End of Changes * * * 

