

	
3GPP TSG CT WG1 Meeting #114	C1-190519
Bratislava, Slovakia, 21-25 January 2019
	CR-Form-v11.4

	CHANGE REQUEST

	

	
	24.501
	CR
	0801
	rev
	1
	Current version:
	15.2.1
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	



	

	Title:	
	Correction on sub-clause numbering

	
	

	Source to WG:
	MediaTek Inc.

	Source to TSG:
	C1

	
	

	Work item code:
	5GS_Ph1-CT
	
	Date:
	[bookmark: _GoBack]2019-01-23

	
	
	
	
	

	Category:
	D
	
	Release:
	 Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	[bookmark: OLE_LINK1]Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
Rel-12	(Release 12)
Rel-13	(Release 13)
Rel-14	(Release 14)
Rel-15	(Release 15)
Rel-16	(Release 16)

	
	

	Reason for change:
	There are multiple errors in the sub-clause numbering (i.e., duplicated sub-clause numbers) and the corresponding reference.


	
	

	Summary of change:
	The errors of sub-clauses numbering and corresponding reference are corrected.

Interoperability impact analysis:
No interoperability impact


	
	

	Consequences if not approved:
	Errors in the sub-clause numbering incur reference errors and further specification maintenance issues.
 

	
	

	Clauses affected:
	5.2.2.1, 5.2.2.2, 5.2.2.3, 8.3.7.5, 8.3.7.6

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	



Page 1


*** Next change ***
[bookmark: _Toc533171831]5.2.2.1	General
The state 5GMM-DEREGISTERED is entered in the UE, when:
a)	the de-registration is performed either by the UE or by the network (see subclause 5.5.2);
b)	the registration request is rejected by the AMF (see subclause 5.5.1.2.5 and 5.5.1.3.5);
c)	the service request is rejected by the AMF (see subclause 5.6.1); or
d)	the UE is switched on.
In state 5GMM-DEREGISTERED, the UE shall behave according to the substate as explained in subclause 5.2.2.23.

*** Next change ***
[bookmark: _Toc533171834]5.2.2.23	Detailed description of UE behaviour in state 5GMM-DEREGISTERED
[bookmark: _Toc533171835]5.2.2.23.1	NORMAL-SERVICE
The UE shall initiate an initial registration procedure if the timer T3346 is not running. If timer T3346 is running, the UE shall initiate an initial registration procedure on the expiry of timer T3346.
[bookmark: _Toc533171836]5.2.2.23.2	LIMITED-SERVICE
The UE shall initiate an initial registration procedure when entering a cell which provides normal service.
The UE may initiate initial registration for emergency services.
[bookmark: _Toc533171837]5.2.2.23.3	ATTEMPTING-REGISTRATION
The UE in 3GPP access:
a)	shall initiate an initial registration procedure on the expiry of timers T3502, T3511 or T3346;
b)	may initiate an initial registration procedure for emergency services even if timer T3346 is running;
c)	shall initiate an initial registration procedure when entering a new PLMN, if timer T3346 is running and the new PLMN is not equivalent to the PLMN where the UE started timer T3346, the PLMN identity of the new cell is not in the forbidden PLMN lists and the tracking area is not in one of the lists of 5GS forbidden tracking areas;
d)	shall initiate an initial registration procedure when the tracking area of the serving cell has changed, if timer T3346 is not running, the PLMN identity of the new cell is not in one of the forbidden PLMN lists and the tracking area of the new cell is not in one of the lists of 5GS forbidden tracking areas; and
e)	shall initiate an initial registration procedure if the 5GS update status is set to 5U2 NOT UPDATED, and timers T3511, T3502 and T3346 are not running.
The UE in non-3GPP access:
a)	shall initiate an initial registration procedure on the expiry of timers T3502, T3511 or T3346;
b)	may initiate an initial registration procedure for emergency services even if timer T3346 is running;
c)	shall initiate an initial registration procedure when entering a new PLMN, if timer T3346 is running and the new PLMN is not equivalent to the PLMN where the UE started timer T3346; and
d)	shall initiate an initial registration procedure if the 5GS update status is set to 5U2 NOT UPDATED, and timers T3511, T3502 and T3346 are not running.
[bookmark: _Toc533171838]5.2.2.23.4	PLMN-SEARCH
The UE shall perform PLMN selection. If a new PLMN is selected, the UE shall reset the registration attempt counter and initiate the registration procedure for initial registration (see subclause 5.5.1.2.2).
If the selected cell is known not to be able to provide normal service, the UE may initiate the registration procedure for initial registration for emergency services.
[bookmark: _Toc533171839]5.2.2.23.5	NO-SUPI
The UE may initiate the registration procedure for initial registration for emergency services.
[bookmark: _Toc533171840]5.2.2.23.6	NO-CELL-AVAILABLE
The UE shall perform cell selection and choose an appropriate substate when a cell is found.
[bookmark: _Toc533171841]5.2.2.23.7	eCALL-INACTIVE
The UE camps on a suitable cell or an acceptable cell in a PLMN selected as specified in 3GPP TS 23.122 [5] but initiates no 5GMM signalling with the network and ignores any paging requests.
The UE shall leave substate EMM-DEREGISTERED.eCALL-INACTIVE state only when one of the following events occur:
a)	if the USIM is removed, the UE enters substate 5GMM-DEREGISTERED.NO-SUPI;
b)	if coverage is lost, the UE enters substate 5GMM-DEREGISTERED.PLMN-SEARCH;
c)	if the UE is deactivated (e.g. powered off) by the user, the UE enters state 5GMM-NULL;
d)	if the UE receives a request from upper layers to establish an eCall over IMS, the UE enters state 5GMM-DEREGISTERED.ATTEMPTING-REGISTRATION. The UE then uses the relevant 5GMM and 5GSM procedures to establish the eCall over IMS at the earliest opportunity; or
e)	if the UE receives a request from upper layers to establish a call to an HPLMN designated non-emergency MSISDN or URI for test or terminal reconfiguration service, the UE enters state 5GMM-DEREGISTERED.ATTEMPTING-REGISTRATION. Once the registration procedure is completed, the UE uses the relevant 5GMM and 5GSM procedures to establish the non-emergency call.

*** Next change ***
[bookmark: _Toc533171842]5.2.2.34	Substate when back to state 5GMM-DEREGISTERED from another 5GMM state
When returning to state 5GMM-DEREGISTERED, the UE shall select a cell as specified in 3GPP TS 38.304 [28].
The substate depends on the result of the cell selection procedure, the outcome of the previously performed 5GMM specific procedures, on the 5GS update status of the UE, on the tracking area data stored in the UE, on the presence of the USIM, on the UE configuration and on the reason for moving to 5GMM-DEREGISTERED:
a)	If no cell has been found, the substate is NO-CELL-AVAILABLE, until a cell is found;
b)	If no USIM is present or if the inserted USIM is considered invalid by the UE, the substate shall be NO-SUPI;
c)	If a suitable cell has been found and the PLMN or tracking area is not in one of the lists of 5GS forbidden tracking areas, the substate shall be NORMAL-SERVICE;
d)	If a registration shall be performed (e.g. network-requested re-registration), the substate shall be ATTEMPTING-REGISTRATION;
e)	If a PLMN reselection (according to 3GPP TS 23.122 [5]) is needed, the substate shall be PLMN-SEARCH;
f)	If the selected cell is known not to be able to provide normal service, the substate shall be LIMITED-SERVICE; and
g)	If the UE is configured for eCall only mode as specified in 3GPP TS 31.102 [22], T3444 and T3445 have expired or are not running, and substate PLMN-SEARCH is not required, the substate shall be eCALL-INACTIVE.

*** Next change ***
[bookmark: _Toc533172358]8.3.7.59	Extended protocol configuration options
This IE is included in the message when the UE wants to transmit (protocol) data (e.g. configuration parameters, error codes or messages/events) to the network.

*** Next change ***
[bookmark: _Toc533172359]8.3.7.610	Mapped EPS bearer contexts
This IE is included when the UE requests to delete one or more mapped EPS bearer contexts.

