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	Reason for change:
	When the UE receives a MANAGE UE POLICY COMMAND message, the UE is required to either (a) send back a MANAGE UE POLICY COMPLETE message as successful completion of the procedure or (b) send back a MANAGE UE POLICY COMMAND REJECT message as unsuccessful completion of the procedure. Before the UE sends back any of these messages, the RRC connection can be abnormally released by the network or the UE can encounter other transmission failures. Therefore, it is proposed to add UE handling for this abnormal case.


	
	

	Summary of change:
	Add UE behavior associated with transmission failure of sending a response back during UE policy delivery procedure. Since the PCF is running T3501 and waiting to receive these messages, the UE can consider the procedure complete and wait for the network to re-establish the N1 NAS signalling connection and re-send the MANAGE UE POLICY COMMAND message. In order to avoid complicating the storage handling at the UE side, the UE additionally keeps the status of stored UE policy section(s) as a result of successfully executing all or any part of the MANAGE UE POLICY COMMAND message. 
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	Consequences if not approved:
	The UE behavior will remain unspecified when transmission failure occurs during the sending of a MANAGE UE POLICY COMPLETE or MANAGE UE POLICY COMMAND REJECT message, leading to differing UE implementation and interoperability failures.
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*** Next change ***

[bookmark: _Toc533172529]D.2.1.6	Abnormal cases in the UE
The following abnormal cases can be identified:
a)	Receipt of an instruction associated with a UPSI which has a PLMN ID part that is not equal to the PLMN ID of the UE's HPLMN and the instruction contains a UE policy part with a UE policy part type set to "URSP".
	The UE shall set the UE policy delivery service cause to #111 (Protocol error, unspecified) for the instruction in the UE policy section management result IE of the MANAGE UE POLICY COMMAND REJECT message.
x)	Transmission failure of the MANAGE UE POLICY COMPLETE message indication from lower layers.
	The UE shall not diagnose an error and consider the network-initiated UE policy delivery procedure complete.
NOTE 1:	Considering the network-initiated UE policy delivery procedure complete as a result of this abnormal case does not cause the UE to revert the execution of the instructions included in the MANAGE UE POLICY COMMAND message.
[bookmark: _GoBack]y)	Transmission failure of the MANAGE UE POLICY COMMAND REJECT message indication from lower layers.
	The UE shall not diagnose an error and consider the network-initiated UE policy delivery procedure complete.
NOTE 2:	Considering the network-initiated UE policy delivery procedure complete as a result of this abnormal case does not cause the UE to revert the execution of the instructions included in the MANAGE UE POLICY COMMAND message and successfully processed by the UE.
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