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*** Next change ***
[bookmark: _Toc533172262][bookmark: _Toc533172483]8.2.19.1	Message definition
The CONFIGURATION UPDATE COMMAND message is sent by the AMF to the UE. See table 8.2.19.1.1.
Message type:	CONFIGURATION UPDATE COMMAND
Significance:	dual
Direction:		network to UE
Table 8.2.19.1.1: CONFIGURATION UPDATE COMMAND message content
	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length

	
	Extended protocol discriminator
	Extended protocol discriminator
9.2
	M
	V
	1

	
	Security header type
	Security header type
9.3
	M
	V
	1/2

	
	Spare half octet
	Spare half octet
9.5
	M
	V
	1/2

	
	Configuration update command message identity
	Message type
9.7
	M
	V
	1

	D-
	Configuration update indication
	Configuration update indication
9.11.3.18
	O
	TV
	1

	77
	5G-GUTI
	5GS mobile identity
9.11.3.4
	O
	TLV-E
	14

	54
	TAI list
	5GS tracking area identity list
9.11.3.9
	O
	TLV
	9-114

	15
	Allowed NSSAI
	NSSAI
9.11.3.37
	O
	TLV
	4-74

	27
	Service area list
	Service area list
9.11.3.49
	O
	TLV
	6-114

	43
	Full name for network
	Network name
9.11.3.35
	O
	TLV
	3-n

	45
	Short name for network
	Network name
9.11.3.35
	O
	TLV
	3-n

	46
	Local time zone
	Time zone
9.11.3.52
	O
	TV
	2

	47
	Universal time and local time zone
	Time zone and time
9.11.3.53
	O
	TV
	8

	49
	Network daylight saving time
	Daylight saving time
9.11.3.19
	O
	TLV
	3

	79
	LADN information
	LADN information
9.11.3.30
	O
	TLV-E
	3-1715

	B-
	MICO indication
	MICO indication
9.11.3.31
	O
	TV
	1

	9-
	Network slicing indication
	Network slicing indication
9.11.3.36
	O
	TV
	1

	31
	Configured NSSAI
	NSSAI
9.11.3.37
	O
	TLV
	4-146

	11
	Rejected NSSAI
	Rejected NSSAI
9.11.3.46
	O
	TLV
	4-42

	76
	Operator-defined access category definitions
	Operator-defined access category definitions
9.11.3.38
	O
	TLV-E
	3-TBD

	F-
	SMS indication
	SMS indication
9.110.3.50A
	O
	TV
	1



*** Next change ***
9.11.3.53A	UE parameters update transparent container
The purpose of the UE parameters update transparent container when sent from the network to the UE is to provide UE parameters update data, optional acknowledgement request and optional re-registration request. The purpose of the UE parameters update transparent container when sent from the UE to the network is to indicate the UE acknowledgement of successful reception of the UE parameters update transparent container.
The UE parameters update transparent container information element is coded as shown in figure 9.11.3.53A.1, figure 9.11.3.53A.2, figure 9.11.3.53A.3, figure 9.11.3.53A.4, figure 9.11.3.53A.5, figure 9.11.3.53A.6, figure 9.11.3.53A.7 and table 9.11.3.53A.1.
The UE parameters update transparent container is a type 6 information element with a minimum length of 20 octets.
	8
	7
	6
	5
	4
	3
	2
	1
	

	UE parameters update transparent container IEI
	octet 1

	Length of UE parameters update transparent container contents
	octet 2
octet 3

	UE parameters update header
	octet 4

	UPU-MAC-IAUSF
	octet 5-20 

	CounterUPU
	octet 21-22

	UE parameters update list
	octet 23* - n*


Figure 9.11.3.53A.1: UE parameters update transparent container information element for UE parameters update data type with value "0"
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	0
Spare
	0
Spare
	0
Spare
	0
Spare
	UE parameters update data set 1 type
	octet 23*

	Length of UE parameters update data set 1
	octet 24*-
25*

	UE parameters update data set 1
	octet 26*-
x*

	…
	

	0
Spare
	0
Spare
	0
Spare
	0
Spare
	UE parameters update data set n type
	octet y*

	Length of UE parameters update data set n
	octet y+1*-
y+2*

	UE parameters update data set n
	octet y+3*-
n*


Figure 9.11.3.53A.2: UE parameters update list
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	0
Spare
	0
Spare
	0
Spare
	0
Spare
	UE parameters update data set 1 type
	octet 23*

	Length of UE parameters update data set 1
	octet 24*-
25*

	UE parameters update data set 1
	octet 26*-
x*

	…
	

	0
Spare
	0
Spare
	0
Spare
	0
Spare
	UE parameters update data set n type
	octet y*

	Length of UE parameters update data set n
	octet y+1*-
y+2*

	UE parameters update data set n
	octet y+3*-
n*

	Figure 9.11.3.53A.2: UE parameters update list8
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	Secured packet
	octet a* - a+2025*


Figure 9.11.3.53A.3: UE parameters update data set for UE parameters update data set type with value "00000001"
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	Default configured NSSAI
	octet b* - 
c*


Figure 9.11.3.53A.4: UE parameters update data set for UE parameters update data set type with value "00000010"
	UE parameters update transparent container IEI
	octet 1

	Length of UE parameters update transparent container contents
	octet 2
octet 3

	UE parameters update header
	octet 4

	UPU-MAC-IUE
	octet 5 - 20


Figure 9.11.3.53A.5: UE parameters update transparent container information element for UE parameters update data type with value "1"
	8
	7
	6
	5
	4
	3
	2
	1
	

	0
Spare
	0
Spare
	0
Spare
	0
Spare
	0
Spare
	REG
	ACK
	UPU data type
	octet 4


Figure 9.11.3.53A.6: UE parameters update header for UE parameters update data type with value "0"
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	0
Spare
	0
Spare
	0
Spare
	0
Spare
	0
Spare
	0
Spare
	0
Spare
	UPU data type
	octet 4


Figure 9.11.3.53A.7: UE parameters update header for UE parameters update data type with value "1"
Table 9.11.3.53A.1: UE parameters update transparent container information element
	UPU-MAC-IAUSF, UPU-MAC-IUE and CounterUPU are coded as specified in 3GPP TS 33.501 [24]

	

	UPU data type (octet 4, bit 1)

	0
	The UE parameters update transparent container carries a UE parameters update list

	1
	The UE parameters update transparent container carries an acknowledgement of successful reception of a UE parameters update list

	

	Acknowledgement (ACK) value (octet 4, bit 2)

	0
	acknowledgement not requested

	1
	acknowledgement requested

	

	Re-registration (REG) value (octet 4, bit 3)

	0
	re-registrationt not requested

	1
	re-registration requested

	

	UE parameters update data set type

	Bits
4 3 2 1

	0 0 0 1 Routing indicator update data

	0 0 1 0 Default configured NSSAI update data

	

	All other values are reserved

	

	The secured packet is coded as specified in 3GPP TS 31.115 [22B].

	

	The default configured NSSAI is encoded as the value part of the NSSAI IE (see subclause 9.11.3.37).




