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	TS
	CR
	Rev
	Rel
	Title
	Cat
	Vsn
	TD#
	Source to WG
	Work Item
	Clauses affected
	Other Aff Specs

	24.501
	901
	1
	Rel-15
	Clarification on congestion control upon intersystem change
	F
	15.2.1
	C1-191546
	SHARP
	5GS_Ph1-CT
	6.1.4.1
	 

	24.501
	902
	4
	Rel-15
	Default EPS bearer associates with the default QoS rule
	F
	15.2.1
	C1-191725
	MediaTek Inc., Huawei, HiSilicon
	5GS_Ph1-CT
	6.1.4.1
	 

	24.501
	907
	2
	Rel-15
	NSSAI inclusion mode, EPLMNs, and registration area
	F
	15.2.1
	C1-191640
	Nokia, Nokia Shanghai Bell, LG Electronics
	5GS_Ph1-CT
	4.6.2.3
	 

	24.501
	910
	2
	Rel-15
	5GSM messages for a PDU session associated with non-3GPP access exchanged via 3GPP access
	F
	15.2.1
	C1-191716
	Nokia, Nokia Shanghai Bell
	5GS_Ph1-CT
	4.2
	 

	24.501
	911
	1
	Rel-15
	Mobility and periodic registration update initiation by a UE in inactive mode reselecting an EPLMN cell
	F
	15.2.1
	C1-191533
	Nokia, Nokia Shanghai Bell
	5GS_Ph1-CT
	5.5.1.3.2
	 

	24.501
	912
	1
	Rel-15
	Change of N1 mode capability on UE mode change or on IMS availability change
	F
	15.2.1
	C1-191641
	NTT DOCOMO
	5GS_Ph1-CT
	4.3.3, 4.3.4
	 

	24.501
	914
	1
	Rel-15
	Inclusion of a 5G-GUTI mapped from the valid 4G-GUTI in the REGISTRATION REQUEST message during an initial registration is not available in Rel-15
	F
	15.2.1
	C1-191567
	Nokia, Nokia Shanghai Bell
	5GS_Ph1-CT
	5.5.1.2.2
	TS 23.502 CR 1042 (SA2)

	24.501
	915
	1
	Rel-15
	Correction to the REGISTRATION REQUEST msg when the Payload container IE is included
	F
	15.2.1
	C1-191612
	Huawei, HSilicon
	5GS_Ph1-CT
	8.2.6.1, (new) 8.2.6.17A, 9.11.3.40
	 

	24.501
	917
	1
	Rel-15
	Correction to the length of the IMEISV
	F
	15.2.1
	C1-191613
	Huawei, HSilicon
	5GS_Ph1-CT
	8.2.26.1
	 

	24.501
	918
	1
	Rel-15
	Correcton on handing of downlink signalling and data for non-3GPP PDU session
	F
	15.2.1
	C1-191562
	LG Electronics, Huawei, HiSilicon, Qualcomm Incorporated, Nokia, Nokia Shanghai Bell
	5GS_Ph1-CT
	5.5.1.3.4, 5.6.1.4, 5.6.2.2.1
	 

	24.501
	919
	-
	Rel-15
	Correction to the Payload container IE
	F
	15.2.1
	C1-191347
	Huawei, HSilicon
	5GS_Ph1-CT
	9.11.3.39
	 

	24.501
	920
	-
	Rel-15
	Correction to several 5GMM IEs
	F
	15.2.1
	C1-191349
	Huawei, HSilicon
	5GS_Ph1-CT
	9.11.3.53A
	 

	24.501
	921
	1
	Rel-15
	Mapped configured S-NSSAI from the S-NSSAI(s) of the HPLMN
	F
	15.2.1
	C1-191639
	LG Electronics
	5GS_Ph1-CT
	3.1, 4.6.2.1, 4.6.2.2, 4.6.3, 5.4.4.2, 5.4.5.2.2, 5.4.5.2.3, 5.4.5.2.5, 5.5.1.2.2, 5.5.1.2.4, 5.5.1.3.2, 5.5.1.3.4, 6.3.2.3, 6.3.3.3, 6.4.1.2, 6.4.1.3, 6.4.1.4, 9.11.3.37, 10.2
	 

	24.501
	922
	-
	Rel-15
	Use of stored NSSAI inclusion mode during initial registration
	F
	15.2.1
	C1-191354
	Nokia, Nokia Shanghai Bell
	5GS_Ph1-CT
	5.5.1.2.4
	 

	24.501
	923
	-
	Rel-15
	Correction to the Operator-defined access category definitions IE
	F
	15.2.1
	C1-191358
	Huawei, HSilicon
	5GS_Ph1-CT
	8.2.7.1, 8.2.19.1, 9.11.3.38
	 

	24.501
	925
	1
	Rel-15
	Non-delivery of PDU SESSION ESTABLISHMENT ACCEPT
	F
	15.2.1
	C1-191539
	Ericsson
	5GS_Ph1-CT
	6.4.1.7
	TS 23.502 CR#0879 (SA2)

	24.501
	926
	1
	Rel-15
	Correction to Service area list IE Type of list "11"
	F
	15.2.1
	C1-191534
	MediaTek Inc.
	5GS_Ph1-CT
	5.3.5, 9.11.3.49
	 

	24.501
	927
	1
	Rel-15
	Setting of 5GSM cause value #36 regular deactivation
	F
	15.2.1
	C1-191597
	CATT
	5GS_Ph1-CT
	6.3.3.2, 6.4.3.2
	 

	24.501
	930
	1
	Rel-15
	Adding the UE local configuration option in 24.501
	F
	15.2.1
	C1-191554
	Nokia, Nokia Shanghai Bell
	5GS_Ph1-CT
	3.1, 4.6.3., 6.4.1.2
	TS/TR 24.526 CR 0012

	24.501
	933
	-
	Rel-15
	Handling of Replayed S1 UE security capabilities IE in Security Mode Command message
	F
	15.2.1
	C1-191381
	Qualcomm Incorporated
	5GS_Ph1-CT
	5.4.2.3, 5.4.2.5
	 

	24.501
	934
	2
	Rel-15
	Clarifications on use of PCF-provided PTI for UE policies delivery
	F
	15.2.1
	C1-191635
	Nokia, Nokia Shanghai Bell, Qualcomm Incorporated, Ericsson, Huawei, HiSilicon
	5GS_Ph1-CT
	D.1, (new) D1.1, (new) D.1.2, D.2.1.2, D.2.1.3, D.2.1.4, D.2.1.5, D.2.1.6
	TS/TR 24501 CR 0873



