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*** First change ***
[bookmark: _Toc533101230]4.7	Provision and handling of local emergency numbers
It is a UE implementation option to support the procedures of this subclause.
Once the UE has a secure connection to a PLMN through non-3GPP access, the UE supports obtaining local emergency numbers by one of the following ways:
i)	when the UE is connected to a PLMN through trusted non-3GPP access, the local emergency numbers is provided through ANQP, within the ANQP payload. The signalling protocol and methods for use of ANQP is as specified in IEEE 802.11-2012 [57]. See also annex I;
ii)	when the UE is connected to a PLMN through untrusted non-3GPP access, local emergency numbers can be provided through DNS query. See annex J; or
iii)	when the UE is connected to a PLMN through untrusted non-3GPP access, local emergency numbers can be provided through IKEv2. See annex K.
Upon receiving the local emergency numbers through any of the methods indicated above, the UE shall store the local emergency numbers:
a)	if the Non-3GPP emergency number indicator within the Non-3GPP NW provided policies IE through registration procedures over 3GPP access is set to "use of non-3GPP emergency numbers permitted", and:
-	if the UE is connected to a PLMN through non-3GPP access and also registered to same PLMN or different PLMN through 3GPP access in the same country, then provide these local emergency numbers to upper layers for the detection of UE initiated emergency call;
-	if the UE is connected to a PLMN through non-3GPP access but is also registered to different PLMN through 3GPP access that is not in the same country, then do not use the received local emergency numbers;
b)	if the Non-3GPP emergency number indicator within the Non-3GPP NW provided policies IE through registration procedures over 3GPP access is set to "use of non-3GPP emergency numbers not permitted", or if no Non-3GPP NW provided policies IE was provided through registration procedures over 3GPP access, then:
-	do not use the received local emergency numbers for the detection of UE initiated emergency call over 3GPP access; and
c)	if the UE:
-	is connected to a PLMN through non-3GPP access;
-	is not registered to any PLMN through 3GPP access;
-	is not in limited service state camped on an acceptable cell of any PLMN through 3GPP access; and
-	can determine that the MCC information of the local emergency numbers received over non-3GPP access corresponds to the country in which the UE is located;
	then, as an implementation option, provide these local emergency numbers to upper layers for the detection of UE initiated emergency call.
NOTE:	The UE determination of the country in which the UE is located, is UE implementation specific.
The local emergency numbers, received in any of the methods indicated above:
-	are only valid in the country where these local emergency numbers were provided;
-	replace only the stored local emergency numbers received over non-3GPP access, if any;
-	shall be deleted when UE moves to a country different from where the local emergency numbers were received; and at switch off or removal of the USIM.
*** Last change ***

