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Proposed changes:

*** 1st Change ***

3.2
Abbreviations

For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].

AM
Access and Mobility Management

BDT
Background Data Transfer

DNAI
DN Access Identifier
DNN
Data Network Name
GPSI
Generic Public Subscription Identifier

JSON
JavaScript Object Notation
NEF
Network Exposure Function

NR
New Radio

NRF
Network Repository Function

PCF
Policy Control Function

PFD
Packet Flow Description
SM
Session Management
S-NSSAI
Single Network Slice Selection Assistance Information
SUPI
Subscription Permanent Identifier
UDR
Unified Data Repository
UPSI
UE Policy Section Identifier

*** 2nd Change ***

5.4.1
General

This subclause specifies the application data model supported by the API.

Table 5.4.1-1 specifies the data types defined for the Nudr_DataRepository for Policy Data service based interface protocol.

Table 5.4.1-1: Nudr_DataRepository specific Data Types for Policy Data
	Data type
	Section defined
	Description
	Applicability

	AmPolicyData
	5.4.2.2
	Contains the AM policy data for a given subscriber.
	

	BdtData
	5.4.2.9
	Contains the background data transfer data.
	

	LimitIdToMonitoringKey
	5.4.2.16
	Contains the limit identifier and the corresponding monitoring key for a given S-NSSAI and DNN.
	

	Periodicity
	5.4.3.4
	Indicates a type of time period.
	

	PolicyDataChangeNotification
	5.4.2.11
	Contains changed policy data for which notification was requested.
	

	PolicyDataSubscription
	5.4.2.10
	Identifies a subscription to policy data change notification.
	

	SmPolicyData
	5.4.2.5
	Contains SM policy data for a subscriber and S-NSSAI.
	

	SmPolicyDnnData
	5.4.2.15
	Contains SM policy data for a DNN and S-NSSAI.
	

	SmPolicySnssaiData
	5.4.2.14
	Contains SM policy data for a S-NSSAI.
	

	SponsorConnectivityData
	5.4.2.8
	Contains the sponsored data connectivity related information for a sponsor identifier.
	

	TimePeriod
	5.4.2.12
	Contains the periodicity for the defined usage monitoring data limits.
	

	UePolicySetPatch
	5.4.2.17
	Contains the UE policy data that can be modified by the PCF.
	

	UePolicySection
	5.4.2.3
	Contains the UE policy section.
	

	UePolicySet
	5.4.2.4
	Contains the UE policy set for a given subscriber.
	

	UsageMonLevel
	5.4.3.3
	Indicates the level of the usage monitoring instance (PDU Session level or per Service)
	

	UsageMonData
	5.4.2.7
	Contains remain allowed usage data for a subscriber.
	

	UsageMonDataLimit
	5.4.2.6
	Contains usage monitoring control data for a subscriber.
	

	UsageMonDataScope
	5.4.2.13
	Contains SNSSAI and DNN combinations to which the UsageMonData instance belongs to.
	


Table 5.4.1-2 specifies data types re-used by the Nudr_DataRepository for Policy Data service based interface protocol from other specifications, including a reference to their respective specifications and when needed, a short description of their use within the Nudr_DataRepository for Policy Data service based interface.

Table 5.4.1-2: Nudr_DataRepository re-used Data Types for Policy Data
	Data type
	Reference
	Comments
	Applicability

	BitRate
	3GPP TS 29.571 [7]
	String representing a bit rate that shall be formatted as follows:

pattern: "^\d+(\.\d+)? (bps|Kbps|Mbps|Gbps|Tbps)$"

Examples: 

"125 Mbps", "0.125 Gbps", "125000 Kbps".

	

	Bytes
	3GPP TS 29.571 [7]
	String with format "byte" as defined in OpenAPI Specification [3], i.e., base64-encoded characters.
	

	ChargingInformation
	3GPP TS 29.512 [12]
	The address of the Charging Function.
	

	
	
	
	

	DateTime
	3GPP TS 29.571 [7]
	String with format "date-time" as defined in OpenAPI Specification [3].
	

	Dnn
	3GPP TS 29.571 [7]
	Data Network Name.
	

	NetworkAreaInfo
	3GPP TS 29.554 [13]
	Represents a network area information.
	

	OperatorSpecificDataContainer
	3GPP TS 29.505 [15]
	Container for operator specific data
	

	PatchItem
	3GPP TS 29.571 [7]
	Data structure used for JSON patch.
	

	ProblemDetails
	3GPP TS 29.571 [7]
	Used in error responses to provide more detailed information about an error.
	

	Snssai
	3GPP TS 29.571 [7]
	Identifies the S-NSSAI.
	

	SupportedFeatures
	3GPP TS 29.571 [7]
	Used to negotiate the applicability of the optional features
	

	TransferPolicy
	3GPP TS 29.554 [13]
	Represents a transfer policy.
	

	Uinteger
	3GPP TS 29.571 [7]
	Unsigned Integer, i.e. only value 0 and integers greater than 0 are allowed.
	

	Uri
	3GPP TS 29.571 [7]
	String providing an URI.
	

	UsageThreshold
	3GPP TS 29.122 [9]
	Usage Thresholds (a data volume expected to be transferred per UE and/or time duration in seconds).
	

	VarUeId
	3GPP TS 29.571 [7]
	String represents the SUPI or GPSI.
	


*** 3rd Change ***

5.4.2.6
Type UsageMonDataLimit

Table 5.4.2.6-1: Definition of type UsageMonDataLimit 

	Attribute name
	Data type
	P
	Cardinality
	Description

	limitId
	string
	M
	1
	Identifies the limit, i.e. the usage monitoring control instance 

	scopes
	map(UsageMonDataScope)
	O
	1..N
	Identifies the SNSSAI and DNN combinations to which the usage monitoring data limit applies. The S-NSSAI is the key of the map. If omitted, the limit applies to every S-NSSAI and DNN.

	umLevel
	UsageMonLevel
	O
	0..1
	Indicates the level of the usage monitoring instance (PDU Session level or per Service).

	startDate
	DateTime
	C
	0..1
	Start date and time when the usage monitoring instance applies. It shall be provided when the resetPeriod attribute is provided.

	endDate
	DateTime
	O
	0..1
	End date and time when the usage monitoring instance applies.

	usageLimit
	UsageThreshold
	O
	0..1
	Maximum allowed traffic volume/time usage for a usage monitoring instance. If a resetPeriod is specified, this limit applies to every period separately and not for the entire time between the start and end dates. So for example, if the resetPeriod is daily, the usageLimit is applicable for each day until the end date is specified.

	resetPeriod
	TimePeriod
	O
	0..1
	Time period to reset the remaining allowed usage for a periodic usage monitoring instance (postpaid subscriptions). This attribute along with the startDate determine the actual absolute time at which usage needs to be reset.

	NOTE:
In this Release of the specification the "limitId" attribute is the Monitoring Key, and the "scopes" attribute shall always be present including one distinct SNSSAI and DNN pair.


*** 4th Change ***

5.4.2.7
Type UsageMonData

Table 5.4.2.7-1: Definition of type UsageMonData

	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	limitId
	string
	M
	1
	Identifies the limit as defined in the "limitId" attribute of the UsageMonDataLimit data type (see subclause 5.4.2.6).
	

	umLevel
	UsageMonLevel
	O
	0..1
	Indicates the level of the usage monitoring instance (PDU Session level or per Service).
	

	allowedUsage
	UsageThreshold
	O
	0..1
	Remaining allowed traffic volume usage and/or resource time usage.
	

	resetTime
	DateTime
	O
	0..1
	Time to reset the allowed usage back to the usageLimit of the corresponding UsageMonDataLimit. This is computed based on the corresponding startDate, resetPeriod and endDate of the corresponding UsageMonDataLimit. The allowedUsage is only applicable if the resetTime is in the future relative to the current time.
	

	NOTE:
In this Release of the specification the "limitId" attribute is the Monitoring Key, and the "scopes" attribute shall always be present including one distinct SNSSAI and DNN pair.


*** 5th Change ***

5.4.3.2
Simple data types

The simple data types defined in table 5.4.3.2-1 shall be supported.

Table 5.4.3.2-1: Simple data types

	Type Name
	Type Definition
	Description
	Applicability

	IpIndex
	integer
	Information that identifies which IP pool or external server is used to allocate the IP address.
	

	
	
	
	


*** 6th Change ***

6.4.1
General

This subclause specifies the application data model supported by the API.

Table 6.4.1-1 specifies the data types defined for the Nudr_DataRepository Service API for Application Data service based interface protocol.

Table 6.4.1-1: Nudr_DataRepository specific Data Types for Application Data
	Data type
	Section defined
	Description
	Applicability

	TrafficInfluData
	6.4.2.2
	Contains traffic influence data.
	

	TrafficInfluDataPatch
	6.4.2.3
	Contains modification instructions to be performed on the traffic influence data.
	

	TrafficInfluSub
	6.4.2.4
	Contains traffic influence subscription data.
	


Table 6.4.1-2 specifies data types re-used by the Nudr_DataRepository Service API for Application Data service based interface protocol from other specifications, including a reference to their respective specifications and when needed, a short description of their use within the Nudr_DataRepository Service API for Application Data service based interface. 

Table 6.4.1-2: Nudr_DataRepository re-used Data Types for Application Data
	Data type
	Reference
	Comments
	Applicability

	ApplicationId
	3GPP TS 29.571 [7]
	Indicates an application identifier.
	

	DateTime
	3GPP TS 29.571 [7]
	Indicates a date and time.
	

	Dnn
	3GPP TS 29.571 [7]
	Identifies a Data Network Name.
	

	EthFlowDescription
	3GPP TS 29.514 [16]
	Contains the Ethernet data flow information.
	

	FlowInfo
	3GPP TS 29.122 [9]
	Contains the flow information.
	

	NetworkAreaInfo
	3GPP TS 29.554 [13]
	Describes a network area information
	

	PfdDataForApp
	3GPP TS 29.551 [8]
	Identifies the PFDs for one application identifier
	

	RouteToLocation
	3GPP TS 29.571 [7]
	Identifies the N6 traffic routing requirement.
	

	Snssai
	3GPP TS 29.571 [7]
	Identifies a Single Network Slice Selection Assistance Information
	

	Supi
	3GPP TS 29.571 [7]
	Identifies a SUPI that shall contain either an IMSI or an NAI
	

	SupportedFeatures
	3GPP TS 29.571 [7]
	Used to negotiate the applicability of the optional features.
	

	
	
	
	

	Uri
	3GPP TS 29.571 [7]
	Identifies a URI.
	


*** 7th Change ***

7.3.1
General

This subclause specifies the application data model supported by the API.

Table 7.3.1-1 specifies the data types defined for the Nudr_DataRepository for Exposure Data service based interface protocol.

Table 7.3.1-1: Nudr_DataRepository specific Data Types for Exposure Data

	Data type
	Section defined
	Description
	Applicability

	AccessAndMobilityData
	7.3.2.2
	
	

	ExposureDataChangeNotification
	7.3.2.5
	Contains changed exposure data for one UE for which Notification was requested.
	

	ExposureDataSubscription
	7.3.2.4
	Subscription to Notifications about Exposure Data
	

	PduSessionManagementData
	7.3.2.3
	
	

	PduSessionStatus
	7.3.3.2.1
	Represents the state of the PDU session, i.e. active or released.
	


Table 7.3.1-2 specifies data types re-used by the Nudr_DataRepository for Exposure Data service based interface protocol from other specifications, including a reference to their respective specifications and when needed, a short description of their use within the Nudr_DataRepository for Exposure Data service based interface. 

Table 7.3.1-2: Nudr_DataRepository re-used Data Types for Exposure Data

	Data type
	Reference
	Comments
	Applicability

	AccessType
	3GPP TS 29.571 [7]
	Identifies the access type, i.e. 3GPP access or Non-3GPP access.
	

	CmInfo
	3GPP TS 29.518 [10]
	Describes the connectivity management state of a UE.
	

	DateTime
	3GPP TS 29.571 [7]
	
	

	Dnai
	3GPP TS 29.571 [7]
	Identifies a Data network access identifier.
	

	Dnn
	3GPP TS 29.571 [7]
	Identifies a Data Network Name.
	

	Ipv4Addr
	3GPP TS 29.571 [7]
	The IPv4 Address.
	

	Ipv6Prefix
	3GPP TS 29.571 [7]
	The Ipv6 Address Prefix.
	

	
	
	
	

	PlmnId
	3GPP TS 29.571 [7]
	Identifies a PLMN.
	

	RatType
	3GPP TS 29.571 [7]
	Identifies a RAT type.
	

	RmInfo
	3GPP TS 29.518 [10]
	Describes the registration management state of a UE.
	

	RouteToLocation
	3GPP TS 29.571 [7]
	A traffic route to/from an DNAI.
	

	TimeZone
	3GPP TS 29.571 [7]
	Identifies a time zone.
	

	SmsSupport
	3GPP TS 29.518 [10]
	Indicates the supported SMS delivery of a UE.
	

	SupportedFeatures
	3GPP TS 29.571 [7]
	Used to negotiate the applicability of the optional features.
	

	UeReachability
	3GPP TS 29.518 [10]
	Describes the reachability of the UE.
	

	Uri
	3GPP TS 29.571 [7]
	
	

	UserLocation
	3GPP TS 29.571 [7]
	Identifies the user location.
	

	VarUeId
	3GPP TS 29.571 [7]
	String represents the SUPI or GPSI.
	


*** End of Changes ***

