

	
[bookmark: _GoBack]3GPP TSG-CT WG4 Meeting #89	C4-190113
Montreal, Canada; 25th Feb - 1st March 2019
	CR-Form-v11.4

	CHANGE REQUEST

	

	
	29.518
	CR
	0134
	rev
	-
	Current version:
	15.2.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	X



	

	Title:	
	PDU sessions not accepted by target AMF in N2 based handover

	
	

	Source to WG:
	Nokia, Nokia Shanghai Bell

	Source to TSG:
	CT4

	
	

	Work item code:
	5GS_Ph1-CT
	
	Date:
	2019-01-18

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	[bookmark: OLE_LINK1]Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
Rel-12	(Release 12)
Rel-13	(Release 13)
Rel-14	(Release 14)
Rel-15	(Release 15)
Rel-16	(Release 16)

	
	

	Reason for change:
	CR 23.502 0852 (S2-1812927) has clarified in subclause 4.9.1.3.2 of TS 23.502, step 12 (Namf_Communication_CreateUEContextResponse) that:   

	The PDU Sessions failed to be setup list includes the List Of PDU Sessions failed to be setup received from target RAN in step 10 and the Non-accepted PDU session List generated by the T-AMF.
	Non-accepted PDU Session List includes following PDU Session(s) with proper cause value:
-	Non-accepted PDU Session(s) by the SMF(s);
-	Non-accepted PDU Session(s) by the AMF due to no response from the SMF within maximum wait time; and
-	Non-accepted PDU Session(s) by the AMF due to non-available S-NSSAI in the T-AMF, which is decided at step 4.
Corresponding description in the UeContextCreatedData should be updated. 


	
	

	Summary of change:
	The description of the failedSessionList IE in UeContextCreatedData is expanded to also include the N2 SM "Handover Preparation Unsuccessful Transfer" IE(s) generated by the target AMF for PDU session(s) not accepted by the target AMF. 

	
	

	Consequences if not approved:
	It is not specified how the target AMF signals to the source AMF, PDU sessions not accepted by the target AMF. 

	
	

	Clauses affected:
	6.1.6.2.42

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	This CR does not require a version update of the OpenAPI file.

PDU sessions failed to be setup in the target RAN are signalled to SMF and then from SMF to AMF (see step 4b of subclause 5.2.2.3.4.2 of TS 29.502), i.e. they are handled by the AMF like PDU sessions not accepted by the SMF.  




Page 1
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[bookmark: _Toc532995808]6.1.6.2.42	Type: UeContextCreatedData
Table 6.1.6.2.42-1: Definition of type UeContextCreatedData
	Attribute name
	Data type
	P
	Cardinality
	Description

	ueContext
	UeContext
	M
	1
	Represents the newly created individual ueContext resource

	targetToSourceData
	N2InfoContent
	M
	1
	This IE shall contain the "Target to Source Transparent Container".

	pduSessionList
	array(N2SmInformation)
	M
	1..N
	This IE shall be included to contain the list of N2SmInformation, where each N2SmInformation includes the "Handover Command Transfer" received from the SMF, per PDU session ID.

	pcfReselectedInd
	boolean
	C
	0..1
	This IE shall be present and set to true if the target AMF has decided to select a new PCF for AM Policy other than the one which was included in the UeContext by the old AMF.

	ngapCause
	NgApCause
	C
	0..1
	This IE shall be present, if available. When present, it shall represent the NGAP cause received from RAN.

	failedSessionList
	array(N2SmInformation)
	C
	1..N
	This IE shall be included to contain a list of N2SmInformation, where each N2SmInformation includes the "Handover Preparation Unsuccessful Transfer" N2 SM content either received from the SMF for athe PDU session failed to be handed over or generated by the target AMF for a PDU session not accepted by the target AMF (e.g. due to no response from the SMF within a maximum wait timer or due to non-available S-NSSAI in the target AMF). See NOTE.

	supportedFeatures
	SupportedFeatures
	C
	0..1
	This IE shall be present if at least one optional feature defined in subclause 6.1.8 is supported. 

	NOTE: 	As an exception, the AMF generates N2 SM Information (Handover Preparation Unsuccessful Transfer IE) for a PDU session not accepted by the AMF, since this N2 SM IE needs to be included in the Handover Command sent by the source AMF to the source NG-RAN; this N2 SM IE carries a Cause value.      
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