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	Reason for change:
	The EnableUEReachability service operation uses the HTTP PUT method (see subclauses 5.4.2.2.1 and 6.3.3). 

It is mistakenly defined using POST in the OpenAPI document. 



	
	

	Summary of change:
	The OpenAPI document of Namf_MT is corrected to use HTTP PUT. 


	
	

	Consequences if not approved:
	The main body of the TS and OpenAPI Annex are inconsistent, resulting in interoperability failures and failures to make the UE reachable. 
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	Other comments:
	This CR introduces backward compatible correction to the OpenAPI specification file for the Namf_MT API.
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[bookmark: _Toc532985502]* * * For Information * * * *
[bookmark: _Toc532995642]5.4.2.2	EnableUEReachability
[bookmark: _Toc532995643]5.4.2.2.1	General
The EnableUEReachability service operation is used in the following procedure:
-	MT SMS over NAS in CM-IDLE state (see 3GPP TS 23.502 [3], subclause 4.13.3.6), or in CM-CONNECTED state (see 3GPP TS 23.502 [2], subclause 4.13.3.7).
The EnableUEReachability service operation shall be invoked by the NF Service Consumer (e.g. SMSF) to enable the reachability of the UE. 
The NF Service Consumer shall invoke the service by using the HTTP method PUT, towards the URI of a "ueReachInd" resource as specified in subclause 6.3.3.2. See also figure 5.4.2.2.1-1.


Figure 5.4.2.2.2-1: NF Service Consumer enables the reachability of the UE
1.	The NF Service Consumer sends a PUT request to the resource representing the ueReachInd resource of the AMF. The payload body of the PUT request shall contain an "EnableUeReachabilityReqData" object.
2a.	On success: 
-	if the UE is in CM-CONNECTED state, the AMF shall immediately respond using "200 OK" status code, with payload containing an "EnableUeReachabilityRspData" object.
-	if the UE is in CM-IDLE state and the NAS message is to be sent over via 3GPP access, the AMF shall page the UE. When UE becomes CM-CONNECTED, "200 OK" shall be returned with payload containing an "EnableUeReachabilityRspData" object.
2b.	On failure or redirection, one of the HTTP status code listed in Table 6.3.3.2.3.1-3 shall be returned. For a 4xx/5xx response, the message body shall contain a ProblemDetails structure with the "cause" attribute set to one of the application error listed in Table 6.3.3.2.3.1-3.

* * * For Information * * * *

[bookmark: _Toc532995931]6.3.3	Resources 
[bookmark: _Toc532995932]6.3.3.1	Overview

 
Figure 6.3.3.1-1: Resource URI structure of the Namf_MT Service API
Table 6.3.3.1-1 provides an overview of the resources and applicable HTTP methods.
Table 6.3.3.1-1: Resources and methods overview
	Resource name
	Resource URI
	HTTP method or custom operation
	Description

	ueReachInd
	{apiRoot}/namf-mt/v1/ue-contexts/{ueContextId}/ue-reachind
	PUT
	Update the ueReachInd to UE Reachable

	ueContext
	{apiRoot}/namf-mt/v1/ue-contexts/{ueContextId}
	GET
	Map to following service operation:
- ProvideDomainSelectionInfo



* * * For Information * * * *
[bookmark: _Toc532995937]6.3.3.2.3.1	PUT
This method shall support the URI query parameters specified in table 6.3.3.2.3.1-1.
Table 6.3.3.2.3.1-1: URI query parameters supported by the PUT method on this resource 
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	



This method shall support the request data structures specified in table 6.3.3.2.3.1-2 and the response data structures and response codes specified in table 6.3.3.2.3.1-3.
Table 6.3.3.2.3.1-2: Data structures supported by the PUT Request Body on this resource 
	Data type
	P
	Cardinality
	Description

	EnableUeReachabilityReqData

	M
	1
	Contain the State of the UE, the value shall be set to UE Reachable.



Table 6.3.3.2.3.1-3: Data structures supported by the PUT Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	EnableUeReachabilityRspData
	M
	1
	200 OK
	Indicate the ueReachInd is updated to UE Reachable.

	ProblemDetails
	M
	1
	307 Temporary Redirect
	This represents the case when the related UE context is not fully available at the target NF Service Consumer (e.g. AMF) during a planned maintenance case (e.g. AMF planned maintenance without UDSF case). The "cause" attribute shall be set to the following application error:
-	NF_CONSUMER_REDIRECT_ONE_TXN

See table 6.3.7.3-1 for the description of these errors
The Location header of the response shall be set to the target NF Service Consumer (e.g. AMF) to which the request is redirected.

	ProblemDetails
	M
	1
	403 Forbidden
	The "cause" attribute shall be set to one of the following application errors:
-	UNABLE_TO_PAGE_UE
-	UNSPECIFIED

See table 6.3.7.3-1 for the description of this error.

	ProblemDetails
	M
	1
	404 Not Found
	This represents the case when the related UE is not found in the NF Service Consumer (e.g. AMF). The "cause" attribute shall be set to one of the following application error:
-	CONTEXT_NOT_FOUND

See table 6.3.7.3-1 for the description of these errors

	ProblemDetails
	M
	1
	503 Service Unavailable
	The "cause" attribute shall be set to one of the errors defined in Table 5.2.7.2-1 of 3GPP TS 29.500 [4].

The HTTP header field "Retry-After" shall not be included in this scenario.

	ProblemDetails
	M
	1
	504 Gateway Timeout
	The "cause" attribute shall be set to the following application error:
-	UE_NOT_RESPONDING

See table 6.3.7.3-1 for the description of this error.




* * * First Change * * * *
[bookmark: _Toc532996020]A.4	Namf_MT
openapi: 3.0.0
info:
  version: 1.0.0
  title: Namf_MT
  description: AMF Mobile Termination Service
security:
  - {}
  - oAuth2Clientcredentials:
      - namf-mt
externalDocs:
  description: 3GPP TS 29.518 V15.2.0; 5G System; Access and Mobility Management Services
  url: 'http://www.3gpp.org/ftp/Specs/archive/29_series/29.518/'
servers:
  - url: '{apiRoot}/namf-mt/v1'
    variables:
      apiRoot:
        default: https://example.com
        description: apiRoot as defined in subclause subclause 4.4 of 3GPP TS 29.501
paths:
  '/ue-contexts/{ueContextId}':
    get:
      summary: Namf_MT Provide Domain Selection Info service Operation
      tags:
        - ueContext (Document)
      operationId: Provide Domain Selection Info
      parameters:
        - name: ueContextId
          in: path
          description: UE Context Identifier
          required: true
          schema:
            type: string
            pattern: '^(imsi-[0-9]{5,15}|nai-.+|.+)$'
        - name: info-class
          in: query
          description: UE Context Information Class
          schema:
            $ref: '#/components/schemas/UeContextInfoClass'
        - name: supported-features
          in: query
          description: Supported Features
          schema:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'
      responses:
        '200':
          description: Requested UE Context Information returned
          content:
            application/json:
              schema:
                $ref: '#/components/schemas/UeContextInfo'
        '307':
          description: Temporary Redirect
          content:
            application/problem+json:
              schema:
                $ref: 'TS29571_CommonData.yaml#/components/schemas/ProblemDetails'
        '400':
          $ref: 'TS29571_CommonData.yaml#/components/responses/400'
        '403':
          $ref: 'TS29571_CommonData.yaml#/components/responses/403'
        '404':
          $ref: 'TS29571_CommonData.yaml#/components/responses/404'
        '414':
          $ref: 'TS29571_CommonData.yaml#/components/responses/414'
        '429':
          $ref: 'TS29571_CommonData.yaml#/components/responses/429'
        '500':
          $ref: 'TS29571_CommonData.yaml#/components/responses/500'
        '503':
          $ref: 'TS29571_CommonData.yaml#/components/responses/503'
        default:
          description: Unexpected error
  /ue-contexts/{ueContextId}/ue-reachind:
    postput:
      summary: Namf_MT EnableUEReachability service Operation
      tags:
        - ueReachInd (Document)
      operationId: EnableUeReachability
      parameters:
        - name: ueContextId
          in: path
          description: UE Context Identifier
          required: true
          schema:
            type: string
      requestBody:
        content:
          application/json:
            schema:
              $ref: '#/components/schemas/EnableUeReachabilityReqData'
        required: true
      responses:
        '200':
          description: UE has become reachable as desired
          content:
            application/json:
              schema:
                $ref: '#/components/schemas/EnableUeReachabilityRspData'
        '307':
          description: Temporary Redirect
          content:
            application/problem+json:
              schema:
                $ref: 'TS29571_CommonData.yaml#/components/schemas/ProblemDetails'
        '400':
          $ref: 'TS29571_CommonData.yaml#/components/responses/400'
        '403':
          $ref: 'TS29571_CommonData.yaml#/components/responses/403'
        '404':
          $ref: 'TS29571_CommonData.yaml#/components/responses/404'
        '411':
          $ref: 'TS29571_CommonData.yaml#/components/responses/411'
        '413':
          $ref: 'TS29571_CommonData.yaml#/components/responses/413'
        '415':
          $ref: 'TS29571_CommonData.yaml#/components/responses/415'
        '429':
          $ref: 'TS29571_CommonData.yaml#/components/responses/429'
        '500':
          $ref: 'TS29571_CommonData.yaml#/components/responses/500'
        '503':
          $ref: 'TS29571_CommonData.yaml#/components/responses/503'
        '504':
          $ref: 'TS29571_CommonData.yaml#/components/responses/504'
        default:
          description: Unexpected error


* * * End of Change * * * *
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