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*** 1st change ***
[bookmark: _Toc533171712]2	References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
[bookmark: OLE_LINK2][bookmark: OLE_LINK4][bookmark: OLE_LINK3]-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[1]	3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[1A]	3GPP TS 22.011: "Service accessibility".
[2]	3GPP TS 22.101: "Service aspects; Service principles".
[3]	3GPP TS 22.261: "Service requirements for the 5G system; Stage 1".
[4]	3GPP TS 23.003: "Numbering, addressing and identification".
[4A]	3GPP TS 23.040: "Technical realization of Short Message Service (SMS)".
[5]	3GPP TS 23.122: "Non-Access-Stratum functions related to Mobile Station (MS) in idle mode".
[6]	3GPP TS 23.167: "IP Multimedia Subsystem (IMS) emergency sessions".
[7]	3GPP TS 23.401: "GPRS enhancements for E-UTRAN access".
[8]	3GPP TS 23.501: "System Architecture for the 5G System; Stage 2".
[9]	3GPP TS 23.502: "Procedures for the 5G System; Stage 2".
[10]	3GPP TS 23.503: "Policy and Charging Control Framework for the 5G System; Stage 2".
[11]	3GPP TS 24.007: "Mobile radio interface signalling layer 3; General aspects".
[12]	3GPP TS 24.008: "Mobile Radio Interface Layer 3 specification; Core Network Protocols; Stage 3".
[13]	3GPP TS 24.011: "Point-to-Point Short Message Service (SMS) support on mobile radio interface".
[14]	3GPP TS 24.229: "IP multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3".
[15]	3GPP TS 24.301: "Non-Access-Stratum (NAS) protocol for Evolved Packet System (EPS); Stage 3".
[16]	3GPP TS 24.302: "Access to the 3GPP Evolved Packet Core (EPC) via non-3GPP access networks; Stage 3"
[17]	3GPP TS 24.368: "Non-Access Stratum (NAS) configuration Management Object (MO)".
[18]	3GPP TS 24.502: "Access to the 3GPP 5G System (5GS) via non-3GPP access networks; Stage 3".
[19]	3GPP TS 24.526: "UE policies for 5G System (5GS); Stage 3".
[20]	3GPP TS 24.623: "Extensive Markup Language (XML) Configuration Access Protocol (XCAP) over the Ut interface for Manipulating Supplementary Services".
[20A]	3GPP TS 29.502: "5G System; Session Management Services; Stage 3".
[21]	3GPP TS 29.525: "5G System; UE Policy Control Service; Stage 3"3GPP TS 29.507: "5G System; Access and Mobility Policy Control Service; Stage 3".
[22]	3GPP TS 31.102: "Characteristics of the Universal Subscriber Identity Module (USIM) application".
[22A]	3GPP TS 31.111: "USIM Application Toolkit (USAT)".
[22B]	3GPP TS 31.115: "Secured packet structure for (Universal) Subscriber Identity Module (U)SIM Toolkit applications".
[23]	3GPP TS 33.102: "3G security; Security architecture".
[23A]	3GPP TS 33.401: "3GPP System Architecture Evolution; Security architecture".
[24]	3GPP TS 33.501: "Security architecture and procedures for 5G System".
[25]	3GPP TS 36.323: "NR; Packet Data Convergence Protocol (PDCP) specification".
[25A]	3GPP TS 36.331: "Evolved Universal Terrestrial Radio Access (E-UTRA); Radio Resource Control (RRC) protocol specification".
[26]	3GPP TS 36.355: "Evolved Universal Terrestrial Radio Access (E-UTRA); LTE Positioning Protocol (LPP)".
[27]	3GPP TS 38.300: "NR; NR and NG-RAN Overall Description; Stage 2".
[28]	3GPP TS 38.304: "New Generation Radio Access Network; User Equipment (UE) procedures in Idle mode".
[29]	3GPP TS 38.323: "Evolved Universal Terrestrial Radio Access (E-UTRA); Packet Data Convergence Protocol (PDCP) specification".
[30]	3GPP TS 38.331: "NR; Radio Resource Control (RRC); Protocol Specification".
[31]	3GPP TS 38.413: "NG Radio Access Network (NG-RAN); NG Application Protocol (NGAP)".
[32]	IETF RFC 768: "User Datagram Protocol".
[33]	IETF RFC 793: "Transmission Control Protocol."
[34]	IETF RFC 3748: "Extensible Authentication Protocol (EAP)".
[35]	IETF RFC 3736: "Stateless Dynamic Host Configuration Protocol (DHCP) Service for IPv6"
[35A]	IETF RFC 4122: "A Universally Unique IDentifier (UUID) URN Namespace".
[36]	IETF RFC 4191: "Default Router Preferences and More-Specific Routes".
[37]	IETF RFC 7542: "The Network Access Identifier".
[38]	IETF RFC 4303: "IP Encapsulating Security Payload (ESP)".
[39]	IETF RFC 4862: "IPv6 Stateless Address Autoconfiguration".
[40]	IETF RFC 5448: "Improved Extensible Authentication Protocol Method for 3rd Generation Authentication and Key Agreement (EAP-AKA')".
[41]	IETF RFC 7296: "Internet Key Exchange Protocol Version 2 (IKEv2)".
[42]	ITU-T Recommendation E.212: "The international identification plan for mobile terminals and mobile users".

*** 2nd change ***
[bookmark: _Toc533172527][bookmark: _Toc533172533]D.2.1.4	Network-requested UE policy management procedure not accepted by the UE
If the UE could not execute all instructions included in the UE policy section management list IE successfully, the UE shall:
a)	encode the UPSI associated with the instructions which could not be executed successfully and the associated UE policy delivery service cause indicating the cause of the failure in a UE policy section management result IE as specified in subclause D.5.3 and include it in a MANAGE UE POLICY COMMAND REJECT message, and
b)	transport the MANAGE UE POLICY COMMAND REJECT message using the NAS transport procedure as specified in subclause 5.4.5.
Upon receipt of the MANAGE UE POLICY COMMAND REJECT message, the PCF shall stop timer T3501.
Upon receipt of the notification from the AMFN15 indication that the UE is not reachable, the PCF shall stop the T3501.
*** 3rd change ***
D.2.2.3	UE-initiated UE state indication procedure accepted by the network
Upon receipt of the UE STATE INDICATION message, the PCF shall operate as described in 3GPP TS 23.502 [9] and 3GPP TS 29.52507 [21].
*** End of changes ***

