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	Reason for change:
	Per TS 23.503, only the (V-) PCF  can provide the UE with ANDSP. Consequently, the PLMN ID part of the UPSI for a UE policy part of ANDSP type can only be that of the HPLMN or the selected PLMN, and receiving a UE policy part whose UPSI has a different PLMN ID part should trigger error handling at the UE. The handling of this abnormal case for ANDSP policies has to be added.

	
	

	Summary of change:
	Text was added to specify that the UE sends error cause #111 (Protocol error, unspecified) when receiving  UE policies with any PLMN ID other than HPLMN and the RPLMN.

Interoperability impact analysis: No impact


	
	

	Consequences if not approved:
	The UE behavior upon receiving a ANDSP UE policy instruction with unacceptable PLMN ID will remain unspecified.
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[bookmark: _Toc525307285]D.2.1.6	Abnormal cases in the UE
The following abnormal cases can be identified:
[bookmark: _Hlk536033611][bookmark: _Hlk536035095]a)	Receipt of an instruction associated with a UPSI which has a PLMN ID part that is not equal to the PLMN ID of the UE's’s HPLMN and the instruction contains a UE policy part with a UE policy part type set to "URSP".
	The UE shall set the UE policy delivery service cause to #111 (Protocol error, unspecified) for the instruction in the UE policy section management result IE of the MANAGE UE POLICY COMMAND REJECT message.
[bookmark: _GoBack]b)	Receipt of an instruction associated with a UPSI which has a PLMN ID part that is not equal to the PLMN ID of the UE's HPLMN or the UE's RPLMN and the instruction contains a UE policy part with a UE policy part type set to "ANDSP".
	The UE shall set the UE policy delivery service cause to #111 (Protocol error, unspecified) for the instruction in the UE policy section management result IE of the MANAGE UE POLICY COMMAND REJECT message.

