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	Clauses affected
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	24.501
	796
	1
	Rel-15
	Corrections on fallback indication from lower layers
	F
	15.2.1
	C1-190399
	vivo
	5GS_Ph1-CT
	5.3.1.4
	 

	24.501
	798
	2
	Rel-15
	Correction to the notification procedure
	F
	15.2.1
	C1-190683
	vivo
	5GS_Ph1-CT
	5.6.3.1
	 

	24.501
	801
	1
	Rel-15
	Correction on sub-clause numbering
	D
	15.2.1
	C1-190519
	MediaTek Inc.
	5GS_Ph1-CT
	5.2.2.1, 5.2.2.2, 5.2.2.3, 8.3.7.5, 8.3.7.6
	 

	24.501
	802
	3
	Rel-15
	Handling of QoS flow description without valid EPS bearer context
	F
	15.2.1
	C1-191561
	MediaTek Inc.
	5GS_Ph1-CT
	6.1.4.1
	 

	24.501
	803
	-
	Rel-15
	Correction on the lengths of 5GSM procedures
	F
	15.2.1
	C1-190301
	MediaTek Inc.
	5GS_Ph1-CT
	8.3.2.1, 8.3.7.1, 9.11.4.12
	 

	24.501
	804
	2
	Rel-15
	Corrections on Mapped EPS bearer context IE
	F
	15.2.1
	C1-190678
	MediaTek Inc.
	5GS_Ph1-CT
	9.11.4.8
	 

	24.501
	805
	2
	Rel-15
	Handling of missing QoS flow description and QoS rule
	F
	15.2.1
	C1-191560
	MediaTek Inc.
	5GS_Ph1-CT
	6.1.4.1
	 

	24.501
	806
	3
	Rel-15
	UE re-registration following UE parameters update
	F
	15.2.1
	C1-191656
	Nokia, Nokia Shanghai Bell, Samsung R&D Institute UK, Ericsson, Qualcomm Incorporated, Huawei, HiSilicon
	5GS_Ph1-CT
	5.4.5.3.3
	 

	24.501
	807
	1
	Rel-15
	Clarification on providing NSSAI to the lower layer
	F
	15.2.1
	C1-190528
	LG Electronics
	5GS_Ph1-CT
	4.6.2.3
	 

	24.501
	808
	1
	Rel-15
	Adjustment of relevent timers when T3346 is included in the 5GMM message
	F
	15.2.1
	C1-190628
	CATT
	5GS_Ph1-CT
	5.3.7
	 

	24.501
	809
	1
	Rel-15
	Clarification on PDU Session Modification procedure
	F
	15.2.1
	C1-190577
	vivo
	5GS_Ph1-CT
	6.3.2.2
	 

	24.501
	810
	1
	Rel-15
	Clarification on the behaviors of UE and SMF during the inter-system change
	F
	15.2.1
	C1-190583
	vivo
	5GS_Ph1-CT
	6.1.4.1
	 

	24.501
	812
	2
	Rel-15
	Several corrections to messages and IEs
	F
	15.2.1
	C1-190653
	Huawei, HSilicon
	5GS_Ph1-CT
	8.2.7.1, 8.2.16.1, 8.2.17.1, 8.2.28.1, 8.3.2.1, 8.3.7.1, 9.11.4.2, 9.11.4.8, 9.11.4.12, D.5.4.1
	 

	24.501
	814
	2
	Rel-15
	Correction to IEI values
	F
	15.2.1
	C1-190656
	Huawei, HSilicon
	5GS_Ph1-CT
	8.3.7.1.1, 8.3.9.1.1
	 

	24.501
	815
	2
	Rel-15
	Resolution on editor's notes on whether explicit start and stop indications for SMS over NAS is needed
	F
	15.2.1
	C1-191352
	Huawei, HSilicon
	5GS_Ph1-CT
	4.5.5
	 

	24.501
	817
	-
	Rel-15
	Correction to the definition of UE STATE INDICATION message content
	F
	15.2.1
	C1-190331
	Orange
	5GS_Ph1-CT
	D.5.4.1
	 

	24.501
	819
	1
	Rel-15
	Reference corrections on UE's state change due to congestion control
	F
	15.2.1
	C1-190511
	CATT
	5GS_Ph1-CT
	5.1.3.2.1.3.4, 5.1.3.2.1.4.4
	 

	24.501
	820
	3
	Rel-15
	Correction to behaviour upon receipt of 5GMM reject cause for a UE in single-registration mode
	F
	15.2.1
	C1-191611
	Huawei, HSilicon
	5GS_Ph1-CT
	5.4.1.2.2.11, 5.4.1.2.3.1, 5.4.1.3.5, 5.5.1.2.5, 5.5.1.3.5, 5.5.2.3.2, 5.5.2.3.4, 5.6.1.5
	 

	24.501
	821
	1
	Rel-15
	Informing the UE about the integrity protection failure at S1 to N1 mode change
	F
	15.2.1
	C1-190552
	MediaTek Inc.
	5GS_Ph1-CT
	5.5.1.3.5
	 

	24.501
	823
	1
	Rel-15
	Handling of abnormal case when UE gets UE policies with incorrect PLMN ID
	F
	15.2.1
	C1-190591
	Nokia, Nokia Shanghai Bell
	5GS_Ph1-CT
	D.2.1.6
	 



