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	Reason for change:
	In general section 5.6.3.1, three case are specified for the use of notification procedure: case a), b), and c).

However, in the subsequent subclauses 5.6.3.2~5.6.3.5, only the handling of case a) and case b) are specified. The following aspects are missing for case c) in the current specification:
- the initiation of notification procedure in 6.5.3.2;
- the Abnormal cases on the network side in 6.5.3.4;

Considering case c) is similar to case a, which happens when the UE is in 5GMM-IDLE mode over non-3GPP access and in 5GMM-CONNECTED mode over 3GPP acces, and the notification message is sent both over 3GPP acces, it is much easier to merge case c) into case a) to apply the same handling for both cases, comparing to adding the missing UE and network behavior for case c) in several sections.

Therefore it is proposed to merge case c into case a) in 5.6.3.1.

Interoperability impact analysis:
There is no backward compatibility issue introduced by the change.
The handling of case a) is already supported in the previous version of specification.
[bookmark: _GoBack]However the evaluation of conditions for case a) is impacted due to the merge of case c) into case a).



	
	

	Summary of change:
	merge case c into case a) in 5.6.3.1.


	
	

	Consequences if not approved:
	no handling for case c) of notification procedure is specified in the specification.
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*** Next change ***
[bookmark: _Toc533172006]5.6.3.1	General
The notification procedure is used by the network:
a)	to request the UE, by sending the NOTIFICATION message over 3GPP access, to re-establish the user-plane resources of PDU session(s) associated with non-3GPP access over 3GPP access or to deliver 5GSM downlink signalling messages associated with non-3GPP access over 3GPP access when the UE is in 5GMM-IDLE mode over non-3GPP access and in 5GMM-CONNECTED mode over 3GPP access; or
b)	to request the UE, by sending the NOTIFICATION message over non-3GPP access, to re-establish user-plane resources of the PDU session(s) or to deliver downlink signalling associated with 3GPP access over 3GPP access when the UE is in 5GMM-CONNECTED mode over non-3GPP access and in 5GMM-IDLE mode over 3GPP access when the UE is not in MICO mode; or.
c)	to request the UE, by sending the NOTIFICATION message over 3GPP access, to deliver 5GSM downlink signalling messages associated with non-3GPP access over 3GPP access when the UE is in 5GMM-IDLE mode over non-3GPP access and in 5GMM-CONNECTED mode over 3GPP access.
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