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	Reason for change:
	1) The PDU SESSION AUTHENTICATION COMMAND, PDU SESSION AUTHENTICATION COMPLETE and PDU SESSION AUTHENTICATION RESULT messages currently include the ePCO IE as optional IE. However, there is no description of how this IE can be used during the PDU session authentication and authorization procedure.
2) The EAP message IE is currently optional in the PDU SESSION AUTHENTICATION RESULT message, however the procedural text in subclause 6.3.1.3.1 mandates the SMF to include this IE:

The SMF shall set the EAP message IE of the PDU SESSION AUTHENTICATION RESULT message to the EAP-success message provided by the DN.
Moreover, no useful information remains in the message if the IE is not included.
In order to resolve this issue in a backwards compatible manner, it is proposed to keep the IE as optional with format TLV-E, but to mandate the inclusion of the IE in subclause 8.3.6.2

	
	

	Summary of change:
	1) A note was added stating that in this release of the specification, how the ePCO IE is used by the network and the UE during the PDU session authentication and authorization procedure is not specified
2) Inclusion of the EAP message IE was made mandatory in subclause 8.3.6.2

Backwards compatibility analysis:
The CR is backwards compatible with previous releases of this specification:
1) The addition of a note does not cause any backwards compatibility issue
2) Mandating inclusion of an IE that is optional in the message definition when the sending entity is already mandated to include the IE in procedural text does not cause any backwards compatibility issue

	
	

	Consequences if not approved:
	1) An IE will remain in several messages without any related text on its usage
2) The definition of the message will remain misaligned with the requirements on the SMF in the procedural text 
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*** First change ***
[bookmark: _Toc533172341]8.3.4.2	Extended protocol configuration options
This IE is included in the message when the network wants to transmit (protocol) data (e.g. configuration parameters, error codes or messages/events) to the UE.
NOTE:	How the Extended protocol configuration options IE is used by the network and the UE during the PDU session authentication and authorization procedure is not specified in this release of the specification.

[bookmark: _Toc533172343]*** Next change ***
[bookmark: _Toc533172344]8.3.5.2	Extended protocol configuration options
This IE is included in the message when the UE wants to transmit (protocol) data (e.g. configuration parameters, error codes or messages/events) to the network.
NOTE:	How the Extended protocol configuration options IE is used by the network and the UE during the PDU session authentication and authorization procedure is not specified in this release of the specification.

*** Next change ***
[bookmark: _Toc533172347]8.3.6.2	EAP message
This IE shall beis included when the external DN performs authentication and authorization of the UE using EAP and it completes successfully.
[bookmark: _Toc533172348]8.3.6.3	Extended protocol configuration options
This IE is included in the message when the network wants to transmit (protocol) data (e.g. configuration parameters, error codes or messages/events) to the UE.
NOTE:	How the Extended protocol configuration options IE is used by the network and the UE during the PDU session authentication and authorization procedure is not specified in this release of the specification.
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