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	Reason for change:
	Its not clear in current specificatin if UE is allowed to initiate deregistration procedure in 5GMM-REGISTERED.ATTEMPTING-REGISTRATION-UPDATE state. 

Looking at legacy specification i.e. 24.008 following UE behaviour was found for CS domain:

[bookmark: _Toc532896609]    24.008::4.2.2.2 	Service State, ATTEMPTING TO UPDATE
	not perform IMSI detach unless timer T3246 is running and the location area of the current cell is same as the stored location area;

Following the above text from 24.008 below scenario can be considered:
1. UE can be in 5GMM-REGISTERED.ATTEMPTING-REGISTRATION-UPDATE sate when UE is not in registered area i.e. UE is not registered with network. Example scenario is UE has moved out ot TAI list and in new TAI the UE faces abnormal case, attempt counter reaches 5. Due to which UE enters 5GMM-REGISTERED.ATTEMPTING-REGISTRATION-UPDATE sate. In this case UE shall not initiate deregister procedure.  
2. The other case can be the UE perform periodic registration and receives congestion cause (#22) from network. In this case network restarts the mobile reachable timer and sets the timer value greater than periodic registration timer value. Thus UE’s context is maintained in the network. Now if UE wants to perform deregister procedure then it should be allowed. 

Considering above cases it’s proposed that UE shall follow the same behaviour as defined in 24.008. 
Backwards Compatibility:
There is no impact to Rel-15 UE and Network operation.
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	Summary of change:
	UE shall not initiate deregister procedure unless timer T3346 is running and the stored TAI is part of tai list in 3GPPA. For N3GPPA TAI list condition is skipped as there is no TAI list usage. 

	
	

	Consequences if not approved:
	UE behavior is not clear in ATTEMPTING-REGISTRATION-UPDATE state whether deregister procedure is allowed or not allowed.
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*** Next change ***


[bookmark: _Toc533171848]5.2.3.2.3	ATTEMPTING-REGISTRATION-UPDATE
The UE in 3GPP access:
a)	shall not send any user data;
b)	shall initiate a registration procedure for mobility and periodic registration update on the expiry of timers T3502, T3511 or T3346;
c)	shall initiate a registration procedure for mobility and periodic registration update when entering a new PLMN, if timer T3346 is running and the new PLMN is not equivalent to the PLMN where the UE started timer T3346, the PLMN identity of the new cell is not in the forbidden PLMN lists, and the tracking area is not in one of the lists of 5GS forbidden tracking areas;
d)	shall initiate a registration procedure for mobility and periodic registration update when the tracking area of the serving cell has changed, if timer T3346 is not running, the PLMN identity of the new cell is not in one of the forbidden PLMN lists and the tracking area is not in one of the lists of 5GS forbidden tracking areas;
e)	may initiate a registration procedure for mobility and periodic registration update upon request of the upper layers to establish an emergency PDU session;
f)	may perform de-registration locally and initiate a registration procedure for initial registration for emergency services even if timer T3346 is running;
g)	shall initiate registration procedure for mobility and periodic registration update upon reception of paging, or upon reception of NOTIFICATION message with access type indicating 3GPP access; 
h)	may initiate a registration procedure for mobility and periodic registration update upon request for an MMTEL voice call or MMTEL video call from the upper layers, if timer T3346 is not running;
i)	shall initiate a registration procedure for mobility and periodic registration update if the 5GS update status is set to 5U2 NOT UPDATED, and timers T3511, T3502 and T3346 are not running; and
j)	if configured for eCall only mode as specified in 3GPP TS 31.102 [22], shall perform the eCall inactivity procedure at expiry of timer T3444 or timer T3445 (see subclause 5.5.3); and.
x)	shall not initiate de-registration procedure unless timer T3346 is running and the current TAI is part of the TAI list.
The UE in non-3GPP access:
a)	shall not send any user data;
b)	shall initiate the registration procedure for mobility and periodic registration update on the expiry of timers T3502, T3511 or T3346;
c)	may initiate a registration procedure for mobility registration update upon request of the upper layers to establish an emergency PDU session;
d)	may perform de-registration locally and initiate a registration procedure for initial registration for emergency services even if timer T3346 is running;
e)	may initiate a registration procedure for mobility and periodic registration update upon request for an MMTEL voice call or MMTEL video call from the upper layers, if timer T3346 is not running; and
f)	shall initiate a registration procedure for mobility and periodic registration update if the 5GS update status is set to 5U2 NOT UPDATED, and timers T3511, T3502 and T3346 are not running; and.
x)	shall not initiate de-registration procedure unless timer T3346 is running.
