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	Reason for change:
	As specified in TS 23.402, each WLANSP rule may include one or more groups of selection criteria in order and each group of selection criteria consists of multiple criteria.
Home network indication is encoded as one bit in the group of selection criteria as specified in TS 24.526.
The two points abve should be clarified in this specification for explicit description.
As specified in TS 23.402, if the HomeNetwork is set in a group of selection criteria then this group of selection criteria is not expected to include the PreferredRoamingPartnerList and the PreferredSSIDList. Therefore, the set of priority in the WLAN list based on the priority in preferred SSID list is only applicable when Home network ind bit is set to "1".

	
	

	Summary of change:
	Clarify each WLANSP rule may include one or more groups of selection criteria in priority order.
Clarify Home network ind is defined with "one bit".
Add a NOTE to specify that if the Home network ind bit is set to "1" in a group of selection criteria then this group of selection criteria is not expected to include the preferred roaming partner list and the preferred SSID list.
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*** First change ***
[bookmark: _Toc533163932]5.3.2.3	Automatic mode WLAN selection
The UE shall first determine valid WLANSP rules for WLAN selection:
a)	if the UE is not roaming over 3GPP access, the UE shall use the valid WLANSP rules from the HPLMN; 
b)	if the UE is roaming over 3GPP access, the UE may have valid WLANSP policies rules from both the VPLMN and the HPLMN. WLANSP rules from the HPLMN will have lower priority from the WLANSP rules from the VPLMN.
The UE shall then determine the selected WLAN(s) according to the following steps:
a)	use the procedures specified in the IEEE 802.11-2012 [19] to discover the available WLANs. The UE may perform ANQP procedures as specified in the IEEE 802.11-2012 [19] or the Hotspot 2.0 [20] to discover the attributes and capabilities of available WLANs; and 
b)	compare the attributes and capabilities of the available WLANs with the group of selection criteria of the valid WLANSP rules and construct a prioritized list of available WLANs that fulfill the selection criteria. 
1)	when there are multiple valid WLANSP rules the UE evaluates the valid WLANSP rules in priority order. The UE evaluates first if an available WLAN access meets the selection criteria of the highest priority valid WLANSP rule. The UE then evaluates if an available WLAN access meets the selection criteria of the next priority valid WLANSP rule;
NOTE 1:	Each WLANSP rule can include one or more groups of selection criteria in priority order. If there are multiple highest priority groups of selection criteria in the valid WLANSP rule, it is up to the UE implementation which one to use.
2)	if HomeNetworkInd the Home network ind bit is not set to "1" in the included group of selection criteria (see 3GPP TS 24.526 [17]), within a valid WLANSP rule, the WLAN(s) that match the group of selection criteria with the highest priority are considered as the most preferred WLANs, the WLAN(s) that match the group of selection criteria with the second highest priority are considered as the second most preferred WLANs. If there are multiple highest priority selection criteria, it is up to the UE implementation which one to use; and
3)	if HomeNetworkInd the Home network ind bit is set to "1" in the included group of selection criteria (see 3GPP TS 24.526 [17]), then the UE shall create a list of available WLANs that directly interwork with the home operator and shall apply the group of selection criteria to all the WLANs in this list. A WLAN is included in this list, if
i)	the other selection criteria in the active WLANSP rule are met; and
ii)	the domain name list (see IEEE 802.11-2012 [19]) includes:
A)	the home domain name derived from its IMSI; or
B)	the domain name derived from its list of equivalent PLMNs; and
NOTE 2:	If the Home network ind bit is set to "1" in a group of selection criteria then this group of selection criteria is not expected to include the preferred roaming partner list and the preferred SSID list.
4)	for both 2) and 3) above, tThe priority of a WLAN in the available WLANs list is set to the WLAN priority defined in the preferred SSID list of the matching group of selection criteria. There may be one or more selected WLANs in the list. 

*** End of change ***

