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	TS
	CR
	Rev
	Rel
	Title
	Cat
	Vsn
	TD#
	Source to WG
	Work Item
	Clauses affected
	Other Aff Specs

	24.502
	50
	1
	Rel-15
	AMF congestion when establishing security association and editors note
	F
	15.2.0
	C1-190553
	Motorola Mobility, Lenovo
	5GS_Ph1-CT
	7.3.2.3
	 

	24.502
	51
	1
	Rel-15
	AMF congestion when receiving NAS message
	B
	15.2.0
	C1-190554
	Motorola Mobility, Lenovo, Nokia, Nokia Shanghai Bell
	5GS_Ph1-CT
	7.3.2.3
	 

	24.502
	53
	2
	Rel-15
	Correcting the name of ITU-T Recommendation E.212
	F
	15.2.0
	C1-190666
	Motorola Mobility, Lenovo
	5GS_Ph1-CT
	2
	 

	24.502
	54
	1
	Rel-15
	Remove of an editorial note
	F
	15.2.0
	C1-190566
	Motorola Mobility, Lenovo
	5GS_Ph1-CT
	8.2.2
	 

	24.502
	55
	1
	Rel-15
	Correction on WLAN selection
	F
	15.2.0
	C1-190568
	ZTE
	5GS_Ph1-CT
	5.3.2.3
	 

	24.502
	56
	3
	Rel-15
	Establishment of TCP connection for transport of NAS messages
	F
	15.2.0
	C1-190660
	Ericsson, Motorola Mobility, Lenovo, Qualcomm Incorporated, Huawei, HiSilicon, Nokia, Nokia Shanghai Bell
	5GS_Ph1-CT
	8.2.1, 8.2.2, 8.2.x (new), 8.2.y (new)
	 

	24.502
	59
	2
	Rel-15
	Alignment of the PLMN determination
	F
	15.2.0
	C1-190669
	Nokia, Nokia Shanghai Bell, BlackBerry UK Limited
	5GS_Ph1-CT
	7.2.3
	 

	24.502
	60
	2
	Rel-15
	Correct WLAN selection procedure
	F
	15.2.0
	C1-191647
	BlackBerry UK Ltd.
	5GS_Ph1-CT
	5.3.2.3
	 

	24.502
	62
	-
	Rel-15
	Correction to definition of the PCF abbreviation
	D
	15.2.0
	C1-191233
	ZTE
	5GS_Ph1-CT
	3.2, 6.4.1, 7.2.2
	 

	24.502
	63
	-
	Rel-15
	Correct empty subclause
	F
	15.2.0
	C1-191556
	BlackBerry UK Ltd.
	5GS_Ph1-CT
	6.1, 9.1
	 

	24.526
	12
	7
	Rel-15
	Clarification on UE local configuration and URSP preference
	F
	15.1.0
	C1-191536
	Nokia, Nokia Shanghai Bell, Samsung, SHARP, MediaTek Inc., Qualcomm Incorporated
	5GS_Ph1-CT
	2, 3.1, 4.2.2
	 

	24.526
	16
	5
	Rel-15
	PCF does not send OS Id to UE
	F
	15.1.0
	C1-191658
	Motorola Mobility, Lenovo
	5GS_Ph1-CT
	3.2, 4.2.1, 5.2
	TS 29.525.CR 0004 (CT3)

	24.526
	17
	1
	Rel-15
	The formats of OS Id
	F
	15.1.0
	C1-190502
	Motorola Mobility, Lenovo
	5GS_Ph1-CT
	2, 5.2
	 

	24.526
	18
	2
	Rel-15
	Add destination FQDN as additional traffic descriptor
	F
	15.1.0
	C1-190655
	ZTE, Samsung
	5GS_Ph1-CT
	4.2.1, 5.2
	 

	24.526
	19
	1
	Rel-15
	Update abbreviations
	D
	15.1.0
	C1-190578
	ZTE
	5GS_Ph1-CT
	3.2
	 

	24.526
	20
	3
	Rel-15
	Correcting the name of ITU-T Recommendation E.212
	F
	15.1.0
	C1-190665
	Motorola Mobility, Lenovo
	5GS_Ph1-CT
	2
	 

	24.526
	21
	2
	Rel-15
	Correction on WLANSP rules description
	F
	15.1.0
	C1-190600
	ZTE
	5GS_Ph1-CT
	3.2, 4.3.2.1, 5.3.2
	 

	24.526
	22
	2
	Rel-15
	Correction to Length of URSP rule and Length of route selection descriptor
	F
	15.1.0
	C1-190644
	Vodafone, ZTE, Deutsche Telekom
	5GS_Ph1-CT
	5.2
	 

	24.526
	24
	1
	Rel-15
	Clarification on OS Id + OS App Id field of URSP
	F
	15.1.0
	C1-190643
	Nokia, Nokia Shanghai Bell
	5GS_Ph1-CT
	5.2
	 

	24.526
	26
	1
	Rel-15
	UE with multiple OS Ids
	F
	15.1.0
	C1-191659
	Motorola Mobility, Lenovo, Ericsson
	5GS_Ph1-CT
	4.2.1
	TS 29.525.CR 0004 (CT3)

	24.526
	27
	1
	Rel-15
	Correction to length of location sub entry in WLANSP rule
	F
	15.1.0
	C1-191557
	ZTE
	5GS_Ph1-CT
	5.3.2
	 

	24.526
	28
	2
	Rel-15
	Unknown or unexpected URSP rules
	F
	15.1.0
	C1-191644
	ZTE
	5GS_Ph1-CT
	4.2.x (new), 5.2
	 



