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	Reason for change:
	Alignment of error codes with TS 24.501 v 15.2.0.

	
	

	Summary of change:
	Error codes are aligned with 24.501 v 15.2.0.

For 5GMM:
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	Other comments:
	


***** First change *****
9.2.2.1.3
Errors for 5GS

Numeric
Text

103

Illegal UE (#3)
105

PEI not accepted (#5)
106

Illegal ME (#6)
107

5GS services not allowed (#7)
109

UE identity cannot be derived by the network (#9)
110

Implicitly deregistered (#10)
111

PLMN not allowed (#11)
112

Tracking area not allowed (#12)
113

Roaming not allowed in this tracking area (#13)
115

No suitable cells in tracking area (#15)
122

Congestion (#22)
172

Semantically incorrect message (#95)
173

Invalid mandatory information (#96)
174

Message type non-existent or not implemented (#97)
175

Conditional IE error (#100)
176

Protocol error, unspecified (#111)
178

Maximum number of PDU sessions reached (#65)
186

Message not compatible with protocol state (#101)
205

Insufficient resources for specific slice and DNN (#67)
207

Insufficient resources for specific slice (#69)
208

Message type not compatible with protocol state (#98)
209

Information element non-existent or not implemented (#99)
210

N1 mode not allowed (#27)
211

Restricted service area (#28)
212

LADN not available (#43)
214

ngKSI already in use (#71)
215

Payload was not forwarded (#90)
116

Non-3GPP access to 5GCN not allowed (#72)
117

Serving network not authorized (#73)
118

DNN not supported or not subscribed in the slice (#91)
119

Insufficient user-plane resources for the PDU session (#92)
NOTE:
Values in parentheses are 3GPP TS 24.501 [161] cause codes.
***** Next change *****
9.2.2.2.3
Errors for 5GS

126

Insufficient resources (#26)
127

Missing or unknown DNN (#27)
128

Unknown PDU session type (#28)
129

User authentication or authorization failed (#29)
131

Request rejected, unspecified (#31)
132

Service option not supported (#32)
133

Requested service option not subscribed (#33)
135

PTI already in use (#35)
136

Regular deactivation (#36)
141

Semantic error in the TFT operation (#41)
142

Syntactical error in the TFT operation (#42)
143

Invalid PDU session identity (#43)
144

Semantic errors in packet filter(s) (#44)
145

Syntactical errors in packet filter(s) (#45)
172

Semantically incorrect message (#95)
173

Invalid mandatory information (#96)
174

Message type non-existent or not implemented (#97)
175

Conditional IE error (#100)
176

Protocol error, unspecified (#111)
177

Operator determined barring (#8)
184

Invalid PTI value (#81)
186

Message not compatible with protocol state (#101)
190

Network failure (#38)
191

Reactivation requested (#39)
192

PDU session type IPv4 only allowed (#50)
193

PDU session type IPv6 only allowed (#51)
202

PDU session does not exist (#54)
205

Insufficient resources for specific slice and DNN (#67)
206

Not supported SSC mode (#68)
207

Insufficient resources for specific slice (#69)
208

Message type not compatible with protocol state (#98)
209

Information element non-existent or not implemented (#99)
213

Missing or unknown DNN in a slice (#70)
120

Out of LADN service area (#46)
121

PTI mismatch (#47)
122

Maximum data rate per UE for user-plane integrity protection is too low (#82)
123

Semantic error in the QoS operation (#83)
124

Syntactical error in the QoS operation (#84)
NOTE:
Values in parentheses are 3GPP TS 24.501 [161] cause codes.

***** End of change *****
