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*** 1st Change ***

4.2.6.1
General
Policy Decisions are provided from the PCF to the NF service consumer (SMF) as part of the following service operations:

-
The Npcf_SMPolicyControl_Create Service Operation described in subclause 4.2.2;

-
The SM Policy Association Notification request as part of the Npcf_SMPolicyControl_UpdateNotify Service Operation as described in subclause 4.2.3.2; and

-
the Npcf_SMPolicyControl_Update service operation as described in subclause 4.2.4

Policy decisions shall be encoded within the SmPolicyDecision data structure defined in subclause 5.6.2.4

Policy decisions may include:

-
Session Rules as described in subclause 4.1.4.3 encoded within the "sessRules" attribute;

-
PCC Rules as described in subclause 4.1.4.2 encoded within the "pccRules" attribute;

-
QoS decisions as described in subclause 4.1.4.4.3 that can be referenced from PCC rules and session rules encoded within the "qosDescs" attribute;

-
charging decisions as described in subclause 4.1.4.4.4 that can be referenced from PCC rules encoded within the "chgDecs" attribute;

-
Traffic control decisions as described in subclause 4.1.4.4.2 that can be referenced from PCC rules encoded within the "traffContDecs" attribute;

-
Usage monitoring control decisions as described in subclause 4.1.4.4.5 that can be referenced from PCC rules and session rules encoded within the "umDecs" attribute;

-
Conditions that can be referenced from PCC rules and session rules encoded within the "conds" attribute;

-
A reflective QoS timer;

-
Policy control request triggers and applicable additional information, e.g., Revalidation Time, PRA information;

-
Last requested rule data;

-
Last requested usage data;

-
Default charging method of the PDU session;

-
Charging information;

-
P-CSCF Restoration Support Indication;

-
IP index information;

-
Usage of QoS flow.

For the Npcf_SMPolicyControl_Create Service Operation, the SmPolicyDecision data structure shall contain a full description of all of policies decisions provided by the PCF for the policy association.

For the Npcf_SMPolicyControl_UpdateNotify service operation for the SM Policy Association Notification request and for the Npcf_SMPolicyControl_Update service operation, the SmPolicyDecision data structure shall contain a description of changes of the policies decisions with respect to the last provided previous policy decision for the corresponding policy association. The default charging method of the PDU session, charging information, Reflective QoS Timer, P-CSCF Restoration Support Indication and IP index information shall not been updated by the PCF.

If no other rules are defined for specific data types within the SmPolicyDecision data structure, the encoding of changes of the policies decisions in the SmPolicyDecision data structure shall follow the following principles:

1)
To modify an attribute with a value of type map (e.g. the "sessRules" attribute, the "pccRules" attribute, the "qosDescs" attribute, the "traffContDecs" attribute, the "umDecs" attribute, and the "conds" attribute) the attribute shall be provided with a value containing a map with entries according to the following principles:

-
A new entry shall be added by supplying a new identifier (e.g. rule / decision identifier) as key and the corresponding structured data type instance (e.g. PCC rule) with complete contents as value as an entry within the map.

-
An existing entry shall be modified by supplying the existing identifier as key and the corresponding structured data type instance with the same existing identifier (e.g. set the "qosId" to the same existing QoS data decision identifier), which shall describe the modifications following bullets 1 to 6, as value as an entry within the map. 

-
An existing entry shall be deleted by supplying the existing identifier as key and "NULL" as value as an entry within the map.

-
For an unmodified entry, no entry needs to be provided within the map.

2)
To modify an attribute with a structured data type instance as value, the attribute shall be provided with a value containing a structured data type instance with entries according to bullets 1 to 6.

3)
To modify an attribute with another type than map or structured data type as value, the attribute shall be provided with a complete representation of its value that shall replace the previous value.

4)
To create an attribute of any type, the attribute shall be provided with a complete representation of its value. 

5)
To delete an attribute of any type, the attribute shall be provided with NULL as value.

NOTE 1:
Attributes that are allowed to be deleted need to be marked as "nullable" within the OpenAPI file in Annex A.

6)
Attributes that are not added, modified, or deleted do not need to be provided.

NOTE 2:
In related data structures no attribute can be marked as mandatory except the attribute for the identifier (e.g. rule / decision identifier).

The PCF shall not remove a provisioned policy decision data or condition data from the SMF when the reference(s) from the PCC rule(s) or session rule(s) are still valid. The PCF may keep a policy decision data or condition data valid when the PCF removes all the PCC(s) or session rule(s) referring to the policy decision data or condition data.
*** 2nd Change ***

4.2.6.2.4
Redirect function
The PCF may provide the redirect instruction for one or several dynamic PCC rule to the SMF. The Provisioning shall be performed using the policy provisioning procedure as defined in subclause 4.2.6.1. 
The"traffContDecs" attribute within the  SmPolicyDecision is used to provide traffic control decisions. The redirect instruction shall be encoded using a "redirectInfo" attribute within the corresponding TrafficControlData data structure. That attribute provides a RedirectInformation data structure with the following components:

-
The "redirectEnabled" attribute indicates whether redirect is enabled. It shall be included and set to true when the redirect instruction is initially provisioned and may be included in subsequent updates of the RedirectInformation to enable or disable the redirect instruction.

-
The redirect address may be provided using the "redirectAddressType" and "redirectServerAddress" attributes or may be preconfigured in the SMF/UPF. A redirect destination provided within the "redirectServerAddress" attribute for a dynamic PCC Rule shall override the redirect destination preconfigured in the SMF/UPF.

NOTE:
The SMF/UPF uses the preconfigured redirection address only if it can be applied to the application traffic being detected, e.g. the redirection destination address could be preconfigured on a per application identifier basis.
If redirect needs to be applied to a dynamic PCC rule, that PCC rule shall reference a traffic control decision with such redirect instructions.
If "redirectInfo" attribute is provided for a dynamic PCC rule, the SMF shall instruct the UPF to perform the redirection as defined in 3GPP TS 29.244 [13].

To disable the redirect function for one or more already installed PCC Rule, the PCF shall:

-
update the PCC rule to modify the reference to a new Traffic Control Data decision which does not have the "redirectInfo"; or
-
update the Traffic Control Data decision which the PCC rule refers to with the "redirectEnabled" attribute set to false if the PCF disables the redirect function for all the PCC rules which refer to this Traffic Control Data decision.
*** 3rd Change ***

4.2.6.2.6.2
Steering the traffic to a local access of the data network
The PCF shall determine if the ongoing PDU Session is impacted by the routing of traffic to a local access to a data network as follows. 

-
If the AF request includes individual IP address/ prefix allocated or user identifier to an UE, the PCF shall store the received traffic routing information and shall perform the session binding as defined in subclause 6.2 of 3GPP TS 29.513 [7] to determine the impacted PDU session;
-
Otherwise, the PCF fetches the traffic routing data information from the UDR as defined in 3GPP TS 29.519 [15] applicable for any UE or Internal Group Id if received in the SMF request.

Then the PCF authorizes the request for influencing SMF routing decisions. For impacted PDU Session that corresponds to the AF request, the PCF shall determine the PCC rules that are generated based on the AF request as follows:

-
When the request is for influencing SMF routing decisions, based on the traffic routing information, operator's policy, etc. and determines the traffic steering policy. The traffic steering policy indicates the list of suitable traffic steering policy IDs configured in SMF and if the N6 routing information associated to the application is explicitly provided by the AF, the N6 routing information. The traffic steering policy IDs are related to the mechanism enabling traffic steering to the DN. The PCF shall within the PccRule data instance(s) include the information to identify the traffic within the "flowInfos" attribute or "appId" attribute, and within the Traffic Control Data data decision which the PCC rule refers to include a list of locations which the traffic shall be routed to in the "routeToLocs" attribute. Within each RouteToLocation instance, the PCF shall include a DNAI in the "dnai" attribute to indicate the location of the application towards which the traffic routing is applied and either a traffic steering policy identifier in the "routeProfId" attribute, or the explicit routing information in the "routeInfo" attribute.
-
When the request is for subscribing the UP path change event of the PDU session , the PCF shall include the information on AF subscription to UP path change event within the PCC rule(s) to request the notification from the SMF for the AF. In order to do so, the PCF shall within the PccRule data instance(s) include the information to identify the traffic either within the "flowInfos" attribute or "appId" attribute, and/or within the Traffic Control Data data decision which the PCC rule refers to include the information on AF subscription to the events within the "upPathChgEvent" attribute. Within the "upPathChgEvent" attribute, the PCF shall include the "dnaiChgType" attribute to indicate the type of notification (i.e. early notification, late notification or both), the notification address within the "notificationUri" attribute and the notification correlation Id within the "notifCorreId" attribute. In order to enable the AF to identify the AF request which the notification corresponds to when the AF receives the notification from the SMF as defined in subclause 4.2.2.2 of 3GPP TS 29.508 [12], the PCF shall set the values of "notificationUri" attribute and "notifCorreId" attribute respectively as follows:

-
If the PCF fetches the traffic routing data information from the UDR, the PCF shall set the value of  "notificationUri" to the value of the "upPathChgNotifUri" attribute of the TrafficInfluData data structure and set the value of "notifCorreId" attribute to value of "upPathChgNotifCorreId"attribute of the TrafficInfluData data structure as defined in 3GPP TS 29.519 [15]. 
-
If the PCF receives the traffic routing data information from the AF via N5 interface, the PCF shall set the values of  "notificationUri" attribute and "notifCorreId" attribute according to the "upPathChgSub" attribute within the AfRoutingRequirement data structure as defined in 3GPP TS 29.514 [17]. 

-
If the AF request includes an indication indicating that application relocation is not possible, the PCF shall within the PccRule data instance(s) include the information to identify the traffic either within the "flowInfos" attribute or "appId" attribute and the "appReloc" attribute set to true.

The PCF shall provide the PCC rule(s) as defined in subclause 4.2.6.2.1.
If the temporal validity condition is received, the PCF shall evaluate the temporal validity condition of the AF request and informs the SMF to install or remove the corresponding PCC rules according to the evaluation result. When policies specific to the PDU Session and policies general to multiple PDU Sessions exist, the PCF gives precedence to the PDU Session specific policies over the general policies.
If the spatial validity condition is received, the PCF considers the latest known UE location to determine the PCC rules provided to the SMF. In order to do that, the PCF shall request the SMF to report the notifications about change of UE location in an area of interest (i.e. Presence Reporting Area) as defined in subclause 4.2.2.13 or 4.2.3.19. The subscribed area of interest may be the same as spatial validity condition, or may be a subset of the spatial validity condition (e.g. a list of TAs) based on the latest known UE location. When the SMF detects that UE entered the area of interest subscribed by the PCF, the SMF notifies the PCF and the PCF provides to the SMF the PCC rules described above. When the SMF becomes aware that the UE left the area subscribed by the PCF, the SMF notifies the PCF and the PCF may remove or provide updated PCC rules to the SMF.
When the PCC rules are installed, the SMF may, based on local policies, take the information in the PCC rules into account to:

-
(re)select UPF(s) for PDU Sessions.

-
activate mechanisms for traffic multi-homing or enforcement of an UL Classifier (UL CL). 

-
Inform the AF of the (re)selection of the UP path (change of DNAI).
*** 4th Change ***

5.6.2.29
Type UeInitiatedResourceRequest
Table 5.6.2.29-1: Definition of type UeInitiatedResourceRequest
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	packFiltOp
	PacketFilterOperation
	M
	1
	Indicates a UE requests specific QoS handling for selected SDF
	

	packFiltInfo
	array(PacketFilterInfo)
	M
	1..N
	Contains the information from a single packet filter sent from the SMF to the PCF.
	

	reqQos
	RequestedQos
	O
	0..1
	Contains the QoS information requested by the UE
	


5.6.2.30
Type PacketFilterInfo
Table 5.6.2.30-1: Definition of type PacketFilterInfo
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	packFiltId
	string
	O
	0..1
	An identifier of packet filter.
	

	precedence
	integer
	O
	0..1
	The requested order for the PCC rule generated from the packet fitler information.
	

	packFiltCont
	PacketFilterContent
	O
	0..1
	Contains the content of the packet filter as requested by the UE and required by the PCF to create the PCC rules.
	

	tosTrafficClass
	string
	O
	0..1
	Contains the Ipv4 Type-of-Service and mask field or the Ipv6 Traffic-Class field and mask field.
	

	spi
	string
	O
	0..1
	The security parameter index of the IPSec packet.
	

	flowLabel
	string
	O
	0..1
	The Ipv6 flow label header field.
	

	flowDirection
	FlowDirection
	O
	0..1
	Indicates the direction/directions that a filter is applicable, downlink only, uplink only or both down- and uplink (bidirectional).
	


5.6.2.31
Type RequestedQos
Table 5.6.2.31-1: Definition of type RequestedQos
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	5qi
	5Qi
	M
	1
	Identifier for the authorized QoS parameters for the service data flow.
	

	gbrUl
	BitRate
	O
	0..1
	Indicates the guaranteed bandwidth in uplink requested by the UE.
	

	gbrDl
	BitRate
	O
	0..1
	Indicates the max guaranteed in downlink requested by the UE.
	


*** 5th Change ***

5.6.3.6
Enumeration: PolicyControlRequestTrigger
Table 5.6.3.6-1: Enumeration PolicyControlRequestTrigger
	Enumeration value
	Description
	Applicability

	PLMN_CH
	PLMN Change
	

	RES_MO_RE
	A request for resource modification has been received by the SMF.
(NOTE)
	

	AC_TY_CH
	Access Type Change
	

	UE_IP_CH
	UE IP address change. (NOTE)
	

	UE MAC_CH
	A new UE MAC address is detected or a used UE MAC address is inactive for a specific period
	

	AN_CH_COR
	Access Network Charging Correlation Information
	

	US_RE
	The PDU Session or the Monitoring key specific resources consumed by a UE either reached the threshold or needs to be reported for other reasons.
	UMC

	APP_STA
	The start of application traffic has been detected.
	ADC

	APP_STO
	The stop of application traffic has been detected.
	ADC

	AN_INFO
	Access Network Information report
	NetLoc

	CM_SES_FAIL
	Credit management session failure
	

	PS_DA_OFF
	The SMF reports when the 3GPP PS Data Off status changes. (NOTE)
	3GPP-PS-Data-Off

	DEF_QOS_CH
	Default QoS Change. (NOTE)
	

	SE_AMBR_CH
	Session AMBR Change. (NOTE)
	

	QOS_NOTIF
	The SMF notify the PCF when receiving notification from RAN that QoS targets of the QoS Flow cannot be guaranteed or can be guaranteed.
	

	NO_CREDIT
	Out of credit
	

	PRA_CH
	Change of UE presence in Presence Reporting Area
	PRA

	SAREA_CH
	Location Change with respect to the Serving Area
	

	SCNN_CH
	Location Change with respect to the Serving CN node
	

	RE_TIMEOUT
	Indicates the SMF generated the request because there has been a PCC revalidation timeout (i.e. Enforced PCC rule request defined in table 6.1.3.5.-1 of 3GPP TS 29.503 [6]).
	

	RES_RELEASE
	Indicates that the SMF can inform the PCF of the outcome of the release of resources for those rules that require so.
	RAN-NAS-Cause

	SUCC_RES_ALLO
	Indicates that the SMF shall inform the PCF of the successful resource allocation for those rules that requires so.
	

	RAT_TY_CH
	RAT type change.
	

	REF_QOS_IND_CH
	Reflective QoS indication Change
	

	NOTE:   The SMF always reports to the PCF.


The PCF may provision the values of policy control request trigger which are not always reported by the SMF as defined in subclause 4.2.6.4.

When the SMF detects the corresponding policy control request trigger(s), the SMF shall report the detected trigger(s) to the PCF as defined in subclause 4.2.4.1 with the additional information for different independent policy control request triggers as follows:
If the "PLMN_CH" is provisioned, when the SMF detectes a change of PLMN, the SMF shall include the "PLMN_CH" within the "repPolicyCtrlReqTriggers" attribute and the current identifier of the serving network within the "servingNetwork" attribute.
When the SMF receives the resource modification request from the UE, the SMF shall include the "RES_MO_RE" within the "repPolicyCtrlReqTriggers" attribute and the information for requesting the PCC rule as defined in subclause 4.2.4.17.

If the "AC_TY_CH" is provisioned, when the SMF detectes a change of access type, the SMF shall include the "AC_TY_CH" within the "repPolicyCtrlReqTriggers" attribute and the current access type within the "accessType" attribute.
When the SMF detects an IPv4 address and/or an IPv6 prefix is allocated or released, the SMF shall include the "UE_IP_CH" within the "repPolicyCtrlReqTriggers" attribute and new allocated UE Ipv4 address within the "ipv4Address" attribute and/or the UE Ipv6 prefix within the "ipv6AddressPrefix" attribute or the released UE Ipv4 address within the "relIpv4Address" attribute and/or the UE Ipv6 prefix within the "relIpv6AddressPrefix" attribute.

When the SMF detects a new UE MAC address or a used UE MAC address is not used any more, the SMF shall include the "UE_MAC_CH" within the "repPolicyCtrlReqTriggers" attribute and new detected UE MAC address within the "ueMac" attribute or the not used UE MAC address within the "relUeMac" attribute.If the "AN_CH_COR" is provisioned, when the SMF is provisioned with the PCC rule as defined in subclause 4.2.6.5.1, the SMF shall notify the PCF of access network charging identifier associated with the PCC rules as defiend in subclause 4.2.4.13.

If the "US_RE" is provisioned, when the SMF receives the usage report from the UPF, the SMF shall notify the PCF of the accumulated usage as defined in subclause 4.2.4.10. Applicable to functionality introduced with the UMC feature as described in subclause 5.8.
If the "APP_STA" is provisioned, when the SMF receives the application start report from the UPF, the SMF shall notify the PCF of the application start report as defined in subclause 4.2.4.6. Applicable to functionality introduced with the ADC feature as described in subclause 5.8.
If the "APP_STO" is provisioned, when the SMF receives the application stop report from the UPF, the SMF shall notify the PCF of the application stop report as defiend in subclause 4.2.4.6. Applicable to functionality introduced with the ADC feature as described in subclause 5.8.
If the "AN_INFO" is provisioned, when the SMF receives the reported access network information from the access network, the SMF shall notify the PCF of the access network information as defiend in subclause 4.2.4.9. Applicable to functionality introduced with the NetLoc feature as described in subclause 5.8.
If the "PS_DA_OFF" is provisioned, when the SMF receives a change of 3GPP PS Data Off status from the UE, the SMF shall notify the PCF as defined in subclause 4.2.4.8. Applicable to functionality introduced with the 3GPP-PS-Data-Off feature as described in subclause 5.8.
When the SMF detects a change of subscribed default QoS, the SMF shall include the "DEF_QOS_CH" within the "repPolicyCtrlReqTriggers" attribute and the new subscribed default QoS within the "subsDefQos" attribute.
When the SMF detects a change of subscribed Session-AMBR, the SMF shall include the "SE_AMBR_CH" within the "repPolicyCtrlReqTriggers" attribute and the new subscribed Session-AMBR within the "subsSessAmbr" attribute.
If the "QOS_NOTIF" is provisioned, when the SMF receives a notification from access network that QoS targets of the QoS Flow cannot be guaranteed or can be guaranteed again, the SMF shall send the notification as defined in subclause 4.2.4.x.
If the "NO_CREDIT" is provisioned, when the SMF detects the credit for the PCC rule(s) is no longer available, the SMF shall include the "NO_CREDIT" within the "repPolicyCtrlReqTriggers" attribute and the affected PCC rules within the "ruleReports" attribute.

If the "PRA_CH" is provisioned, the SMF is provisioned the presence reporting area information as defined in subclause 4.2.6.5.6. When the SMF receives the presence reporting area information from the serving node, the SMF shall notify the PCF of the reported presence area information as defined in subclause 4.2.4.16. Applicable to functionality introduced with the PRA feature as described in subclause 5.8.
If the "SAREA_CH" is provisioned, when the SMF detects a change of serving area (i.e. tracking area), the SMF shall include the "SAREA_CH" within the "repPolicyCtrlReqTriggers" attribute and the current TAI within the "userLocationInfo" attribute.

If the "RE_TIMEOUT" is provisioned, the SMF is provisioned the revalidation time by the PCF. The SMF shall request the policy before the indicated the revalidation time as defined in subclause 4.2.4.13.
If the "RES_RELEASE" is provisioned, when the SMF receives the request of PCC rule removal as defined in subclause 4.2.6.5.2, the SMF shall report the outcome of resource release as defined in subclause 4.2.4.12. Applicable to functionality introduced with the RAN-NAS-Cause feature as described in subclause 5.8.
When "SUCC_RES_ALLO" is provisioned and PCC rules are provisioned according to subclause 4.2.6.5.5, the SMF shall inform the PCF of the successful resource allocation as defined in subclause 4.2.4.14.
If the "RAT_TY_CH" is provisioned, when the SMF detects a change of the RAT type, the SMF shall include the "RAT_TY_CH" within the "repPolicyCtrlReqTriggers" attribute and the current RAT type within the "ratType" attribute.

If the "REF_QOS_IND_CH" is provisioned, when the SMF receives a change of reflective QoS indication from the UE, the SMF shall include the "REF_QOS_IND_CH" within the "repPolicyCtrlReqTriggers" attribute and the indication within the "refQosIndication" attribute.
*** End of Changes ***

