Page 1



3GPP TSG-CT WG3 Meeting #101
C3-190400
Montreal, Canada, February 25 – March 1, 2019
    



        (Revision of C3-190157)
	CR-Form-v11.1

	CHANGE REQUEST

	

	
	29.525
	CR
	0008
	rev
	1
	Current version:
	15.0.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	X


	

	Title:

	Correction to service operation introduction

	
	

	Source to WG:
	Huawei

	Source to TSG:
	C3

	
	

	Work item code:
	5GS_Ph1-CT
	
	Date:
	2019-3-1

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
     Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	1) (V-)PCF provide the policy control request trigger in the non-roaming or roaming case via Npcf_UEPolicyControl_UpdateNotify
2) H-PCF provides updated UE policy and policy control request trigger to the V-PCF via Npcf_UEPolicyControl_UpdateNotify; 

3) The NF producer initiates the UE Policy association termination towards to the NF consumer via Npcf_UEPolicyControl_UpdateNotify.

	
	

	Summary of change:
	Corret the descriptions of service operation introduction as above.

	
	

	Consequences if not approved:
	Wrong descriptions lead to misunderstanding and wrong implementation.

	
	

	Clauses affected:
	4.2.1

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	x
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


*** 1st Change ***

4.2.1
Introduction
Table 4.2.1-1: Operations of the Npcf_UEPolicyControl Service

	Service operation name
	Description
	Initiated by

	Npcf_UEPolicyControl_Create
	Creates a UE Policy Association.
	NF consumer (AMF, V-PCF in roaming case)

	Npcf_UEPolicyControl_Update
	Updates of an UE Policy Association and provides corresponding policies to the NF consumer when the policy control request trigger is met or the AMF is relocated due to the UE mobility and the old PCF is selected.
	NF consumer (AMF, V-PCF in roaming case)

	Npcf_UEPolicyControl_UpdateNotify
	Provides the updated policy control request trigger to the AMF by the (V-)PCF in the non-roaming or roaming case;
Provides updated UE policy and policy control request trigger to the V-PCF by the H-PCF; or 
initiates the UE Policy association termination towards to the NF consumer by the NF producer.
	
PCF (H-PCF and V-PCF in roaming case)

	Npcf_UEPolicyControl_Delete
	Provides means for the NF consumer to delete the UE Policy Association.
	NF consumer (AMF, V-PCF in roaming case)


*** End of Changes ***

