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*** 1st Change ***

3.2
Abbreviations

For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].

AMF
Access and Mobility Management Function
ANDSP
Access Network Discovery and Selection Policy
API
Application Programming Interface

DNN
Data Network Name

GPSI
Generic Public Subscription Identifier

GUAMI
Globally Unique AMF Identifier

HTTP
Hypertext Transfer Protocol

H-PCF
Home Policy Control Function
JSON
JavaScript Object Notation
N3AN
Non-3GPP access network
NF
Network Function

NRF
Network Repository Function

PCF
Policy Control Function

PEI
Permanent Equipment Identifier

PRA
Presence Reporting Area

SUPI
Subscription Permanent Identifier

UDR
Unified Data Repository

UPSC
UE policy section code

UPSI
UE policy section identifier
URSP
UE Route Selection Policy
V-PCF
Visited Policy Control Function
*** 2nd Change ***

4.1.3.1
Policy Control Function (PCF)

For non-roaming scenarios, the Policy Control Function (PCF): 
-
Supports unified policy framework to govern network behaviour; and

-
Provides UE policy, including Access Network Discovery and Selection Policy (ANDSP) and UE Route Selection Policy (URSP) via the AMF transparently to the UE; and
-
Provides policy control request triggers to the AMF.
NOTE 1:
The PCF invokes the Namf_Communication service specified in 3GPP TS 29.518 [14] to provide the UE Policy.

For roaming scenarios, the Visited Policy Control Function (V-PCF):
-
Provides policy control request triggers to the AMF;
-
Provides the ANDSP of the VPLMN via the AMF transparently to the UE; and
-
Forwards the ANDSP and URSP received form the H-PCF via the AMF to the UE.

NOTE 2:
The V-PCF invokes the Namf_Communication service specified in 3GPP TS 29.518 [14] to provide the UE Policy.

For roaming scenarios, the Home Policy Control Function (H-PCF):
-
Provides policy control request triggers to the V-PCF;
-
Provides the ANDSP and URSP of the HPLMN to the V-PCF for forwarding to the UE via the the AMF.

*** 3rd Change ***

4.1.3.2
NF Service Consumers

The Access and Mobility Management function (AMF) performs:

-
Registration management;

-
Connection management;

-
Reachability management;

-
Mobility Management; 
-
Forwarding of UE Policy towards the served UE;
-
Reporting of the UE state to the (V-)PCF; and
-
Forwarding of the UE policy enforcement result received from the UE to the (V-)PCF.
NOTE 2:
The AMF invokes the Namf_Communication service specified in 3GPP TS 29.518 [14] to report the UE policy enforcement result.
The Visited Policy Control Function (V-PCF) providesthe functions described in subclause 4.1.3.1 towards the visited network as NF service prodcer and acts as NF Service consumer toward the H-PCF, performing the following functions:

-
Receiving policy control request triggers, ANDSP and URSP form the H-PCF
-
Reporting of the UE state and UE policy enforcement result to the H-PCF..
*** End of Changes ***

