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	Reason for change:
	403 with application error UNKNOWN_5GS_SUBSCRIPTION has been mapped to 5GMM #7. However 5GMM #7 will prevent the UE from trying PS service via 4/3/2G as well.
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********* First Change *********
4.4.2.1
Mapping from HTTP to NAS cause values – Request rejected by UDM

Table 4.4.2.1-1: Mapping from HTTP to 5GMM cause values – Request rejected by UDM

	HTTP status code on N8
	Protocol or Application Error
	5GMM cause to UE

	403 Forbidden 


	UNKNOWN_5GS_SUBSCRIPTION
	#27 –N1 mode not allowed

	
	ACCESS_NOT_ALLOWED
	#15 "No suitable cells in tracking area", or

#12 "Tracking area not allowed" or

 #72 – Non-3GPP access to 5GCN not allowed (NOTE)



	
	RAT_NOT ALLOWED
	#15 "No suitable cells in tracking area", or

#13 "Roaming not allowed in this tracking area", or

#12 "Tracking area not allowed"

(NOTE)



	
	NO_PS_SUBSCRIPTION
	#7 – 5GS services not allowed





	
	ROAMING_NOT_ALLOWED
	#11 "PLMN not allowed" or

#13 "Roaming not allowed in this tracking area",

(NOTE)

	404 Not Found
	CONTEXT_NOT_FOUND
	#9 "UE identity cannot be derived by the network"

	404 Not Found 
	USER_NOT_FOUND
	#3 "Illegal UE"

	422 Unprocessable Entity 
	UNPROCESSABLE_REQUEST
	#111 protocol error unspecified

	NOTE:
Any of those NAS Cause Code values may be sent to the UE, depending on operator's choice.


********* End of Changes *********
