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[bookmark: _Toc532985502]* * * First Change * * * *
[bookmark: _Toc3992847]6.1.1	API URI
URIs of this API shall have the following root:
{apiRoot}/{apiName}/{apiVersion}/
where "apiRoot" is defined in subclause 4.4.1 of 3GPP TS 29.501 [5], the "apiName" shall be set to "nlmf-loc" and the "apiVersion" shall be set to "v1" for the current version of this specification.
The Nlmf_Location service shall use the Nlmf_Location API.
The request URI used in HTTP request from the NF service consumer towards the NF service producer shall have the structure defined in subclause 4.4.1 of 3GPP TS 29.501 [5], i.e.:
{apiRoot}/<apiName>/<apiVersion>/<apiSpecificResourceUriPart>
with the following components:
-	The {apiRoot} shall be set as described in 3GPP TS 29.501 [5].
-	The <apiName> shall be "nlmf-loc".
-	The <apiVersion> shall be "v1".
-	The <apiSpecificResourceUriPart> shall be set as described in subclause 6.1.3.

* * * Next Changes * * * 
[bookmark: _Toc3992856]6.1.3.1	Overview
The structure of the Resource URIs of the Nlmf_Location service is shown in figure 6.1.3.1-1.



[bookmark: _GoBack]Figure 6.1.3.1-1: Resource URI structure of the Nlmf_Location API
Table 6.1.3.1-1 provides an overview of the resources and applicable HTTP methods.
Table 6.1.3.1-1: Resources and methods overview
	Resource name
	Resource URI
	HTTP method or custom operation
	Description

	DetermineLocation
(Custom operation)
	{apiRoot}/nlmf-loc/v1<apiVersion>/determine-location
	determine-location (POST)
	



* * * Next Changes * * * 
[bookmark: _Toc3992858]6.1.4.1	Overview
Table 6.1.4.1-1: Custom operations without associated resources
	Custom operation URI
	Mapped HTTP method
	Description

	
	
	

	{apiRoot}/nlmf-loc/v1<apiVersion>/determine-location
	POST
	


[bookmark: _Toc3992763]
* * * End of Changes * * * 
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