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	Application error “CONTEXT_NOT_FOUND” has been defined for PUT method on UEContext resource. However this application error will never apply since if the context does not exist on SMSF, one will be created by PUT.
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	Consequences if not approved:
	Useless and misleading application error exists and may lead to interoperability issue.

	
	

	Clauses affected:
	6.1.3.3.3.1

	
	

	
	Y
	N
	
	

	Other specs
	
	x
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	x
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	x
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	This CR introduces no change to openAPI.


********* First Change *********
6.1.3.3.3.1
PUT
This method creates an individual resource of UE Context for SMS in the SMSF, or updates the indicated resource of UE Context for SMS in the SMSF.

This method shall support the URI query parameters specified in table 6.1.3.3.3.1-1.

Table 6.1.3.3.3.1-1: URI query parameters supported by the PUT method on this resource 
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	


This method shall support the request data structures specified in table 6.1.3.3.3.1-2 and the response data structures and response codes specified in table 6.1.3.3.3.1-3.

Table 6.1.3.3.3.1-2: Data structures supported by the PUT Request Body on this resource 

	Data type
	P
	Cardinality
	Description

	UeSmsContextData
	M
	1
	Representation of the UE Context for SMS to be created in the SMSF, or to be updated in the SMSF.

	
	
	
	


Table 6.1.3.3.3.1-3: Data structures supported by the PUT Response Body on this resource

	Data type
	P
	Cardinality
	Response

codes
	Description

	UeSmsContextData
	M
	1
	201 Created
	This case represents the successful creation of an UE Context for SMS.

	n/a
	
	
	204 No Content
	This case represents the successful update of an UE Context for SMS.

	ProblemDetails
	M
	1
	403 Forbidden
	This case represents the failure of creation / update of an UE Context for SMS.
The "cause" attribute of the "ProblemDetails" shall be set to one of the following application error codes:
-
SERVICE_NOT_ALLOWED, if SMS service is not allowed for the given service user;

	ProblemDetails
	M
	1
	404 Not Found
	This case represents the failure of creation / update of an UE Context for SMS.
The "cause" attribute of the "ProblemDetails" shall be set to one of the following application error codes:
-
USER_NOT_FOUND, if the provided subscriber identifier is invalid or the service user is not found from UDM;



********* End of Changes *********
